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Township 23 South; Range. ll West

Chains

A portion of the north boundary was surveyed by J., Gorlimski in 1880

and dependently resurveyed and surveyed concurrently and 'is described]
in the field notes of T. 22 S., R. 11 W. The west boundary was sur-

veyed concurrently and is described in the field notes of T. 23 §.,

. T. 12 W, ,

The following notes are those of the survey of the east and south
boundaries and an independent resurvey and survey of a portion of the
subdivision of T. 23 5., R. 11 W., deem sufficient in extent to
facilitate the development of the natural resources and mark the
boundaries of those sections normally considered State school sectionls.

The survey was executed with W. & L. E. Gurley Solar Transits Nos.
541330 and\461263, constructed in accordance with the standard instru
mental specifications of the Bureau of Land Management. The instru-
ment was in good condition prior to the beginning of the survey and
was maintained in proper adjustment throughout the progress of this
survey.

Corners on east-west lines were set on the true latitudinal curve.
Lines connecting previously established corners were run by random
and true method, but for simplification of the record the random and
lines are omitted from the field notes. In accordance with the
intent of the special instructions, all subdivisional corners estab-
lished are calculated to be at the position they would occupy if the
entire township were subdivided. .

Measurements herein contained were made with a narrow steel tape, 8
chains in length, graduated every link for the first 100 links and
thereafter at intervals of 10 links. The tape was tested by compari-
son with a 1 chain standard steel tape and found to be correct.
Measurements were made on the slope with the vertical angle of each
interval ascertained by a clinometer in good adjustment; horizontal
equivalents alone are entered in the field notes. All lines of this
survey were run by direct method where the lines were accessible;
lines inaccessible were run by traverse or triangulation methods.
Distances to topography on lines run by traverse or triangulation are
approximately as scaled from U. S. G. S. topographic, sheets where
available. The details of such traverses or triangulations have been
thoroughly checked and verified, and in order to simplify the record
the diagrams and reductions are omitted from these field notes.

The direction of the lines of this survey were determined by referencg
to true meridians established on line by hour angle obseryvations on
Polaris or altitude observations on the sun. The lines were carried
forward by sustained angulation being supplemented by other numerous
altitude observations on the sun taken throughout the progress of the
survey.

The geographic position for the southeast corner of the tpwnship is
at latitude 38° 45' 44.44" N. and longitude 113° O1' 37.21" W., as
adjusted from traverses to U. S, G. S. triangulation station Standard
G.L.0. brass cap stamped T25§ R11-12W S§6|831‘ 191].

s1

The magnetic declination was read at a number of stafions’throughout
the township and the average of these readings was found to be, 16°
30' East, i




4—678 b

Chains

16.00
30.30

40.00

47.80
61.10
65.00
69.60
7f.00

80.00

3.40

5.50
19.00
24.80
34.90
38.20

40.00

T

Survev of the East Boundary of T. 23 8. R 11

From the cor. of Tps. 23 and 24 6., Rs. 10 and 11 W,

North, bet. secs. 3l and 36.
Over rolling land draining S.; asc. gentle SW, slope 20 ft.
Small wash, drains SW.; asc. 40 ft, over SW. slope.

Unimproved road, bears E. and W.; asc. 30 ft, over 8. slope.

Point for the % sec. cor. of secs. 31 and 36.

Set an iron post, 30 ins. long, 2% ins. diem., 20 ins, in the ground,
in a collar of stone, with brass cap mkd.

T238
R11W R10W

836T531
1959

Asc. 40 ft. over SW. slope.

Small wash, draiﬁs SW.; asc. 130 ft, over SW. slope.

Spur, slopes SW.; desc. 50 ft. over NW. slope.

Draw, drains W.; asc, 120 ft. over SW. slope.

Spur, slopes W.; desc. 40 ft. over NW. slope.

Draw, drains SW.; asc. 60 ft. over 5. slope.

Point for the ;or. of secs. 25, 30, 31 and 36.

Set an iron post, 30 ins. long, 2% ins. diam.,, 8 ins. in the ground
;ﬁdbedrock, in a.moynd.of.stone, 4 ft, base to top, with brass cap

T23S
R11W R10W
825.530
536|831
1959
Land, rolling.

Soil, gravelly.
Timber, none.

North, bet. secé. éS ;nd.BO;

Asc, 90 ft. over steep S. slope.

Spur, slopes SW.; desc. 30 ft. over NW. slope.

Head of draw, drains W.; asc. 80 ft. over SW. siope.
Spur, slopes SW.; desc. 100 ft. over NW. slope.
Draw, drains SW.; asc. 220 ft. over SW. slope.

Spur, slopes W.; desc. 60 ft. over N. slope.

Draw, drains SW.; asc. 50 ft. over SE. slope.

Point for the % sec. cor. of secs. 25 and 30.

W 8. SOVERNMENT PRTING SFMISE 00--28580-3




'50.60°

54.10
70.00
73.00
75.00

79.40

SO-OOA:

12.30

25.50

40.00

58.50

60.30

'80.00°

W il Swryey of rheiBast.Bevadary.gf-T; 23 $.,4B4 11 W.

Set an irom post, 30 inm,. long, 2% ins. diam., 8 ins, in the ground,
in a mound of stone, 4 ft, base to top, with brass cap mkd.

e
.. T238 ‘
.  RLIW RIOW ﬁ
. szsfsao,J
1959

Asc, 170 ft, over SE. slope.

"Spur, slopes SW.; desc. 20 ft. over NW. &lope.

Draw, drains SW.; asc. 220 ft, over S. slope.,
Spur, slopes NW.; desc. 7Q ft, over NE. slope.
Draw, drains W.; asc. 20 £t. over S. slope.
Short spur, slopes W.; desc. ME. slope.

Draw, draing W.; asc. 30 ft. over steep slope,
Point for thg cor, of secs. 19, 24, 25 and 30. o .

Set an iron post, 30 ins, long, 2% ins. diam., 10 ins. in, the ground,
in a mound of stone, 4 ft. base to top, with brass cap mkd .

. T238
R11W R1OW
524|819
525|830
1959
Land, broken.

Soil, gravelly,
Timber, none,

North, bet. se¢s. 19 and 24.

Asc, 310 ft. over S. slope. . . |
Spur, slopes W.; desc. 320 ft. over NW. slope. s
Draw, drains W.; asc. 360 ft. over SW. slope. ‘
Point for the % sec. cor. of secs. 19 and 24, i '
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in ﬁhe ground

to bedrock, in a mound of stene, 4 ft. base to top, with brass cap /mkf.

|

1238 ! .

R11W RLOW
|

524T519 ’ :

1959 - !

Desc. 110 ft. over broken W. slope. !

Bottom of descent; asc. 20 ft: over Sﬁ.'slope:“

Spur, slopes W, ; desc. 330 ft.. over N. slope'.-'
Point for the cor, of secs. 13, 18,.19 and; 24, . |

Set an iron post, 30 ina. long, 2% ins. diam., 4 ft. base to top,
with brass cap mkd.
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2.70
10.30

40.00

40.40
43.90
48,40
59.80

80.00

.50

- ' of the'Bast- ~ ~ o£77, 33 8, s .

T

tzn e . - i '~:
R11W R1OW ' Coo
13]81
824|819
1959

Land, mountainous.
Soil, rocky.
Timber, scattered juniper.

North, bet. secs., 13 and 18.

Desc. 10 ft. over - N. slope.

Draw, drains W.; asc., 20 ft.. over SW. slope.

Spur, slopes SW.; desc. 650 ft. over broken NW. slope.

Point for the k sec. cor. of secs. 1) and 18,

Set an iron post, 30 ins. long, 2k ins. diam., 6 ine. {a the greund
to bedrock, in a mound of stone, 4 ft. base to top, vtth brass csp

nkd.

T238
R11W R1OW

313r51a
1959

Desc. 10 ft., over NW, slope.

Small drain, drains W.; asc. 20 ft. over 6. slope.
Small spur, slopes W.; desc., 90 ft. over N.‘ulope.
Wash, 2 ft, deep, 10 lks. wide, drains W.; asc. 90 ft. over §. siope,
Spur, slopes W.; desc. 100 ft. over K. elope.:
Point for the cor. of secs. 7, 12, 13 and 18.

Set an iron post, 30 ins. long, 2k ins. diam., 15 ins. in the grouad)
in a mound of stone, 4 ft. base to top, with brass cap mkd.

T238
R11W R10W-
S12]8 7
813181

1959

Land, mountainous,
Soil, rocky.
Timber, scattered jumiper.

North, bet. secs. 7 and 12,

Desc. 10 ft. over N. slope.
cwh

Graded road beara E. and NH. in bottom of walh 2 ft dee 20 1k
wide, drains NW.; asc. 70 ft.-over 3. slepe. - p. ‘.

i . n
e el et R SN FER N 0 L




Ld oy Servey of -the Rast Joundary of .T. 23.8., R. 11 W.

g g

Chains
10.00

40.00

61.60
74.00

80.00

3.70
19.90
32.30

40.00

69.80

78.70

.| .8et an iron post, 30 ims. long, 2% ins, diam., over a crgss (X) cut

,.55,80 i t Sﬁni, élopes.SH:; desc;_l20 ft.,o@er NW. élope.

8lope changeg.to SE;; asc, 46Q ft.
.Poiut fer the -k sec. cer, ef secs. 7 and 12. L

~-in golid stone and in a mound of stome, 4 ft. base to top, with brasg
cap mkd,.
o T238

R11W R1OW

9
s12|s 7
1957

Asc. along steep SE. slope 260 ft.

[

Draw, drains SW.; asc. 220 ft. over SW. élopé.
Spur, slopes SW.; desc. 170 ft. over NW. slope.

Point for the cor. of secs. 1, 6, 7 and 12,

in 2 mound of stome, 4 ft. base to top, with brass cap mkd.
T23S
R11W R10OW
S 118 6
s12|8 7
1959

Land, mountainous.
Soid, rocky.
Timber, scattered juniper.

43.50 |

North, bet..secs. 1 and 6.
Deéc1 120 ‘ft. ové;,steep'NW. slope.
Draw, drains SW.; asc. 230 ft. over steep SE. slope;
Spur, slopes W.; desé.y430 ft. over N, slope.
Bottom of draw, drains W.; asc. 250 ft, over steep S. slope.
Point for the % sec. cor. of secs. 1 and 6.
Set an iron post, 30 ias. 1oﬁg, 2% ins. diaﬁ;; 8 ins. ingthe ground,
in a mound of stome, 4 ft. base to top, with brass cap mkd.
T238
R11W R1OW,
3
s1]s6
1956

Asc. 30 ft. over steepxé.\slépe.

séﬁi;,slqﬁég H.;tdééc.«430 ft,:qver‘NH:'slépe. : ;
Draw, drains NW. 1.0@ ch.; thence W.; asc. 250 ft. over dteep S.
slope. -

Spur, slopes W.; desa. élO ft. over NW. slope.
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84.62

1.90

40,00

60.00-

73.40

80.00

Suryve— 'of the East of T. 23 8. R. 11 W,

Intersect the S. bdy.-of T. 22 8., R. 10 W.
Point for the closing-cor. of T. 23:S., Rs. 10 and 11 W.

Set an iron post, 30 ins. long; 2% ins. diam., 8 ins. in the ground,
in a mound-of stone, 4 ft. base to top, with brass cap mkd.

T22S R10W
S31
Sl|86
ccC
T23S
R11W R1OW
1959

From this cor. the SW. cor. of T. 22 S., R. 10 W. bears West 22.54
chs, dist., an iron post; 2% ins., diam,; described in tue field noteq
of T. 22 S., R. 10 W,

Land, mountainous.
Soil, rocky.
Timber, scattered juniper.

Survey of the South Boundary of T. 23 S§., R. 11 W.

From the cor. of Tps, 23 and 24 S.,, Rs. 10 and 11 W., an iron post,
2% ins, diam., set, mkd. and witnessed as described in the field note&
of T. 24 S., R. 11 W.

West, bet. secs. 1 and 36,

Over desert mountain land draining S.

Small wash, drains SE.; asc. 140 ft. over E. slope.

Point for the % sec. cor. of secs. 1 and 36,

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins. in the zround

to bedrock, in a mound of stone, 4 ft. base to top; with brass cap
mkd .

T23S8 R11W
S36
¥ S1
- T24S
1959

Asc. 530 ft. over E. slope.

Crest of ridge, bears irregularly N. and S.; desc. 270 ft. over W.
slope.

Draw, drains SW.} asc. 80 ft. over E. slope.
Spur, slopes S.
Point for the cor. of secs. 1, 2, 35 and 36.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the ground,
in a mound of stene, 4 ft:-base to top, .with brass cap mkd.

- T238 R1lW - - ¢

8351536
52|81
T248
1959

@, U, SOYERNMENT PRINTING SFPISE 10—~28590-2
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P
L.

18.00

40.00

42.80
62.60
74.50

80.00

14.00
21.20
35.30
40.00

i

4
JSEN

e W5 iusveY o the:Seuth Bowadaxry of T. 23.5., R. 11 W.

Boil, gravelly,. . : S
Timber, scattered juniper.

hindy:.desert. moyntain. . el e

West, bet. secs. 2 and 55.

Over desert mountain land covered with scattered juniper; desc. 190

ft. over W. slope.

Unimproved road in ;bottom of wash, bears N. and S.; wash drains S.;

asc. 130 £t. over E. slope.

Point for the‘% sec, cof..of secs. 2 and 35.

Set an iron post, 30.ins.floﬁg, 2% ins..diam.; 12 ins. in the ground,

in a mound of stone, 4 ft. base to top, with brass cap mkd.

. . T235 R11W.

y 83
S 2
T248
1959

Asc. 10 ft. over E. slope.

Spur, slopes SE.; desc. 90 ft. over W. slope.

Draw, drains SE.; asc. 230 ft. over E. slope.
153

Spur, slopes SE.; desc. 50 ft. over W. slope.

Point for the cor. of secs. 2, 3, 34 and 35.

Set an iron post, 30 ins. long, 2% ins. diam.,.10 ins. in the ground,

in a mound of stone, 4 ft. base to top, with brass cap mkd.

T23S R11w
834]835
 e- S3|s2
T2458
- 1959

Cor. falls in swale draining 8§,
Land, desert mountain. . .

Soil, gravelly.
Timber, sparse juniper.

West, bet. secs. 3 and 34,

Over high rolling.land covered with sparse juniper; asc., 260 ft.

E. slope,. :
Spur, slopes SE.; desc. 180 ft. over W. slope.

Draw, drains SW.; asc. 290 ft. over SE. slope.

Spur, slopes SE.; desc. 70 ft.: over W. slope. -

‘Point for the % -.sec. dor. of secs. 3 and 34.

over

Q
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Chains

l 62.40
67.10

73.50

1.70
5.80
12.50

26.00

39.50

40,00

48.00

63.60

80.00 .

. Survey of the South Boundary of T. 23 8., R. 11 W.
YN 1

0 ins. long, 2% 4ins, diam., 6 ins.-4n the ground

Set an irom post, 3 base to top, with brass cap,

to bedrock, in a mound of stonme, 4 ft.
mkd. .

. T235 R11W
834
% 53
. T208
1959

.Desc. 380 ft; over broken W. slope.

Draw, .drains.NW.; asc. 20 ft. over E. slope.

Short spur, slopes N.; desc. %0 ft. Aver W. glope.
Draw, drains'Nﬁ.; asc.'70 ft. o;er E; slope.

Point for tﬁe cor; of sec;. 3,.4, 33 and 34.

Set an iron post, 30 ins. long, 2% ins, diam., 8 ins. in the ground,
in a mound of stone, 4 ft. base to top, with brass cap mkd.

E T23S R11W
§33]534
S4|83
. T208 .
1959

Land, high and rolling.
Soil, gravelly.
Timber, sparse juniper.

West, bet., secs. 4 and 33,

Over desert mountain land covered with sparse juniper; asc. 30 ft.
over E. slope. ’

Spur, slopes N.; desc. 110 ft. over W. slope.
Draw, drains NW.; asc. 20 ft. over NE. slope.
Spur, slopes NW.; desc. 210 ft. over broken SW. slape.

Unimproved road, bears SW. and NE.; desc. 80 ft. over W. slope;
leave mountains.

Wash, 3 ft. deep, 1.00 ch. wide, drains SW.
Point for the % sec. cor. of secs. &4 and 33.

Set an iron post, 30 ins. long, 2% ins. diam,, .10 ins. fn the ground
in a mound of stome, 4 ft, base to top, with brass cap mkd.

T23S R1IW L
$33
s
T248
L L1959

Desc. 50 ft. over W. slope,.. . . . ; . ‘
Unimproved road, bears NE. and SW,; desc..110 ft. over W. slope.

'

Wash, 2 ft. deep, 20 lks. wide, drains NW.; desc. 50 ft, Qver W.
slope. !
!

. T B QONERNMINT RAIUTNG OPIGE 10—20500-3




Chains
80.00

-~ Butvey of the Sewth of T, 23 8., R. 11 W.

Point for the cor. of see¢s. 4, 5, 32 and 33.'.

Set an iron. psst,. 30-ins. long, 2% ins. diam., 14 ing. in the ground,
in a mound of stome, 4 ft. base to top, with brass cap mkd.

T23S R11W

L P : 8321833
» N . " ’ -2 85 S‘O{
s . , N T24S
1959

Land, desert mountain.

. 8oil,. gravelly,

Timber, sparse juniper. )

40,00

$0.70

80.00

West, bet. secs. 5 and 32,
Desc. 100.ft..over gentle.W, slope. -
Point for.the.% sec. cor. of secs. 5 and 32,

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the ground
in a collar of stone, with brass cap mkd.

T23S R1lwW

832
% S5
T248
1959

Cont. descent over rolling W. slope 20 ft,
Small wash, drains N. 80° W.; desc. 50 ft. over rolling W, slope.
Point for the cor. of secs. 5, 6, 31 and 32.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the ground,
in a collar of stone, with brass cap mkd,.

T23S R11W .
S31’S32
5685
T248
1959

Land, rolling.
Soil, gravelly.
Timber, none. . .

9.60

40.00.

West, bet. secs. 6 and 31.

Over rolling desert land; desc. 10 ft. over W. slope.

Unimproved road, bears N, and.8,; desc..50 ft..over.W. sl&pe.
}

Boint for the  sec. cor..of secs. 6 and 31,

-Set an irom post, 30 {ns. lomg, .2k ins. diam., 18 fns. in 'the ground,

in a collar of stone, with brass cap mkd. i
T235 R1LW

g §31
52

1959
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Chains

48.00

-80.00

87.17

7.60

12.40

17.40

20.20

37.50

40.00

50.70

56.40

77.50

80.00

Survey of the Seuth Boundary of T, 23 84, R. 11 W,

Desc. 10 ft..over gentle W, slope. . . . L.l
Enter Sevier Lake. bed, dry; leave vegetation. - |
Point for the 1/16 sec. car. of>§ecs. 6 and 31. :
Set a creosote treated wooden post, 4x4. ins., 4% ft. long, 24 ins.

in the ground, mkd, with scribe T23S R11W 1/16 S31 on N, face,
T24S R11W S6 80 on S. side; deposit broken glass around post.

Intersect the E. bdy. of T. 23 8., R, 12 W.
Point for the closing cor. of Tps. 23 and. 24 5., R. 11 W.

Set a wooden post, treated with creosote, 4x4 ins., 4% ft. long,
24 ins. in the ground, mkd. T23S R11W 531 on N. face, T24S R11W S6
CC on S. face, R12W on W. face.

Deposited broken glass around post. . .

From this cor. the cor. of Tps. 23 and 24 S., R. 12.W., bears S. 3.4l
chs. dist,, monumented with a wooden post, set, mkd., and witnessed
as described. in the field notes.of T. 24 S,, R. 12 W.

Land, rolling to level desert. .
Soil, clay.
Timber, none.

Survey of a Portion of the Subdivision of T. 23 S§., R. 11 W.

From the cor. of secs. 1, 2, 35 and 36 on the S. bdy.
N. 0° 01 W., bet. secs. 35 and 36,

Over rolling desert land covered with sparse juniper; asc. 30 ft.
over S, slope,

Spur, slopeslw.; desc. 100 ft: over N.'slope.
Dréw, draiﬁé W.; Asc. 90 ft. ovér S. sloée,‘

Spur, slopes W.; desc. 40 ft. over N. slope.

Small draw, drains W,; asc. 30 ft. along W. slope.

Spur, slopes W.; desc. 10 ft. over N. slope.

Point for the % sec. cor. of secs. 35 and 36.

Set an iron post, 30 ins. long, 2% ins. diam., 8 in;. in the ground

;Edbedrock, in a mound of stome, 3% ft., base to top, with brass cap

T23S R11W

- X
$35/s36
11959 .

-

Desc. 40 ft. over.N. slope. . . . P : ¢

Base of hill, bears SW, and E.;.desc. 110ft. over steep ﬁw.~slope;
Unimproved road, bears NE, and SW.; desc. .20 f£t. along H.islope.
L o

Unimproved road, bears SE; ééd ﬁw. -

‘

. . i

Point for the cor. of secs. 25, 26, 35 and 36. ;
| |

{

LS. SOVERNKEUT P INRING OWMIEE . - AO-v-S8580-2




I " lof-a:Pértiénied sie ’ﬂbd&ﬂili‘nmcl“Txv23h'., R. 11 w.

' Clminl [
[ gowis - | et ati-1don. pest, . 30° ins, Zoung, .23 ius. dlan., 8 .ins. ﬁhe ground
S ORI T ¥ bed!nék ‘in-a meoufd. of 8tone, 3% f¢7 base to- top,’with ‘brass cap
: mkd .
RN A T238 RILW
: $26] 525 :
A 835|836
N 1959

Land, high and rolling desert,. -- . R . !
Soil, gravelly. l
Timber, sparse - juniper. ! . . -

L

From the cor. of secs, 25,:30, 31 and 36 on the E. bdy of the Tp.

8. 89°.58' .W., bet. secs..25 and 36, .

OQer desert mountainhlan&; asc.-20 ft; ovef NE. slope.
3.90 Spur, slopes SE.; desc. 210 ft. over W. slope.

28.70 Draw, drains SE.; aec;qZOO ft. over E. slope.

37.20 Spur, slopes S.; desc. 30 ft. over W. slope.

40.00 Point for the % sec. cor. of secs.'25 and-36> \

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the ground
to bedrock, in a mound of stone, 4 ft. base to top, with brass cap

mkd.
T23S R11W
825
% §36

1959
Desc. 100 ft; over ﬁ. slope: .
47.00 Draw, drains S, 20Q° W;;.asc. i70 ft. 'over>SE. slope.
56.40 Spur, slopes SW., desc. 280 ft over W. slope \
80.00 The cor. of secs. 25 26 35 and 36
Land, desert mountain '

Soil, gravelly., .
Timber, sparse juniper.

From the cor. of secs. 3, 4, 33 and 34, on the S, bdy. of the Tp.
i
N. 0° 02' W., bet. secs, 33 and 34. !
: |
|

Over desert mountain land draining W.; desc, 110 ft. over IN. slope.

PR

5.50 Draw, drains W.; asc. 240 ft. over S, slope.
14.90 Spur, sloees'éﬁ;,.desc. 60 ft. over NW. slope.
18.§0 Draw, drainejsw., asc, 170Uft‘ over SE. slope .
24,90 Crest of spur, projects W.; desc. 340 ft. over N. slope.

40.00 Point for the % sec. cor. of secs. 33 and 34.




51.70

58.00

80.00

4.60
12,50
25.30
32,30
36.80

40.00

40.40

71.00

.Survey of a Pevtios of ths Subdivieign .of T.33-Fs, R 11 W,

PRItV )

{
ism., & ins.:im the
Set sn irog . post, .30 ins. .loeg, .2k ins. diam., .
to bedrock, im a’nund-of .stoue; 4 f£t. base tQ top.:viih iln:asu capi3

mikd. cT ‘ i
T238 R11W [

§

S33TS3A
1959 ;

Desc. 130 ft. over N, slope.

Wash, drains W.; desc. 20 ft. over N, slope,

Wash, 2 ft. deep, 20 lks. wide, drainms S.'ZQi Ww.; qqqt_370 ft. over
8. slope. |

i

Point for the cor. of secs, 27, 28, 33 and 34. oL f

Set an irom post, 30.ins. long,.2% ins. diam., '8 ins, in the ground
to bedrock, in a mound of stone, 4 ft. base to top, with brass cap

mkd. . .-

T235 R11lW -
§28[s27
833|534

1959

Land, desert.mountain.
Soil, gravelly.
Timber, none.

N. 0° 02' W,, bet. secs. 27 and 28.
Over desert mountain land draining W.; asc. 10 ft. over S. slope.

Spur, slopes W.; desc. 70 ft. over N. slope.

Slope changes to NE.; desc. 140 ft.'

Duu; drains W.; uc; 100 ft; ovex"vs. slol;e. . i
Spur, slopés W.; Aelc. 60Af£. ovei N. llépe.

Draw, drains W.; n-c; 110 ft. over S. liope.

Point for the k sec. cor. of l¢¢l..27 and .28,

Set an iron post, 30 ins. long, 2§ ins. diam,, 6 ins. ln the ground
to bedrock, in a mound of stome, 4 ft. base to top, with brass cap
wkd, .

T238 R11W . |

szsfsz7 .
1959

Asc. 10 ft. over S. slope.

Crest of spur, slopes W.; déuc. 160‘ft. o;tt MW, slope.

Wesh, 2 ft. deep, 20 lke. wide, drains N.; asc. 90 ft. over 8.-llo*e

0y

|
! i

s SISO < DGR
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Chains

0 P80t

77.70
80.00

29.10

40.00

53.80

80.00

‘<« - Butvev of ‘a Pertion of the. Suddivision of T. 23 S., R. 11 W.

Spur, slopes Wiy desc. 20.ft. over N. slope. -
Unimproved road, bears SW. and NE.; desc. 50 ft. over N. slope.
Point for the cor. of secs. 21, 22, 27 and 28,

Bet an iron poet, 30 ins. long, 2% ins. diam., 10 ins., in the ground,
in a mound of stone, 4 ft, base to top, with brass cap mkd.

T23S R11W
-8211822.
528]827
1959.
Land, high and rolling.

Soil, gravelly..
Timber, sparse juniper.

N. 0° 02' W., bet. secs. 21 and 22.
Over rolling land draining W.; desc. 80 ft. over NW, slope.

Wash, 2 ft. deep, 20 lks. wide, drains W.; desc. along W. slope 20
ft.

Point for the % sec. cor. of secs. 21 and 22.

Set an iron post, 30 ins. long, 2% ins., diam,, 20 ins. in the ground
in a collar of stone, with brass cap mkd.

T238 R11lW

%
s21|s22
1959

Desc. 10 ft, along W. slope.

Wash, 2 ft. deep, 30 lks. wide, drains W.; desc. 20 ft. over gentle
NW. slope.

Point for the cor. of secs. 15, 16, 21 and 22,

Set an iron post, 30 ins. long, 2% ins, diam., 20 ins. in the ground,
in a collar of stome, with brass cap mkd,

T238 R11W
816S15
821822
1959
Land, gently rolling,

Soil, gravelly.
Timber, nome.

Bmall wash, drains W.; asc, 10 ft. over gentle SW. slope.'

+

N. 0° 02' W., bet. secs. 15 and 16.

Over gently rolling land; desc. 10 ft. over NW. slope.

Small wash, drains W.

Point for the % sec., cor. of secs. 15 and 16,

~d




Survey of a Pertion of the Subdivision of T. 23 5., R. 11 W.

Set an iron post, 30 ims. loog, 2% ins. diam., 24 igs. in the -
with brass cap mkd.

T23S R1IW

.
s16]s15 .
.1959

Deposit charcoal at base of iron post.
43,30 Wash, 2 ft. deep, 20 lks. wide, drains SW.; asc. 30 ft. over S, sl

80.00 Point for the cor. of secs. 9, 10, 15 and 16.

Set an iron post, 30 ins. long, 2} ims. diam., 20 ins. in the ground
in a collar of stone, with brass cap mkd..

| T23S R11W

| s 9{s10
S16]S15

1959

Land, geantly rolling desert.
Soil, sandy loam mixed with gravel.
Timber, none.

N. 0° 02' W., bet. secs. 9 and 10.

Over gently rolllﬁg land drainiﬁg SW.

24.40 Small wash, drains SW.
Unimproved road in bottom of same wash, bears SW. and NE,
40.00 Point for the X sec. cor. of secs. 9 and 1l0U.

Set an iron post, 30 ins. long, 2% ins. diam;, 20 ins. in the ground,
io a collar of stone, with brass cap mkd.

T238 R11W
k :
s 9|s10
.1959
Asc. gentle S. slope 10 ft.
43.00 Top of ascent on low spur sloping W.; desc. 50 ft. over gentle NW,

slope.
30.00 Point for the cor. of secs. 3, 4, 9 and 10,

Set an Llron post, 30 {ns. long, 2k ins. diam.,, 20 ios. in the ground
{n a c.ilar uf stone, with brass cap mkd.

T23S R11W
S$4{83
S 9810
1959

Laod, gently rolliog.
Soil, sand; loam, mixed vith gravel,
Ti=ver, none.

0 CETRAES N SV $0—-GNIND-S
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Chains
W

40.00

57.30
. 72.00
. ,80.00.

87.79

¥ .7 Burvéyiofra Pertion-ef the Subdivisien of ¥. 23 S., R. 11 W,

s My-0%:02%:Wy, bet, secsy 3.amd & . - . . . - .

Over gently rolling land; desc.

L.

20 ft. over NW. slopé.

o .4

Point for the % sec. cor. of secs. 3 and.é4,
Set an irom pesty 30:ims. lomg,.2% ins. diam., 20.ins. in the ground
in a collar of stome;, with brass cap mkd.

P R

. .T238 R1IW

!

- -

. s4Ts3
B 1959

Desc. 10 ft. over NW. slope.
Unimproved road, bears SW. and NE.; desc. 10 ft. over NW. slope.

Small wash, drains SW.

Point for the 1/16 sec. cor. of secs. 3 and 4,

Set an irom post, 30 ins. long; 2% ins, diam., 18 ins. in the ground,
in a collar of stone, with brass cap mkd. '

"' T23S R11W
1/16
4|83
.80
1959

Intersect S, bdy. of T. 22 S.,'R. 11 w.
Point for the closing cor. of secs. 3 and 4, T. 23 s,, R..11 W,

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground
in a collar of stome, with brass cap mkd.

T22S R11W
834
S4]S3
. cc
T23S RIIW
1959

From péiht of intersection the cor. of secs. 33 and 34, T, 22 8.,

R. 11 W. bears §. 88° 47' W., 22.64 chs. dist., an iron post, 2% ins.
diam,., set, mkd. and witnessed as described in the field notes of the
dependent resurvey of the §. bdy. of T. 22 §., R. 11 W.

From this same cor. the % sec. cor. of sec. 34, T. 22 S., R. 11 W,
bears N. 88°% 47' E., 17.37 chs, dist., an_ iron post, 2% idns, diam.,
set, mkd. and witnessed as described in the field notes of the
dependent resurvey. of the §. bdy. of T. 22 §., R, 1l W.

Land, gently rolling._"
Soil, sandy loam, mixed with gravel.
Timber, none,

From the cor. of secs. 1, 6, 7 and 12, on the E. b&y.
West, bet. secs. 1 and 12

i
On a line heg. the cor. of secs. 1, 6,.7 and 12.0on the E. bdy. and:
the cor. of secs. 3, 4, 9 and 10 with cors. at proportionate dist.;
desci 30.ft. over.Wd.slope, ..

¢




Chaine
9.40

36.00

39.97

79.94

1.40

4.70

18.60

39.97

50.40

07.40

19.94

-Desc. 230 ft. over gradual W. slope.

Survey of a Portiom of the Subdivision of T.-23 5., R. 11 W.
sast )

!
Wash, 3 ft. deep, 10 lks. wide, draims.SW.; cont. deéscent over W.
slope 210 ft.

Base of nbuntain, bears N. and S. irregularly; desc. 20 ft. over
gentle W. slope.

-

Point for the % sec. cor. of secs. 1 and 2, . .. Lozae

Set an irom posi, 30 ins. long, 2% ins. diam., 10 ins. in the ground
in a mound of stome, 4 ft. base to top, with brass cap mkd .

7235 R1IW
s 1

LISV
1959

Point for the cor. of secs. 1, 2, 11 and 12. «

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins. in the ground
in a mound of stone, 4 ft. base to top, with brass cap mkd.

T23S R11W
§2}81
S11|S12
1959

Land, high and rolling.
Soil, gravelly.
Timber, scattered juniper.

West, bet. secs. 2 and 11.
Over mountainous desert land; asc. gentle E. slope.
Unimproved road, bears N. and S.

Wash, 12 ins. deep, 10 lks. wide, drains SE.; asc. along E. slope 20
ft.

Base of mountains, bears NW. and SE.; asc. 170 ft, over SE. slope.
Smell wash, drains SE.;-asc.' 410 ft. over E. slope.
Point for the % sec. cor. of secs. 2 and 11,

Set an iron pest, 30 ins. long, 2% ins., diam., 10 ins. in the ground,
in a mound of stone; 3k fr. base-to top, with brass cap mkd.

-T238 R11W

S 2
x s11-
1959

Asc. 90 ft. over E. slope.

TTP of mountain, bears N. and §. irregularly; desc. 530 ft. over SW
slope.

U;sh, 5 ft. deep, 20 lks. wide, drains SW.; desc. 20 ft. over W.
slope. . . . .

Point for the cor. of secs. 2, 3, 10 and 11, - -

Set an iron post, 30 {ns. long, 2k i"o“t“u' 6'1np. Lﬁ the ground
to bedrock, in & mound of stone, 5 ft. base to top, with brass cap ~ °

B & CENSURIT ST SRS [ . ]
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Chains

13.40

16,90

39.97

45.10
74.90

79.94

5.40

24,10

37.90

40.00

<4 o2 L Surieyo ofo s Portden of: the Subdivision of -T123 §., R, 11 W,

fax2F T T238 RLIW

§3j82
‘ ralns 810[S11
S 1959
Land, high and rolling,
Soil, gravelly,
Timber, sparge’ juniper.. . . . N . )

R L L T . . . .

West, bet. secs. 3 and 10, . - .o 1

Base of mountain, bears N. and 8.3 desc. 20 £t. over W.. slope. .

- | Wash,.8 ft..deep,.40 lks..wide,.drains NW.; desc. 90 ft. over NW.
slope. . . . .

Point for the % sec. cor. 4f secs. 3 and 10, ) ;

in a mound of stone, 4 £t. base to top, with brass cap mkd.

T23S R11W
. S.3
T
1959

Des¢c. 50 ft, over W. slope.

Uﬁimpfovéd foad; béars N. and S.; desc. 130 ft. over.W. slope.
Unimproved road, bears N. and S5.; desc. 10 ft. over W. slope,
The cor. of secs. 3, 4, 9 and 10.

Land, desert mountain,

Soil, gravelly.
Timber, none.

Over desert mountain land draining W.; desc. 250 ft. over E. slope.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins. in' the ground

. From'thé cér. of secé.nl, 2, 11 and 12,

N. 0° 01' W., bet. secs. 1 and 2.

Over land covered with shadscale and June gfass.

Unimproved road, bears SW. and NE.; asc. along W. slope 20 ft.

| Unimproved road, bears E. and W,; desc. 40 ft. over N, slqpe.
N t

Wash, 2 ft. deep, 10 1ks. wide,vdrains NE.
|
Poimf for the % sec. cexr. of secs. 1 and. 2. ti

in & collar of stome, with brass cap mkd.; . . . !
. |
{

i

Set an iron posé, 30.158; long; 2% ins._diam., 15 ins. infthe ground,




6780

D
]

L

Survey of a Portion of the Subdivision of T, 23 8., R. 11 W.

Chains

50.60

58.00

69.30

73.40 .

80.00

91.08

T238 R11W

szfsx
1959

Asc. 10 ft, over S. slope.
Spur, slopes NW.; desc. 40 ft. over NW. slope.

Wash, 12 ins. deep, 10 lks. wide, drains NW.; desc. 40 ft. over NW,
slope.

Wash, 2 ft. deep, 15 lks. wide, drains NW,
Unimproved road, bears NW. and SE.; desc. 20 ft. over M, slope.
Point for.the 1/16 sec..cor. of secs, | and 2.

Set an iron post, 30 ins. long, 2% ins. diam., 20 {ias. in the ground
in a collar of stone, with brass cap mkd,

T23S RL1W
1/16
52|81

80
1959

Intersect the S. bdy. of T. 22 5., R. 11 W,
Point for the closing cor. of secs. 1 and 2.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins, in the ground
to bedrock, in a mound of stone, 4 ft. basge to top, with brass cap
mkd . . . .

T228 R1lw
S36
82181
cc
T235 R11W
1959

From this cor. the % sec. cor. of sec, 36, T. 22 S., R. 11 W, bears
N. 88" 47" E., 17.46 chs. dist. and is monumented by an ironm post,
2% ins. diam., set, mkd. and witnessed as described in the field
notes of the dependent resurvey of the S. bdy, of T. 22 8., R. 11 w.

Land, rolling,
Soil, gravelly,
Timber, none,

The point for the Nk sec. cor. eof 8éc. 1 1is on the §. bdy. of T. 22

S., R. 11 W. and is midpoint bet., the closing cor. of secB. 1 and i,
and the NE. cor, .of the Tp.: . . : : . ‘

Set an iron pest, 30 ins.‘Ioig,-lk»ins.~d1any, 20 ing,
in a collar of.stone? with brass cap mkd.

Ln;the grouyd,
! {

B3 T
T238 R11lW i

1959 l

From this cor. the % sec, cor. of sec. 36,.T, 22 §,, R, ;fnw. beari

8. 88° 47' w,, 22,55 chs, dist., an iron post, 2% ins. di . des-‘
cribed in the field notes of the dependent resurvey of the S, bdy. |
of T. 22 8., R, 11 W, . ‘ , ‘ 1

. E

O o

S—



5.90
23.30

52.00
74.00

80.00

84.70

89.41

40.00

- «. Sutvey of & Dertien-of the Subdivision of T. 23 S., R. 11 W.

'

| From'thaicen. of sess. 2, 3, 10.and 11,
3 . : .

B. 0° 01' W., bet. secs. 2 and 3.

‘Over sharply rolling hills covered with shadscale and June grass; asc
180 ft. over S. slops of mountain,

Top of ascent; desc. 360 ft. over N, slope.
Wash, 2 ft. deep, 15 lke. wide, drains W.; asc. 280 ft. over S. slope
Point for the k sec. cor. of secs. 2 and 3.

Set an {iros post, 30 ins. long, 2§ ins. diam., 8 ins. in the ground,
fn &8 mound of stone, 5 ft, base to top, with brass cap mkd.

T23S R1lW

s:fsz
1959

Asc. 330 ft. over 8. slope.

Top of hill; desc. 300 ft. over N. slope.
Draw, drains W.; asc. 60 ft. over S. slope,
Point for the 1/16 sec. cor. of secs. 2 and 3.

Set an iron post, 30 Ins. long, 2k fins. diam., 4 ins. in the ground
to bedrock, in a wmound of stone, 4 ft. base to top, with brass cap
mkd .

T23S R1IW
1/16
s3|s2

80
1959

Top of ascent of hill; desc. 150 ft. over N. slope.
Intersect the S. bdy. of T. 22 §,, R. 11.W,
Point for the closing cor. of secs. 2 and 3.

Set an iron post, 30 {ns. long, 2k ins, diam., 10 ins. in the ground,
in a mound of stone, 5.ft. base to tep, with brass cap mkd.

T228 R11W
S35
SJISZ
cceC
T23S RlIW
1959

From this cor. the k sec. cor. of sec. 35 on the S. bdy. of T. 22 8§,,
R. 11 W., bears N, 88° 47' E,, 17.32 chs. dist. and is monumented

by an {ron post, 2k ins, diam,, set, mkd. and witnessed ag¢ described
in the field notes of the .dependent resurvey of the 8. bdy. of

T. 22 8., R, 11 W, ‘

Ca . : !

Land, desert mountainm. '
$oil, rocky. i
Timber, sparse juntper. :

VBl CONEANNGITOMATING GWVISE - - |- 2080-9
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P

i-

Chains

15.60

40.00

80.00,

| Bet an iron post, 30 ime, .long, 2k ins. diam., 20 ino.,tn;the grou

© ... Survey of 2 Portion.of the Subdivision of TsvR3:8., R, 11 W, .

' i
i) i
i !
The point for the.M} Bec. cor. of sec. 2 is.on the 8. bdy. of :. 2p
R. 11 W. and is midpoint bet. the closing cor. of secs. 1l and 2, a?d

the closing cor. of secg. 2 sand 3. . . cey |

1

in a collar of stone, with brass.cap mkd. . . | !
s i
s2

[l

T235 RL1W . . Y i Ce 1‘
1959 ‘

-

From this cor. the ¥ sec. cor. of sec. 35, T. 22 S., R. 11 W., bears
S. 88° 47' W., 22,62 chs. dist., an iromn post, 2% ins, diam., des-!
cribed in the field notes of the dependent resurvey of :the S. bdy.
of T. 22 S., R. 11 W.

The point for the N} sec. cor. of sec. 3 is on the S. bdy. of T. 22
S., R. 11 W. and midpoint bet, the closing cor. of secs. 2 and 3,
and the closing cor. of secs. 3 and 4.

Set an iron posi, 30 iﬁs. long;>2% ins, diam., 20 ins. in the ground,
in a collar of stone, with brass cap mkd,.

% S3
T23S RIL1W
1959

From this cor., the % sec. cor. of sec. 34, T. 22 S., R. 11 W.,
bears S. 88° 47' W., 22.66 chs. dist., an iron post, 2% ins. diam.,
described in the field notes of the dependent resurvey of' the S.
bdy. of T. 22 S., R, 11 W.

From the cor: of secé.-ls, 16, 21 and 22.
West, bet. se¢s. 16 and 21, . .
Over rolling desert land; desc. 20 ft. over gentle W. slope.

Small wash, drains SW.; desé. éO ft. over W, élopé..

Point for the X sec. cor. of secs. 16 and 21.
Set an iron post, 30 ins, long, 2% ins. diam.,, 22 ins. in the ground,
in a collar of stone, with brass cap mkd.

T23S R11lW
S16
X s21
1959

ﬁesc..gengia W.,slépg 60 fé; s ) o - | .. ‘
Point for the cér. of,secé:.16,_17,,20»a§d;2f.

§et an iron post, 30 ins. long, 2% ins: diam:, ié ins.-in the ground,
in a collar of stone, with brass cap.mkd,

o
4

T238 BL1W S o
s17]s16 s ' ,
820|s21 . !
1959

Land, gently rolling,
Soil, sandy loam mixed with gravel; Timber, none.

- WA Mo A0S
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Chains

cs2 viGwEvey of .a. Povtdén.of the Subdivisien of T, 23 S., R. 11 W.

- R 0% 03! -Wyy-bat. secs, 16 and.}7. - : . .

2.60 .
13.70
‘o‘w

42.00

80.00

Over rolling desert land, aiomg gentle.W, slope.
Smalt wash, drains SW,

Small wash, drains H.'

Point éor th.‘; l;c. cor, of ;ec1. 16 and li.

Set an iroo post, 30 ins. long,.2% ins. diam., 15 ins. in the ground,

in a collar of stone, with brass cap mkd.

-T238 R11W
k

s17|s1e
1959

Wash, 2 ft. deep, 20 lks. wide, draine W.; asc, gentle SW, slope 20 fq.

Point for the cor. of secs. 8, 9, 16 and 17,

Set an {romn post, 30 ins. loug, 24 fas. diam,, 24 ins., in the ground,

-with brass cap =mkd,

T238 R11lW
$8/89
S17}]S8lo
1959.
Raise a movuand of stone, 2§ ft. base, 20 ius, high, W. of cor.
Land, nearly level desert.

Sotl, clay.
Timber, none.

28.90

40.00

80.00

From the cor. of secs. 9, 10, 15 and l6.
West, bet. secs. 9 and l6.
Desc. gentle W. slops, 60 ft.

Wash, 2 ft, deep, 10 lks. wide, drains BH.;'cont; descent over gentle
W. slope, 20 ft.

Point for the k sec. cor. of secs. 9 and 1l6.

Set an iron post, 30 ins. long, 2k ins..d{am.,.24 ins. ia the ground,
with brass cap mkd.

T238 RIIN -

2 89
t s16
1959 !

Raise a mound of stone, 2§ ft, base » 20 {ns. high, N, offcor.; desc.
gentle W. slope 20 ft. . i ’

The cor. of secs. 8, 9, 16 and 17, ’

Land, gently rolling.
Soil, sandy loam mixed.with gravel., !
Timber, none.

’ ’ B f . . -
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Chains

2.10

40.00

48.00
54.70

64.10

80.00

10.50

40.00

70.90

80.00

.gradual W. slope..

R ’

Survey of a Portion .of the .Subdivision of T.:23 S., 3..11&H.

arctad™)

From the cor. of secs. 4, 5, 32 and 33.o0m the §: bdy. of kh@:TP- ; .

; .
|
|
H
|

v

N. 0° 03' W., bet. secs. 32 and 33.

Over gently rolling desert land coyered with shadacale and busch
grass; desc. 10 ft. over NW. slope.

v

Wash, 12 ins. deep, 20 lks. wide, drains W. into old lake bed; asc.
along W. slope 30 ft. . L

i

Point for the % sec. cor. of secs. 32 and 33. .

Set an iron post 30 ins. long, 2% ins. diam., 12 ins. id the ground,

in a mound of stone, 4 ft. base to top, with brass cap
T23S R11W

%
$32]833
1959 ,

Asc, 20 fe. along W. slope.
Top of slope; desc. along NW. slope 30 ft.
Small drain, drains irregulafly W.; desc, 30 ft. over. MW. slope.

Wash, 2 f£t. deep, 20 lks. wide, drains NW.; desc. 50 ft. over N.
slope.

Point for the cor. of secs. 28, 29, 32 and 33.

Set.an iron post, 30 ins. long, 2% ins. diam.,. 20 ins. 1n the ground,

in a collar of stone, with brass cap mkd.

T23S R11W S ‘
§29]828 . . - :
§32(833

1959

Land, gently rolling desert.
Soll, clay. . . . . . .
Timber, none.

Independent Resurvey of a Portion ¢f the Subdivisional Lipes,T. 23'S
R.11 W. 7. : : . the Survevy Executed by J. Gorlinski ih 1880.
From the cor.-of secs. 5, 6, 31.and 32, on the S. bdy: of the Tp.

N.0°03' W., bet. secs. 31 and 32; desc. éO—ft. 6vé£ NWl slope.

Wash, 12 ins deep, 10 lks, wide, dralns NW., desc. 20 ft. over

'

Point for the sec. cor. of -
AL eahe 3Le o of secs. 31 and 32 no evidence of the .

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground
in a collar of stone, with brass cap mkd.

T23S R11W ' :
- AU - i

s31T332 . ) o ‘
1959 ‘

< R . - . i

Asc. 20 ft. over gentle Ww. elope. . '

Unimproved road, bears NW. and._SE,

TN i
[ PV L
Point for the cor. of secs. 29, 30, 31 and 32 Mo evidenfe of the‘i
ortginal cor. was found. | P
+

t
B . SRR SITEE SIVRED. « « S0v-SRN0-0
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<50 bat o froo post, 30 RTos, Youg, 2k fhe. dfam., 20 ins.- in the ground,

of & Portibtr' Of ‘thei Bubdivision of T. 23 S., R. 11 W,

in a collar of stone, with brass cap mkd.
. ALY SORTEE T e S,
T238 R11W
830} 829
831|832
1959

A

2] 3

Land, rolling.
8oil, gravelly.
Timber, noune.

14.00

40.00

80.00

From the cor. of secs. 28, 29, 32 and 33, with original survey.

S. 89° 57' W., bet. secs. 29 and 32.

Over gently rolling desert land covered with low shadscale and sage.
Desc. 20 ft. over MW. slope.

Wash, 12 ins. deep, 15 lks. wide, drains NW.; desc. 40 ft, over gentl¢
NW. slope.

Polnt for the &k sec. cor. of secs. 29 and 32.

Set an fron post, 30 ins. long, 2% ias. diam., 22 {ns. in the ground
in a collar of stone, with brass cap mkd.

T23S Rl1lW
$29

v 53
1959

Desc. 50 ft. over gentle NW. slope.
The cor. of secs. 29, 30, 31 and 32.
Land, rolling.

Soil, clay.
Timber, none.

GENERAL DESCRIPTION

A considerable variety of land and soil are found in T. 23 s., R, 11
W. The eastern portion consists mainly of the Cricket Mountains,
The western and northwestern portions extend onto the Sevier Lake
bed.

The elevation ranges from 4,519 feet above sea level on the lake bed tp
about 6,200 feet on the Beaver Mountains. The mountains are covered
with scattered juniper, buckbrush, sage and bunch grass. The lowland}
are covered mainly with shadscale, greasewood and June gr4ss, while
the lake bed is void of vegetation due to the amount of sglt con-
tained in the soil, |

There is a graded road entering the township in the southeastern
portion bet. secs. 1 and 36, which bears east and west and winds '
through the central portion leaving the township in the ndrther por-
tion between sections 3 and 34, bearing north., A graded foad enteds
the township on the eastern boundary between sections 7 asd 12, bedrs
east and northwest and winds along the eastern boundary o section 12,
leaving the township at the north boundary of section 2 bearing noxth}

west and southeast, Other trail roads branch from these two {oldnl
and wind throughout the township to sheep camp grounds and water

deto

[
J
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| aiad
storage ponds located in a mumber; of positions. dp the ;tn'+h1p‘-'
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No permanent water was noted at the time of the survey.
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CERTIFICATE OF CADASTRAL ENGINEER

, HEREBY CERTIFY upon honor that, in

I, .._Vern E. Lane

1 have surveyed the east and south boundaries and independently resurveyed and surveyed

a portion of the subdivision of T, 23 S., R. 1l W. . ...

of the Salt Lake Meridian, in the State of Utah : which are

represented in the foregoing field notes as having been executed by me and under my direction; and that
said survey has been made in strict conformity with said instructions, the Manual of Instructions for the
Survey of the Public Lands of the United States, and in the specific manner described in the foregoing

field notes. / - / -
June 2, 1960 Py SN

Varn E Lane
Salt Lake City, Utah Cadastral Surveyor (Chief of Party)

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,
DEC 2 3 195¢

Washington, D. C., 19

The foregoing field notes of the survey of ..the east and south boundaries and independent

resurvey and survey of a portion ef the subdivison of T. 23 .S., R. 11 M., Salt Lake

Meridian, Utah

executed by _.Craig P. Sylvester, Cadastral Surveyor and Alburn D, Griffin, Cadastral
. Surveyor, under the supervision of Vern E. Lane, Cadastral Surveyor
having been critically examined and found correct, are hereby approved.

Cadastral Engineering Staff Officer.

CERTIFICATE OF TRANSCRIRT
\ 2 ac s
—

I CERTIFY that the foregoin\g‘ffanscripi p\f the field notes of the above-described surveys in _T._23 S.

R. 11 W., SIM, Utah _____ isa true copy of the origi

U. 8. GOVERNRENT PRINTING OFPICE  16——53565~3



UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

FIELD NOTES

OF THE

SURVEY AND INDEPENDENT RESURVEY

SURVEY

Of the Salt Lake

the State of . Utah

EXECUTED BY

Vern E. Lane, Cadastral Surveyor, Chief of Party

Alburn D. Griffin, Cadastral Surveyor

der special instructions dated April 27 , 19.39_, which provided
the surveys included under Group No. .. 411 , approved April 27, 1959
d assignment instructions dated _April 30 , 1959
Survey commenced June 8 , 19.29
Survey completed August 4 , 19.39

9. 5. GOVERNNENT PRINTING OFFICE 16—86770-1
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' The west boundery was surveyed by A. J. Stewart Jr. in 1882, and

. .+ .- Township 23 Squth, Range 12 West

independently’ resurveyed by W. W.-Bandy in 1925. A portion of the -
north boundary was surveyed by A. J. Stewart Jr. in 1882, ‘and inde-
pendently resurveyed concurrently showing in the field notes of

T. 22 5., R. 12 W. A pprtion of the south boundary was surveyed by
A. J. Stewart Jr. in 1882.: ' s

The following field notes are those of- a survey of the east boundary;
and survey of a portion of the subdivision of T. 23 S., R4 12 W.,
deemed sufficient to facilitate the development of the natural re-
sources and mark the boundaries of those sections normally considered
State school sections. . Co

The survey was executed with W. & L. E. Gurley solar tranaits Nos.
461263 and 541330, constructed in accordance with the standard instru-
mental specifications of the Bureau of Land Management. The instru-
ments were in good condition prior to the beginning of the survey and
were maintained in proper adjustment throughout the progress of the
sarvey. -

Corners on east-west lines were set on the true latitudinal curve.
Lines connecting previously established corners were run by random
and true method, but for simplification of the record the random line{
are omitted from the field notes. In accordance with the 'intent of
the special instructions, all subdivisional corners established are
calculated to be at the position they would occupy if the entire town:
ship were subdivided. :
Measurements herein contained were made with a narrow steel tape, 8
chains in length, graduated every link for the first 100 links and
thereafter at intervals of 10 links. The tape was tested by compari-
son with a 1 chain standard steel tape and found to be correct., Mea-
surements were made on the slope with the vertical angle of each
interval ascertained by a clinometer in good adjustment; horizontal
equivaleats alone are entered in the field notes. All lines of this
survey were run by direct method where the lines were accessible;
lines inaccessible were run by triangulation methods.- The details of
such triangulations have been thoroughly checked and verified, and in
order to simplify the record the  diagrams and reductions are omitted
from these field notes.

The direction of the lines of this survey were determined by reference

to true meridians established on line by hour angle observations on
Polaris or altitude observations on the sun. The lines were carried
forward by sustained angulation being supplemented by other numerous
altitude observations on the sun taken throughout the progress of the
survey., :

The geographic position for the ssutheast corner of the township is
at latitude 38° 45' 42.22" N. and longitude 113° 08' 23:02" W., as
adjusted from traverses to U. S. G. §. triangulation statilons.
Standard G.L.0, brass cap stamped T25S R11-12W SB6|S31 19%1.

51 :

|
I

The magnetic declination was read at a number of stationsSthroughout
the township and the average of these readings was found to be 16°
30' E. - : |

.

_ . ' i |
¥
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40.00

80.00

40.00

80.00

40.00

80.00

Survey of the South . 2

23 and 24 S., R. 12 W., & wooden post, set, mkd,

. Tps.
From the cor. of Tps field notes of T. 24 8., R. 12 W.

and witnessed as described in the
West, bet. secs. 1 and 36.

Over level land of Sevier Lakebed.
Point for the X sec. cor. of secs. i and 36.

‘ ' ' 24 {ns. in
Set a creosote treated wooden post, 4x4 ins., 4k fr. long,
the ground, scribed with T23S R1ZW X S36 on N. face, T248 81 on the

S. face.

Deposit glass around post.

Point for the cor, of secs. 1,,2, 35 and 36,

Set a creosote treated wooden post, 4x4 ins., 4k ft, long, 24 ins. in
the ground, scribed with S35 on NW. face, T23S R12W 836 on NE. face,
T24S S1 on SE. face, and S2 on SW. face.

Deposit glass around post.

Land, level,

Soil, clay and alkali.
Timber, none.

West, bet. secs. 2 and 35.

Over level bottom of Sevier Lakebed.

Point for the % sec. cor. of secs. 2 and 35.

Set a creosote treated wooden post, 4x4 ins., 4% ft. long, 24 ins. in
the ground, scribed with T23S R12W % S35 on N. face, T24 S S2 on S.
face.

Deposit glass around post.

Point for the cor. of secs. 2, 3, 34 and 35.

Set a creosote treated wooden post, 4x4 ins., 4% ft. long, 24 ins. in
the ground, scribed with T23S R12W S34 on NW. face, S35 om NE. face,
S2 on SE. face, and T245 S3 on SW. face.

Deposit glass around post.

Land, level.

Soil, clay and alkali.
Timber, none.

West, bet. secs. 3 and 34.
Over level bottom of Sevier Lake bed.

Point for the % sec. cor. of secs. 3 and 34, No evidence of the orig-
inal cor. was found, :

Set a creosote treated woodn post, 4x4 ins., 4% ft. long, 24 ins. in

the ground, scribed with T23S R12W % S34 on N. face and T24S $3 on §.
face.

Deposit glass around post.

Independent Resurvey superseding the survey executed by A, J. Stewart
Jr. in 1882. No evidence of original cors. was found along this bdy,

Point for the cor. of secs. 3, 4, 33 and 34.

V. 8. GOVERNMENT PRINTING OFFIGE  10~-38830-2
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40.00

72.00

80.00

16,00

40.00

70.10

“Resuryev of $. . . T.23S. R. 12 W.

Set a creosoté treated wooden post, -4x4 ins., 4% ft. lomg, 24 ins. 1nl
the ground, scribed with T23S R12W $S33 on NW. face, S34 on NE. face,
‘83 on SE. face, T248 S4 on SW. face. «

Deposit glass around post,
Land, level lake bed.

Boil, clay and alkali.
Timber, none.

| Dver. level bed of. Sevier ;I.ake bed.

1 Set a creosote treated wooden post, 4x4 ins., 4% ft. long, 24 ins. in

-tLand, level lake bed-and'roliing W. shore of lake.

‘| Timber,-none. - -

West, bet. secs. 4 and 33.

Point for the % sec. cor. of secs. & and 33.

the ground, scribed with T23S R12W % S33 on N. face, T24S S4 on §.
face.

Deposit glass aroundApost.
W. shore of Sevier Lake, bears N. and §S. irregularly; asc. 10 ft. oven
gentle NE.  slope of low spur extending SE. into lake bed.
Point for the cor. of secs. &, 5, 32 and 33.

Set an irom post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,
in a collar of stone, with brass cap mkd.

T23S R12w
§321533
S5(s4
T248
1959

Cor. falls on top of low spur.

Soil, clay and alkali.

"|Cont. over level lake bed.

West,_bet. secs. 5 and 32.

Over-rolling W. shore of Sevier Lake; desc. 10 ft. over SW. slope of
spur extending SW. into lake bed.
Enter lake bed.

Point for the % sec. cor. of secs. 5 an& 32,

Set a creosote treafed wooden‘post, Ax4 ins., 4% ft. loné, 24 ins,
in the ground, scribed with T23S R12W % S32 on N. face, ¥24S S5 on §.
face. . .

Deposit glass around poast.
|

Small wash, drains SE., enters lake bed; asc. 10 £t. over gentle SE.
slope on W. shore of lake. . - ‘
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Chains
80.00

8.00
13.00

40.00

44,30
53.40

75.34

3.41]

40.00

Independent Resurvey, 8. bdy., T. 23 S., R. 12 W.

Point for the cor. of secs. 3, 6, 31 and 32.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground
in a collar of stone, with brass cap mkd .

'T23S R12W
s31]832
saiss
T24S
1959

Land, rolling W. shore of lake and level lake bed.
Soil, clay, alkali and sand on lake shore.
Timber, none.

West, bet. secs. 6 and 31.

Over rolling land on W. shore of Sevier Lake; asc. 25 ft. over gentl
SE. slope.

Top of bank, bears NE. and SW.; asc. gentle E. slope.
Small wash, drains SE.; asc. 60 ft. over gentle E. slope.
Point for the % sec. cor. of secs. 6 and 31.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground
in a collar of stone, with brass cap mkd.

T23S R12W
$31

x S 6
T245
1959

Asc. 20 ft. over gentle E. slope.
Rise, bears NW. and SE.; desc., 20 ft. over gentle SW. slope.
Unimproved road, bears NE. and SW.; asc. 10 ft. over gentle E. slope

The cor. of Tps. 23 and 24 S., Rs. 12 and 13 W., an iron post, 3 ins
diam., set, mkd. and witnessed as described in the official record.

"Land, rolling E. slope.
Soil, sand and clay
Timber, none.

Survey of the East Boundary of T. 23 8., R. 12 W.

From the cor. of Tps. 23 and 24 S., R. 12 W.
N. along the E. bdy. of sec. 36.

Over level land of Sevier Lake bed.

The closing cor. of Tps. 23 and 24 S., R. 11 W., a wooden post 4x4

ins., set, mkd. and witnessed as described in the.field notes of
T. 24 S., R. 11 W.

Point for the % sec. cor. of sec. 36, T. 23 S$., R. 12 W. only.

Set a creosote treated wooden post, 4x4 ins., 4% ft. long, 24 ins.

in.the ground, scribed with T23S-R12W % S36 on the W. face, ‘R11W on
E. face. . . . i

Deposit glass around post.

Y. 5, COVERNNENT PRINTING OFFIGE  16—28520-2
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. 43,41 .

o4t

80.00

3.41

40.00

43.41

80.00

3.41

Deposit glass around post.
i LBEEES stodud -

Suryey, B, Bdy., T, 23 S., R. 12 W,

Point for the ¥ seq. cox, of sec. 31,.T..23 5., R. 1] W. only.

[Bet a creosote treated wooden post, 4x4 ins. 4% £t. long, 24 ins. in

the ground, scribed with T23S R1iW % S31 on E. face, ‘RI2W on W. face.

Deposit glass around post.

Point for the cor. of secs. 25 and 36, T. 23 5, R. i2 W. only.

égt_a(éieosgté_tfeéﬁédlﬁboﬁeﬁ post, 4xk ins. 4% ft. long, 24 ins. in
the ground, scribed with T23S R12W S25 on NW. face, 536 on SW. face,
R1IW on NE. face. .

Deposit broken glass around post,

Land, level lake bed,
Soil, clay and alkali,"
Timber, none.
Vegetation, none.

North, along the E, bdy3 of sec. 25.

- - N

‘Over level land of Sevier Lake bed.,

Point for the cor. of secs. 30 and 31, T. 23 s., R. 11 W. only.

Set a creosote treated wooden post, 4x4 ins. 4% ft. long, 24 ins. in
the ground, scribed with T23S R11W 830 on NE. face, 531 on SE. face
R12W on NW. face. ) -

3

¢ -

Deposit broken glass around post.
Point for the % sec. cor. of sec, 25, T. 23 S., R. 12 W, only.

Set a creosote treated wooden post; 4x4 ins. 4% ft. long, 24 ins. in
the ground, scribed with T23S RI12W % S25 on W. face, R11W on E, face,

Deposit bfpken glass around post.

Point for the % sec. cor. of sec. 30, T. 23 8., R. 11 W. only,.

Set a creosote treated wooden post, 4x4 ins. 4% ft. long, 24 ins. in
the ground, scribed with T23S R11W % S30 on E. face, R12W on W. face.

Deposit broken glass around post.
Point for the cor. of secs. 24 and 25,7 T. 23s., R. 12 W. only.

Set a creosote treated wooden post, 4x4 ins. 4% ft, long, 24 ins. in
the ground, scribed with T23S R12W S24 on NW. face, S25 om SW. face,
R1lW on SE. face. :

land, level lake bed. 5
Soil, clay and alkali.'
Timber, none, =~ '
Vegetation, none.

T - L T — T - Came

North, aleng E. bdy. of sec. 24.

N i
- - ¢ - SR H

e . i
Point for the cor. of secs. 19 and 30, T. 23 S., R. 11 W. omly. J

‘Over level land of Sevier Lake bed.
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Chains

40.00

43.4]

80.00

3.41

40.00

43.41

80.00

S . B. . Ti?238 R 12 W
po wl’y ' . «‘
den post, 4xé ins. 4% Ft: lémg, 24 ins. in
235 R11W S19 on the NE. face, 830 on Sl.;
- L - L - ,\’,’ ' : ] ~I}

Set a creosote treated Woo
the ground, scribed with T
face, R12W on'the SW. face.

Deposit glass around post.

B -

. - : ) '
Point for the X% sec. cor. of sec. 24, T. 23 S., R. 12 W, only. , ‘

Set a creosote treated wooden post, 4x4 ins. 4% ft. long, {24 ins. in
the ground, scribed with T233 R12W % S24 on W. face, R11W on E. face.

Deposit glass around post. ;

Point for the Y% sec. cor. of sec. 19, T. 23 8., R, 11 W, iny.

Set a creosote treated wooden post, 4x4 ins. 4% ft. long, 24 ins. in
the ground, scribed with T235 R11W % 519 on E. face, R12W on W. face.

Deposit broken glass around post.
Point for the cor. of secs. 13 and 24, T. 23 S., R. 12 W. only.

Set a creosote treated wooden post, 4x4 ins. 4% ft..long, 24 ins. in
the ground, scribed with T235 R12W S13 on NW. face, S24 on SW. face,
R11W on NE. face. -

Deposit glass around post.

Land, level lake bed. ‘- - N
Soil, elay and alkali.

Timber, none.

Vegetation, none.

3

North, along the E. bdy. of sec. 13.

Over level land of Sevier Lake bed.

Point for the cor. of sets., 18 and 19, T. 23 §., R. 11 W. only.

Set a creosote treated wooden poSt, 4x% ins. 4% ft, long, 24 ins. in
the ground, scribed with T23S R11W S18 on NE. face, S19 on SW. face,
R12W oih NW. face. < - -

Deposit glass around post.

Point for the % sec. cor. of sec. 13, T. 23 S., R, 12 W. only.

Set a creosote treated wooden post, 4x4 ins. 4% ft. long, 24 ins. in
the ground, scribed with T23S R12W % $13 on W. face, R11W on E. face.

Deposit glass around post. co
Point for the % sec., cor. of set, 18, T. 23 S.; R. 11 W. anly,.

Set a creosote treated wooden post, %x4 ims. 4% ft. dong, 24 ins. in
the ground, scribed with T23S R11W % S18 in E. fade,<R12w'on W. face,

Deposit glass around post. : R \

¢
i

Point for the cor. of secs. 12 and 13, T, 23 8., R. 12 W, bnly.

Set a creosote treated wooden post, 4x4 ‘ins, 4% ft.  long, 24 ins.
the ground, scribed with T23S R12W S12 on NW. face, S13 on SW. face,

R11W on NE. face. '
§

€ . - < - . . . .. R oo . P
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S A

3.41

40,00

43.41

80.00

3.41

40,00

43.41

lLand, level lake bed.,

Suryey,r By #.Te 23 B8 R 12 Ws. |
Dgposit glass around poak.. ..... . . . _ - AT

Soil, clay and alkali. )
Timber, none. .. - . i '
Vegetation, none.

PR it A ale -3 Iy e . P

North, slong the Ebd} of sec. 12,

Over level land of Sevier Lake bed. ( ¥

Point for the cor. of secs. 7 and 18, T. 23 S., R. 11'W. only.

Set a creosote treated wooden pogt, 4x4 ins. 4% ft, Iong, 24 ins. in
the ground, scribed with T23S R11W S7 on NE. face, 518 on SE. face,
R12W on NW. face. .

Deposit glass around post.

‘

Point for the X sec. cor. of sec. 12, T. 23 5., R. 12 W. anly.

Set a creogote treated wooden post, 4x4 ins. 4% ft. long, 24 ins. in
the ground, scribed with T23§ R12W ¥ S12 on W. face, R1IW on E. face.

Deposit glass around post.

<

Point for the % sec. cor. of sec. 7, T. 23 S., R. 11 W, only,

Set a creosote treated wooden post, 4x4 ins. 4% ft. long, 24 ins. in
the ground, scribed with T23s RLIW % S7 on E. face, R12W on W. face.

Deposit glass around post.
Point for the cor. of secs. 1 and 12, T. 23 §., R. 12 W. only.

Set a creosote treated wooden posf, 4x4 ins. 4% ft, long, 24 ins. in
the ground, scribed with T238 R12W S1 on NW. face, 8§12 on SW. face,
R1lIW on NE. face.

«

Deposit glass around post.

Land, level lake bed. .
Soil, clay and alkali.
Timber, none, )
Vegetation, nome. ,

'
. !
North, along the E. bdy. of sec. 1. !

<

N
Point for the cor. of secs. 6 and 7, T. 23 8., R. 11 wW. oﬁly.
Set a creosote treated wooden post, 4x4 ins. 4% ft. long, E4 ins, in
the ground, scribed with T238 R11W S6 on NE. face, 57 on dE. face,
R12W on NW. face.

Deposit glass around pobt.
Point for the X sec. cor. of sec. 1, T, 23 S., R. 12 W. odly., |

Set a crecsote treated vooden post, 4x4 ins. 4% ft. long, R4 ing. in
the ground, scribed with T238 RI2W % 51 on W. face, R11W oh E. facel

)
Mo o aen

ﬁépohiéfglashzqiouna;ﬁbqﬁ.";

¢~ 1. - -

€ o . .

Point for the % sec. cor. of sec. 6, T. 23 5., R. 11 W. only.
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80.17

11.00

40.00

80.00

E. Bdy., T.. 23 8., R. 12.W.

b

!

Set a creosote treated wooden post, 4x4 ins. 4% ft. long, 24 ins. in
the ground, scribed with T23S R11W k S6 on E. face, R. 12 W. on W. |

face.
Deposit glass around post.

Point for the cor. of Tps. 22 and 23 S., R 12 wW. only, at a
position E. of the cor. of Tps. 22 and 23 S., Rs, 12 and 13 W. in

accordance with the spec131 instructions.

Set a creosote treated wooden post 4x4 ins. 4* ft. long, 24 ins. in
the ground, scribed withr T22S R1ZW §36 on NW. face, TZ23S 81 on SW.
face, R11W on NE. face.

Dep051t glass around post.

Land, 1eve1 lake bed. -
Soil, clay and alkali. : :

Timber, none.

Vegetation, none.

Survey of a Portion of the Subdivision, T. 23 S., R. 12 W.

From thue cor. of secs. 4, 5, 32 and 33, on the S. bdy.
N. 0° 03' W., bet. secs. 32 and 33.

Over rolling clay dunes on S. shore of Sevier lLake bed, covered with
scattered greasewood; desc, 10 ft., over N. slope. -

S. shore line of Sevier Lake bed, bears E. and NW. -irregularly, leave
vegetation, thence over level lake bed.

Point for the % sec. cor., of secs. 32 and 33,

Set a creosote treated wooden post, 4x4 ins. 4% ft. long, 24 ins. in
the ground, scribed with T23S R12W % S32 on W. face, S33 on E. face,

Deposit glass around post.

Point for the cor. of secs. 28, 29, 32 and 33.

Set a creosote treated wooden post, 4x4 ins. 4% ft. long, 24 ins. in
the ground, scribed with T23S R12W S32 on SW. face, $33 on SE. face,
S28 on NE. face, and $29 on NW. face.

Land, rolling lake shore and level lake bed.

Soil, clay and alkali. -
Timber, none.

N. 0° 03' W., bet. secs. 28 and 29,
Over level land of Sevier Lake bed.

S. edge of peninsula extending E. into Sevier lake bed, bears E. and
W. irregularly, thence across peninsula.

Point for the ¥ sec. cor. of secs. 28 and 29.-

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground
and in a collar of stone, with brass cap mkd.

~

L1 L} 2
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54.60

80,00

40.00

80.00

40.00

80.00

a9

ol Lo - Poxtiom of Subdivieion, X.. 23 8., R. 12 W,

T23S R12W
oo
829'328. e 3
1959 .

Cont. over peninsula,

- - . - ;
N. shore of same pemninsula bears E. and NW. irregularly; thence across
Sevier Lake bed. .. !

N L
< PN ¢

Point for the cor. of secs. 20, 21, 28 and 29,

Set a creosote .treated woaden post, 4x4 ins. 4% ft. long, 24 ins. in
the ground, scribed with T23S R12W S29 on SW. face, S20 on, NW. face,
821 on NE. face, and.S28 on SE. face. .
il . . 8

Deposit élass afound post; ;

- ¢

Land, rolling on peninsula and iével lake bed.
Soil, clay and alkali. .
Timber, none.

¢ .. B F

5

N. 0° 03' W., bet. secs. 20 and 21.
Over level land of Sevier Lake Béd.
Point for the % sec. cor. of secs. 26 and 21,

Set a creosote treated wooden post, 4x4 ins..4% ft. long, 24 ins. in
the ground, scribed with T23S R12W % S21 on E. face, S20 on W. face.

Deposit glass around post,

Point for the cor. of seés. 16, 1}, 20 and 21.

Set a creosote treated'wooden post, 4x4 ins. 4% ft. long, 24 ins. in
the ground, scribed with T23S R12W S21 on SE. face, 520 on SW. face,
S17 on NW. face, and S16 on NE. face.

Deposit glass around pést.

Land, level lake bed.
Soil, clay and alkali.
Timber, nome.

Vegetation, none,

N. 0° 03' w., bet, secs. 16 and 17.

Over level land of Sevier Lake bed.
i
Point for the % sec. cor, of secs. 16 and 17. '
!
Set a creosote treated wooden post, &4x4 ins, 4% ft, }ong,f24 ins, in
the ground, scribed with T23 S R12W % S17 on W. face, S16 {on E. face.

?

Depoéit glass around pbst;

Point for the cor. of secs. 8, 9, 16 and 17. :
. .- . (o~ i - L - . - i
Set a creospgte treated wooden_ post, 4x4 ins, 4% ft, lomg, 124 ims, ﬂn
the ground, scribed with T23S R12W S16 on SE. face, S9 on NE. face,
88 on NW. face and S17 on SW. face. . . . i !

:
i

]
!
]
Deposit glass around pest. . . . R § ) {
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10

Survey, Portion of subdivision. T. 23 5. R. 12 W.

Land, level lake bed.
Soil, clay and alkall.
Timber, none.
Vegetation, none.

N. 0° 03' W., bet. secs. 8 and 9.
Over level land of Sevier Lake .bed.
Point for the % sec, cor. of secs. 8 and 9.

Set a creosote treated wooden post, 4x4 ins. 4% fr. long, 24 ins. in
the ground, scribed with T235 RI2W ¥ $8 on W. face, S9 on E. face.

Deposit glass around post.
Point for the cor. of secs. &4, 5, 8 and 9.

Set a creosote treated wooden post, 4x4 ins. &% ft. long, 24 ins, in
the ground, scribed with T23S R1ZW 58 on SW. face, 55 on M. face,
S4 on NE. face, and S9 on SE. face.

Deposit glass around post.

Land, lcvel lake bed.
Soil, ciay and alkali.
Timber, none.
Vegetation, none.

N. 0° 01' E., bet. secs. 4 and 5.
Over level land of Sevier Lake bed.
Point for the % sec. cor. of secs. 4 and 5.

Set a creosote treated wooden post, 4x4 ins. 4% ft. long, 24 ins. in
the ground, scribed with T23S R12W S4 on E. face, and S5 on W. face.

Deposit glass around post.

The cor. of secs. 4, 5, 32 and 33 on the N. bdy.
Land, level lake bed.

Soil, clay and alkali.

Timber, none.
Vegetation, none.

From the cor. of secs. 16, 17, 20 and- 21.

East, bet. secs, 16 and 21,

Over level.land of Sevier Lake bed; through de;p mud.
Point for the % sec. cor, of seés. 16 and 21.

Set a creosote treated wooden post, 4x4 ins. 4% ft. long, 24 ins. in
the ground, scribed with T23S R12W % 516 on N. face, S21 on S. face.

Deposit broken glass around post.

Point for the cor. of secs. 15,-16, 21 and- 22,

4 8. SOVERNMENT PRIRTING SPFISE - QO~-28500-2
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40.00

.80.00

40.00

80.00

40.00

80.00

. .|Set. & creosbte treated Wooden post, 4x4 ins. 4% ft. long, 24 ins. in
) t.he ground, scribed a(ith I238 R12w Sl6 .on Ng, face, 515 on NE. face,

; ﬁoiht(fét»ﬁﬁe.cpft of secs. g, LO,LIS*énQTlQ:

.| Set a creosote treated wooden post, 4x4 ins. 4% ft, 1ong, 24 ins. in

11

-+ [ Awrvey, Portign of Subdivision, T. 23 8., R. 12 W.

i

822 on SE. face and S21 on SW. face.

¢ -

Deposit broken glass around post. L

Land, level lake bed.

Soil, muddy clay and alkali.
Timber, none.

Vegetation, none.

N. 0° 02' W., bet. secs. 15 and 16, by triangulation.
Over level land of Sevier Lake bed, through deep mud.

Point for the X sec. cor, .of secs. 15 and 16 falls in lnaccessible
mud and was not monumented.

<

Set a creosote treated wooden post, 4x4 ins. 4% ft. long,:24 ins, in
the ground, scribed with T23S R12W S16 on SW. face, S9 on NW. face,
810 on NE. face and S15 on SE, face.(

Deposit broken glass around post.

Land, level lake bed. o o
Soil, clay and alkali mud.
Vegetation, none,

West, bet. secs. 9 and 16, by ‘trfangulation.

Oover level land of Sevier Lake bed,‘covéfeé with deep mud.

Point for the % éec.:éor, of séc§.>9 aﬁd 6.

the ground, scribed with T23s R12W % S9 on N. face, and S16 on'S. facd.

Deposit glass around post.

The cor. of secs. 8, 9, "16 and 17.

Land, level ‘iake bed.” C T
Soil, clay and alkali mud. ' ‘

Vegetation, none.

From the cor. of secs. 1, 2, 35 and 36, on the S. bdy.

N. 0° O1' W., bet. secs. 35 and 36.

;
Over level land of Sevier Lake bed.

]
Point for the % sec. coér. 6f secs. 35 and 36. i !

Set’a ‘creosdte treated wooden post, 4x4 ins. 4% ft. long, |24 ins. in
the ground, scribed with T238 R12W % S35 on W. face, 536 dn E. face.

; .
Point for the cor.‘of secs. 25, 26, 35 and 36. :

- !
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40.00

80.00

13.60
19.50

40.00

64.00

80.00

-|Point for the % sec. cor. of secs. 25 -and 36,

12

Survev - Portion of Subdivision, B, 23 8. -R. 12 W,

< ind )

Set a creosote treated wooden post, 4xt ins. 4% ft. long, 24 ins. in
the ground, scribed with T23S R12W 536 on the SE. face, -835 on SW. i
face, S26 on NW. face and 825 on NE. face. - - .
Land, level lake bed. =
Soil, clay and alkali.
Timber, none.

Vegetation, none.

3
From the cor. of secs. 25 and 36, on the E. bdy. ;

West, bet. secs. 25 and 36. T i <

Over 'level land of Sevier Lake bed:

f

Set a creosote treated wooden post, 4x4 ins. 4% ft. long, 24 ins. in
the ground, scribed with T235 RIZW % 825 on N, -face, -836 on S. -face.

Deposit "glass ‘around post. - -
The cor. of secs. 25, 26, 35 and 36.

Land, level lake bed.

Soil, clay and alkali.

Timber, none. ; ¢
Vegetation, none. :

From the cor. of secs. 5, 6, 31 and 32.

N. 0° 03' W., bet. secs. 31 and 32.

Over rolling desert land, covered with shadscale; asc. 25 ft. over
gentle SE. slope, through-clay dunes.- B - -

Wash, 20 lks, wide, 5 ft, deep, drains SE:; asc., gentle SE. slope.
Leave clay dunes; asc, 30 ft. over éentle SE. ;lope of bénch land.
Point for the % sec., cor. of se;;, 31 and 32. »

Set an iron post, 30 ins. long, 2%<ins. Aiam., 24.ins. in “the grouﬁa
and in a collar of stone, with brass-cap mkd. . '

T23S R12W: ¢ -~

%
831|532
1959

Asc. 15 ft. over gentle SE. slope. )

Rise, slopes E.; desc. 15 ft. over gentle E. slope.

Point for the cor, of secs. 29, 30, 31 and 32,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground

and in a collar of stone, with brass cap mkd: - i
T23S R12W
‘ ¢ - 830/829° - -
§31|832
1959

§. 5. CUVERREIRT SARTINS GWISS 020000~




16.00
26.10

40.00

80.00

13

Portion of Subdivistion, T. 23 8. R, 12 W.

Land, rolling desert.
Soil, clay, some gravel spots.
Timber, none.

From the cor. of secs. 28, 29, 32 and 13,
8. 89° 59' W., bet. secs. 29 and 32,
Over level land of Sevier Lake bed.
M. shore line of Sevier Lake bed; asc. 20 ftr. over rollfng clay dunes1
Leave dunes; asc. 10 ft. over gentle K. slope.
Polnt for the k sec. cor. of secs. 19 and 132,

Set aa iroa post, 30 ins. long, 2% tne, diax., 24 {ns. Ln the greund,
with brass cap mkd.

T35 RIW
529

b5
1959

Deposit glass with post, no other accessoricn.,

Asc. )0 ft. over gentic E. slope.
The cor. of seca. 19, 3, i and ;2.
land, level lake bed and gentle E. alcje,

S50il, clay, sand and gtavel,
Timber, none.

———— R e —

Gerera, Dencrtijpty g

T. 23 8., R, 12 W. conatets . { maddy sevier lake bed with the
exception of a stri; about one and cne halt mtics wide on the weat
slde «f the towmshi;, which consinta of rolling denert land dratning
east Into the lske bed. This jcrtion can be traveled with tour wheel
drive vehicle, mud jrevents travel on tic lake bed.

The vegetatlon consists of shadacale, scattered bunch grans and
greaseveod on the west portion., Ko vegetation prows on the lake bed.

The soll (s clay and aand with gravel apotes on Lhe weat portion,
and muddy clay mixed with slkalf{ un the lake bed,

The elevation varies from about 4,519 foet to 4,6% fcat abouve sea
lavel.

No permanent water was noted during the survey,
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Towmship 24. South, Range 8§ West

 The east boundary was surveyed by A, J. Btewmrt Jr. in 1882, and
resurveyed by Howard W. Miller in 1917 and is described in the field
notes of T. 24 S., R. 7 W. The south boundary was surveyed in 1882
by A, J. Stewart Jr.. and dependently resurveyed concurrently. The
north boundary was independently resurveyed by A, J, Stewart Jr. and
Thompson in 1915 and is described in the field notes of T. 23 S., R.
B W. The west boundary was surveyed by A. J. Stewart Jr. in 1882 and
dependently resurveyed concurrently,

The following field notes are those of a dependent resurvey of the
south and west boundaries and survey of a partion of the subdivision
of T. 24 S., R. 8 W., deemed sufficient to facilitate the development
of the natural resources and mark the boundaries of those sections
that are normally considered state school sections,

Before restoring the corners the lines of the original survey were
retraced and diligent search made for any evidence of the original
corners. The rules of proportionate measurement were applied to
ascertain the position of the lost corners after every reasonable
posaibility of finding direct evidence of the corners had been
exhausted. .

The survey was executed with W. & L. E, Gurley Solar Transit No,
541330 constructed in accordance with the standard instrumental
specifications of the Bureau of Land Management. The instrument was
in good condition prior to the beginning of the survey and was main-
tained in proper adjustment throughout the progress of this survey.

Corners on east-west lines were set on the true latitudinal curve,
Lines connecting previously established corners were run by random
and true method, but for simplification of the record the random line4
are omitted from the field notes. In accordance with the intent of
the special fnstructions, all subdivisional corners established are
calculated to be at the position they would occupy if the entire town-
ship were subdivided.

Measurements herein contained were made with a narrow steel tape,
8 chains in length, graduated every link for the first 100 links and
thereafter at intervals of 10 links. The tape was tested by compari-
son with a 1 chain standard steel t: . and found to be correct,
Measurements were made on the slope with the vertical angle of each
interval ascertained by a clinometer in good adjustment; horizontal
equivalents alone are entered in the field motes. All lines of this
survey were run by direct method where the lines were accessible;
lines inaccessible were run by traverse or triangulation methods,
Distances to topography on lines run by traverse or triangulation
are approximately as scaled from U, S, G, S, topographic sheets

The details of such traverses or triangulations have been thoroughly
checked and verified, and in gqrder to simplify the record the diagram
and reductions are omitted from these field notes.

The direction of the lines of this survey were determined by
reference to true meridians established on line by hour angle obser-
vations on Polaris or altitude ohservations on the sun. The lines
were carried forward by sustained angulation being supplemented by
other numerous altitude observations on the sun taken throughout the
progress of the survey.

The geographic position for the southeast corner of the township
is at latitude 38° 40' 27.7" N. and longitude 112° 41' 28.7" W. as
adjusted from traverses to U. S. G. S, triangulation station.
Standard G,L,0, brass cap stamped T255 R11-12W S36|831, 1911,

S1

,,.Thc mignettc declinition éls read at a number of stations through-
out the township and the average of these readings was found to be
16° 30' E.




4—078d

‘N
D

Chains

De 1. Resurvey N, Bdv., T, 25 8., R. 8 W.

dary of T. 25 8., R. 8 W., with
Dependent Resurvey of the North Boun ‘
the Reestablishment, of Ney Gorpers for L.:34 B . Re &V, af Regular

- |Intervals in Westing.

‘ - Rées‘tablishiﬁg the survey of Andrew J.. Stewart, 1882.. _' .

19.50
23.00

40.01 "

41.64

-From t'he closing cor. of Tps. 24 and 25 S., R. 8 W., a 3 in. iron post
-|set, mkd. and witnessed as described in the official record.

S. 88° 40' W., along the N. bdy. of sec. 1.

Asc. 80 ft., over E. slope.

Ridge, bears N, and S.; desc. gentle W. slope, 20 ft.

Swale, drains N.; asc. 60 ft. over gentle SE. slope.

Point for the % sec. cor. of sec. 36, T. 24 S., R. 8 W. anly, 40.00
chs, westing. - .

Set .:a.n iron post, 30 ‘ins, long, 2% ins. .diam., 8 ins. in the ground
and in a mound of stone, 3% ft. base, to top, with brass cap mkd.

T . T24S R8W
- - - ¥ 836

1959

Asc. 10 ft. over gentle SE, slope.

The original % sec., cor. of secs. 1 and 36, a lava stone 10x10x2 ins.
mkd, %, firmly set. This cor, .will now function as the % sec. cor.
of secs 1, T. 25'S., R. 8 W, only.

At the same point Lot - .

Set an iron post, 30 ins, long, 2% ins, diam., 8 ins. in the ground

- and in a mound of stone, 3% ft, base; to top, with brass cap mkd.

- - T255 R8W
: - 1959

Deposit original cor. N: of iron post,

N. 88°-04' W.; along the N, bdy. of sec. 1, -beginning new measurement.

Asc, 170 ft.. eover SE.-slope. .

Point for the cor. of secs. 35 and 36, T. 24 S., R. 8 W. only, 40.00
chs, westing. -~ . - -

Set an iron-post, 30 ins: long; 2% ins. diam., 15 ims. in the ground
and in a collar of stone, with brass cap mkd,

T24S -R8W

835 .|S36

. 1988 '

The orJ:.ginal c6r. of secs. 1;-2, 35 and-364 a lava stene 10x10x10 ﬁs.
mkd. with 1 ct_lisel mark on E. face, 5 marks on W. face, This cor.
will now function as the cor. of secs.-1 and-2, T, 25 S., R. 8 W. 5

“only. - - .

T !

i
At the same point. ;
i

.

8. COVINNMENT PRIRTING OPFICE - 10~285690-2
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37.92

40,08

32.40

37.84

t . ‘; N-._- sy Iﬁ 25 s-, R‘ 8-W.*

Set an iron post, 30 ins. .long, 2k ins. diam., 10 ins. in the ground
to bedrock and in a mound of stone, 4 ft, base, to top, with brass
cap mkd.

¢ B N . PR -

Deposit original cor. N, 6f iron post.

Land, mountainous.
Soil, sandy loam mixed with lava stone.

| Timber, scattered funiper and pinon.

N. 88° 47' W., along the N, bdy. of sec. 2.

Asc, 40 ft. over E. slope.

Ridge, bears N. and_S.; desc. 20 ft, over W. slope.

Draw, drains SE.; asc. 30 ft, over E. slope.

Ridge, bears NW. gnd SE.;.desc. 30 ft. over gentle W. slope.

Point for the % sec. cor. of sec. 35, T. 24 S., R. 8 W. only, 40.00
chs. westing.

Set an iron post, 30 ins. long, 2% ins. diam., '18 ins. in the ground
and in a collar of stone, with brass cap mkd.

T24S R8W

k% 835

1959
The original % sec. cor. of secs. 2 and 35, a lava stone 12x8x6 ins.
mkd. ¥, firmly set. This cor. will now function as the % sec. cor,
of .sec. 2, T. 25 S,, R. 8 W. only.
At this same point,
Set an iron post, 30 ins. 16ng, 2% ins. diam., 18 ins. in the ground

and in a collar of stone, with brass cap mkd.

¥s2
_T255 R8W
1959

Depoéit oiigiﬁal cor. N. of iron'poat:.

v
I}

S. 89° 11"w., aiong'tﬁe N. bdy. of sec. 2, beginping new heasurement
Asc. 130 ft, over SE. slope.

Ridge, bears N. and §.; desc. 10 ft, over W. slope,

Point for the cor. of secs. 34 and 35, T. 24 S,, R. 8 W. 411y.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins, in Lhe grounﬂ

and in a mound of stone, 4 ft. base, to top, with brass cap mkd.

¢

n .

-
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77.24

Dependent Resurvey, N. Bdy., T. 25 5., R. 8. W, -
) agr o' - [

T248 RBW B
. S34|S35 - '

1959
Desc. 50 ft. over W. slope to bottom of draw, draining SW.

Point for the cor. of secs. 2 and 3, T. 25 §., R, 8 W. only. There
is no remaining evidence of origiqal‘cot.

At a proportionate dist. . .

i

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins. in the ground
and in a collar of stone, with brass cap mkd.

S 3|S 2
T255 R8W
1959

Land, mountainous.
Soil, rocky.
Timber, medium dense jiniper and pindn.

S. 89° 11' W., along the N. bdy. of sec. 3,

Ovér mountainous land covered with derse sage.

Asc. 30 ft. over SE. slope.

Spur, slopes SW.; désc. 10 ft. over NW. slope.

Head of small draw, drains N.; asc. 20 ft. over E, slope.
Ridge, bears N. and S.; desc., 120 ft. over W. slope.

Draw, drains NW.; asc. 20 ft. over NE. slope.

Point for the % sec. cor. oé sec. 34, f. 24 §,, R.'S ﬁ., only.

Set an iron post, 30 ins. long, 2% ins: diam., 10 ins. in the ground
and in a mound of stone, 4 ft. base, to top, with brass cap mkd.

T24S R8W

% 834
1959

Asc, 30 ft. over NE. slope.

Point for the % sec. cor.of sec. 3, T. 25 S., R. 8 W. only; at
proportionate dist.; there is no remaining evidence of original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins. in the ground
to bedrock and in a mound of stone, 4 ft. base, to top, with brass
cap mkd. Ces - . - e : .

¥s3
T25S R8W
1959

Asc. 50 ft. over NE. slope. . A h

Spur, slopes'N.; desc. 120:ft. over W. slope, " - )

Point for tae cor. of secs. 33 and 34, T. 24 S., R. 8 W. only. .
3 r3 : ] i i
Set an iron post, 30 ins. long, 2% ins. diam., 15 ins. in the ground
and in a mound of stone, &4 ft. base, to top, with brass cap mkd,

¥, 5. SOUZRNRENT PAINTING SOP16X" - 20385002
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Dependent Resurvey; N. Bdy., T. 25.8., B. 8 W,

1959

Point for the cor. of'secs, 3 and 4, T. 25 S., R. 8 W. only, at
proportionate dist.; there is no remaining evidence of original cor.

Set an iron post, 30 ins. long , 2% ins, diam,, 18 ins. in the ground
and in a collar of stone, with brass cap mkd. " "~ - ¢

&[S 3 -t - .
T25S R8W
1959
Land, mountainous, " Tt T <
Soil, clay loam mixed with lava stone.
Timber, medium dense juniper and pinon,

o - - el s~ e -

SF’B9°’11}_WZ;(a19ng;the N.‘bdy. of sec. 4,

Over mountainous land covered with dense sage.,

Desc. 100 ft. over NW. slope.

Unimproved road, bearé N. and S.; asc. 160 ft. over E. slope.

Ridge, bears N. and S.; desc. 10 ft. over gentle W. slope.

Point for the % sec. cor. of sec. 33, T. 24 5. R. 8 W, only.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins. in the ground
and in a mound. of stone, 3% ft. bagse, to top, with brass cap mkd.

T245 R8W

% 833

1959
Desc, 10 ft. over gentle W. slope. ’ T

Point for the % sec. cor. of set. 4, T. 25 8., R. 8 W, only, at
proportionate dist.; there is no remaining evidence of original cor.

Set an iron post, 30 ins. lohg, 2% ins. diam., 10 ins. in the ground
and in a mound of stone, 4 ft, base, to top, with brass cap mkd.
S 4
T25S R8W
1959

Desc. 150 ft. over gentle W. slope.

foinf far.th; cor. of gecs; 32 5ndA33, I; 24 S,lAk.~8.ﬁ., pnly.

{Set an iron post, 30 .ins. long, 2% ins. diam., 8 ins. in the ground

£o bedrock and in a mpund of stone, 4 ft. base, to top, with brass
cap mkd. : !

T24S R8W '

S32|833

1959 '

Desc. 30 ft. over W. slope.  ---- - . ‘

Point for the cor. of secs, 4 and 5, T, 25 S., R. 8 W. only, at

-} proportionate dist.; there is no remaining evidence of original cor;




Chauns

34.84

40.60

81.20

Dep-lmt Resurvey, N. de-, Te 25 s-’ R. 8. M.

=Gaat
Set an iron post, 30 ins. long, 2% ins. diam., 8§ ins. in the ground
to bedrock and in a mound of stoune, 4 ft. base, to top, with brass
cap mkd.

55|54 ) )

1255 R8W °
1959 °

Land, mountalnous.’ ) .
Soil, sandy loam mixed with lava stone. )

Timber, scattered juniper. ,

S. 89° 11' W., along the N. bdy. of sec.‘5.

Desc. 220 ft. over W. slope.
Point for the % sec. cor. of sec. 32, T. 24 S., R. 8 W. only.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ing. in the ground
and in a mound of stone, 4 ft. base, to top, with brass cap mkd.

T24S R8W
% 832
1959

Desc. -V ft. over W. slope.

Point for the % sec. cér. of sec. 5, T. 25 S., R. 8 W. only, at
proportionate dist,; there is no remaining evidence of original cor,

Set an iron post, 30 ins. long, 2% ins. diam., 14 ins. in the ground
and in a mound of stone, 4 ft. base, to top, with brass cap mkd.

XS5
T25S R8W
1959

Desc. 100 fr. over W. slope.
Point for the cor. of secs. 31 and 32, T. 24 S., R. 8 W. only.

Set an fron post, 30 ins. long, 2% ins, diam., 10 ins. in the ground
and in a mound of stone, 4 ft, bage, to top, with brass cap mkd,

T248 R8W
SJl|S32 |

1959
Desc. 20 ft. over W. slope.

Point for the cor. of secs. 5 and 6, T. 25 S., R. 8 H; only, at
proportionate dist.; there 1s no remaining evidence of original. cor.

Set an irom post, 30 ins. long, 2k ins. diam., 12 ins. in the ground
and in a mound of stone, 3% ft, base, to top, with brass cap mkd,

e

T255 RS8W
1959

Land, mountainous.
Soil, sandy loam mixed with lava stome.
Tiwber, scattered juniper and pinom.




25.10
» 33,64

40.60

70.70

82.62

Dependent ‘wm. ‘Nc‘ ld’o‘ J.'.Zi:lo, Re & Wa

. 899113 W,, aleng the N. bdy. of secy 6. . -
Desc. 50 ft. over geantle W. slope covered vith dénse sagebrush.
Unimproved road, bears N. and §.; desc. 20 ft., aver W, sl&pe.
Boint for.the §.sec. cor. qf #ecs. 31, T, 24 S,; R. 8 W. only.,

Set an iron post, 30 ins. long, 2% ins. diam,, Zi ins, in-the ground,
jwith brass cap mkd. . . .. ‘ .

T245 REW
K s3l
1959

Deposit charcoal at base of iron post.

Point for the k sec. cor. of sec. 6, T. 25 S., R. 8 W. only, at
proportionate dist,; there {3 no remaining evidence of original cor.

Set an {ron post, 30 ins. long, 2% ins., diam., 22 ins. in the ground,
with brass cap mkd,

kS 6
"T25S RBW
1959

Deposit charcoal at base of iron post,
Desc. 20 ft. over gentle W. slope.
Wash, 50 lks. wide, 3 ft, deep, drains SE.
The original Tp cor. of Tps. 24 and 25 S., Rs. 8 and 9 W,
A sandstone 10x12x4 ins., firmly set and plainly mkd.

At the same point,

Set an iron post, 30 ins. long, 2k ins, wiam., 22 ins. in the ground
and in a collar of stone, with brass cap mkd,

T243
RIW R8W
536’331
S 1|s 6

T258

1959

Deposit original cor. N. of iron post,

Land, rolling.

Soil, sandy loam mixed with lava stone.
Timber, none,

Undergrowth, dense sagebrush.,

| 1

-1

Dependent Resurvey of the East Boundary of T. 24 S., ﬂ. 9 W.
. . . i , ) ;

Dependent Resurvey reestablishing the survey of Andrew J. [Stewart Jr.
in 1882, : ‘ X

M « |
Establishing cors. for the W. bdy. of T. 24 S., R. 8 W. at 40.00 anh
80.00 chs. northing, with the cor. of secs. 30 and 31, T. 24 8., R. 8
W., at 83.99 chs. northing at a position calculated to intersect a '
sectional correction line extended W. from the cor. of secs. 25 and
36 on the E. bdy. ;

T
77




Chains

21.80

40.25

3.74

40,18

Depend‘ﬂt (R‘ﬂuw‘y, K. Myn, T, 24 ’a, R. 9 W, t
g

From the cor. of Tps. 24 and 25, Rs. 8 and 9, previously described, .

N. 0° 02' W., along the E. Bdy. of sec, 36.

Over slightly rolling land, draining SE.

Wash, 5 ft. deep, 50 lks. wids, drains SE.; asc., 10 ft. over gentle
’ .

S. slope.

of secs. 31 and 36, mkd. k on face of sand~

Tﬁe original ¥ sec. cor.
stone lgx10x6 ins. in collar of stone; this cor. will now function ag
the % sec. cor. of sec. 36, T. 24 S., R. 9 W. only,

At original cor. point.

Set an iron post, 30 ims. long, 2% ins. diam,, 20 ins. in the ground |
and in a collar of stone with brass cap mkd . :

T24S
R 9W

X
$36
1959

Deposit original stone cor. alongside iron post.

N. 0° 05' E., beginning new measurement.
Point for the % sec. cor. of sec. 31, T. 24 5., R. 8 W. only.

Set an iron post, 30 ins. long, 2% ins. diam., & ins. in the gfound
and in a mound of stone, 3% ft. base, to top, with brass cap mkd.

T24S
R3W
X
$31
1959

[V Ru——

The original cor. of secs. 25, 30, 31 and 36, a lava stone llxb6x6
with five chisel marks on N, face and 1 mark on S. face. This cor.
will now function as tue co.. of secs. 25 and 36, T. 24 S., R. 9 W,
only.

At the same point.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,
with brass cap mkd.

T248
ROW
825
§36

1959

Deposit original cor. W. of iron post. (

‘|Raise a mound of stone, 2 ft. base, 2 ft. high W. of cor.

.|Land, low, rolling.

Soil, sandy loam.
Timber, none.

¢

U 6. COVERNNEAT PAITHD SYRSE- 10805008




Chains

3. 56

40,27

3.29

26.50

40.20

Dependent Mm‘y' Fal “y.n" 3‘0‘2418‘" Re 9 W,

N. 0° 03' W., along sthe E. bdy. of sec. 25. Lot

<

Point for the cer. of secs., 30 and 31, .T. 24 S., R. 8 W.
position calculated to intersect a sectional correction 1
W.. from the. cor. of pecs. 25 and 36 on the E. bdy.

and in a collar of stone, with brass cap mkd,

T248
R8W
830
5§31

1959

sec. cor. of sec. 25, T. 24 S., R. 9 W. ounly.

and in a collar of stone, with brass cap mkd.

T248
R9W
X
S25
1959

Deposit original stome cor. alongaide irom post.

N. 0° 04' E., beginning new measurement.

and in a collar of stone, with brass cap mkd.

T24S
R8W
k

530
1959
Cont. over nearly level land.

Unimproved road, bears E. and W.

R. 9 W. only,

At this same point,

and in a collar of 8tone, with brass cap mkd.

T24S
R9W
s24]
825

1959

«

Deposit original stone cor. alongside iron post.

Land, rolling.
Soil, sandy loam mixed with lava stone,

Timber, none.

only, at a
ine extended

Point for the k gec. cor. of sec., 30, T, 24 S., R. 8 W, only.

Original cor. of secs. 19, 24, 25 and 30, a lava stone 10x12x6 ins,
mkd. 4 chisel mks. on N. face and 2 marks on S. face, firmly set.
This cor. will now function as the cor. of 8ecs, 24 and 25, T. 24 §.,

i

i
|

{Set an iron post, 30 ins. long, 2k ins. dism., 16 ins, in the ground

The original k sec. cor. of secs. 25 and 30, a lava stone 14x8x16 ins.
mkd. k on W. face, firmly set, This cor. will now function as the }

Set an iron post, 30 ins, long, 2% ins. aiam., 20 ins. in the ground

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the ground

Set an iron post, 30 ins. long, 2% ins. diam,, ZO‘lns.,in the ground




40.43

40.19

10

-

° _. Es ‘pdv. T. 24 8. Re DM

. 0° 03! W., along: the E. bdy. of sec. 4. -

er slightly rolling land covered with dense sagebrush

Point for the. cor.-of secs. 19 and 30, T. 26 S., l. 8 W..enly.
Set an iron post, 30 ias. lowsg, 2% 1ins.-diam., 20-1ins. in the groun4
and in a collar of stone, with brass cap mkd. - (

T24S H
R8W ¢
s19 .
$30 :

1959

B |
- - v i

Desc. 20 ft. over gentle N. slope. -
The original ¥ sec. cor..of secs. 19 and 24 a lava Btone 8x10x6 1n‘.
mkd. k¥ on W. face, firmly set; this cor. will now function as the k
sec. cor. of sec. 24, T. 24 S., R. 9 W. only. 1
At this same poLnt. . ;
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the grounj,
with brass cap mkd. ' !
T24S i
ROW
% ' :
S24 \
1959 \ ;

Deposit original stene cor. alongside iron post,. !
i

Raise a mound of stone, 2k ft. base, 2. ft, high; W. of iron post.

N. 0° 07' E., beginning new measurement.

Point for the % sec. cor. of sec. 19, T. 24 S., R. 8 W. only.

and in a collar of stone, with brass cap mkd. ,
)

T24S -
R8W

¥
519
-1951

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the grounh
j
i
!
|
!
]

. !
Trail road, bears NE. and BW. :
The original cor. of secs. 13, 18, 19 and 24, a lava stone! 10x10x6

ins., with 3 chisel marks on N. face and 3 on 8., face,- firmly set.
Tais cor. now functions as the cor. of secs. 13 and 24, T. 24 S., R}

9 W. only,
i

At this same point.

!
S i \ !
et an iron post, 30 tns. long, 2% ins. diam., 24 ins. in the roun*
with brass cap mkd. ’ ’ | 8

R9W
S13 -

Deposit original stone cor. alonéside iron pos&;

T248 ;
|

§24
1959 Ao .

[

8= s CINIMSATY SUESERARNES - $D-SRNDS



2.47

:';21-

2.26

11

o T 24 - Ry Q.W,.

Land, slightly rollisg.
8011, sandy loam, o
Timber, none. R

N. 0° 22" E.j.alomg the E. bdy. .of sec..13.. . ...

Point for the cor. of secs. 18 and 19, T..24 S., . R. 8.W. only.
P S S .

Set an irom post,

and in a collar of stone, with brass cap mkd.

T248
A . . R8W . v
| 518
519
1959

Asc. along gentle E. slope, 20 ft,

% sec. cor. of sec. 13, T. 24 S., R. 9 W. only.

At this same point.

and in a collar of stone, with brass cap mkd.

T248
R9W/. S
%
. : ( . 813] .
1959

Deposit original stome cor. alongside iron post.

North, beginning new measurement.

Point for the % sec..cor. of sec. 18, T. 24 s., R. 8 W. only.

and in a collar of stone, with brass cap mkd.

T248
PN . . RBW

X
. . . .. ls18 . ‘
. . .. 1959 _ ,

Asc, 10 ft. along gentle SE. slope.

with a chisel marks on N. face and 4 marks on 5. face, firply set.

R. 9 W. only.

f . - L . - .-

]
’ A: this un:; point.-... . o - . i

{Set am iron post, 30 ims. long, 2% ins. diam., 20 ins. in the ground

and in a collar of stone with brags cap mkd. . )
{

i

30 ins. long, 2% ins. diam.,-20 igs. in the ground

The original ¥ sec. cor. of secs, 13 and ié, a lava stone 8x10x6 ins.
mkd. % on W. face and firmly set. This cor., will now function as the

Set an irom post, 30 ins. long, 2% ins, diam., 20 ins. in the ground

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the ground

The original cor.-of secs. 7, 12, 13 and 18, a lava stone 10x12x8 ins.

This cor. will now function as the cor. of secs. 12 and 13, T. 24 s,,

i
)




4—@18D

oy

Chains

1.68

41.77

81.76

83.54

J0riginal cor,.not found.

2

Dependent Resurvey, E. Bdy., T. 24: 8.5 R 9.M,. C
oot}

. T248 - . ¢ 4o,

ng .- .t o 4 )

s13
1959

[Deposit original stone cor.alongside iron post.

Land, low,.rolling. . . . .
Soil, sandy loam with limestone outcroppings. -
:lrimber, scattered juniper. . . .

N. 2° 38' E., along E. bdy. of sec. 12,
Over low rolling land.
Point for the cor. of secs. 7 and 8, T, 24 §., R. 8 W. onl&.

Set an iron post, 30 ims. long,‘Z% ins., diam., 20 ins, in the ground
and in a collar of stone,.with brass cap mkd.

T248
R8W
5.7 :
S18

; .. . . . .1959 .

Asc. 40 ft. along SE.

Point for the % sec. cor. of secs. 7 and 12, at proportionate dist.

|

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,

with brass cap mkd. ,
T245

R9W R8W

%
s12|s 7
1959 -

Deposit charcoal at base of iron post.. .

Cont, over nearly level land.

-~ . -

Point for the sec. cor. of secs, 6 and 7, T. 24 S., R. 8 W. only.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in Lhe ground
and in a collar of stone, with brass cap mkd.

- T248S .. oot
R8W
o s 6 . .
s 7 o
- § - -1959 .
Point for the cor. of secs. 1 and 12, T. 24 S.; R. 9 W. onhy, at
proportionate dist.; there is no remaining evidence of original cori

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in ﬁhe groun&
and in a collar of stone, with brass cap mkd. i

|
1

|

¢
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Aggpgndcmxunn;ntvuy, K. Bdy., T.24 8oy Ra 9 W,

Chains

38.26

41.77

77.00

83.54

39.65

|vnimproved tbéd;,bebrﬁ E. and w."'

PN T24S
RIW
s 1
§12
1959

Land, low, rolling.
Soil, sandy loam and light gravel.
Timber, none.

- IO B N

1§, 2+ 380 K., along E..bdy. of sec. L. . .. .

Over nearly level land covered with dense page.

>Poiht‘for the % séé. cor. of sec. 6, T. 24 S.; R. 8 W. odiy.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. In the ground

and in a collar of stone,with brass cap mkd.

T24S
RW
L 4
S 6
1959

Point for the X sec. cor. of Eec. 1, T. 24 S.,, R. 9 W. only, at

proportionate dist.; there is no remaining evidence of origimal cor,

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins. in the ground

and in a mound of stone, 4% ft. base, to top, with brass cap mkd.

T248
R
k
s 1

1959

Asc. 10 ft. o&er gentle SW. slopé.

¢~ :
v

The Tp. cor. of Tps. 23 and 24, Rs., 8 and 9 W., a 3 in. irpn post, set

mkd. and witnessed as described in the official record.

Land, nearly level.
Soil, sandy loam mixed with light gravel. }
Timber, none. ) ;

i
4
11
)

L
t
Survey of a Portion of the Subdivieion of T. 24 S., R} 8 W.

E—

From the cdr.\of‘éecé}'55‘aﬁd.36vdhﬂthe(s; bdy.

. . P L
B N A N

N. 0° OL' W., bet. secs. 35 and 36.

Desc., 20 ft. over genfleiNE; sioﬁé;

point for the k sec. ¢ox. of secg 35 and 36, 40.00 chs. dist.south
of the sectional correction lime. ., .. jousiios el

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the ground
and in a mound of stone, 4 Et. base, to top, with brass caw mkd.

i

i

|

-




Chains

44 .30

61.00

79.65

33.00

40.01

47.50

62.10

70.10

77.40

80.02

14

-~ Portion. of Subdiyis’ T.24 5. R.8 W.

T24S R8W

1
$35)836
1959

Desc. 10 ft. over NE. slope.

Bottom of swale, drains SE.; asc. 130 ft. over S. slope.

Spur, slopes E.; desc. 110 ft. over N. slope.

Point for the cor. of secs. 253,26, 35 and 36 .on the gsectional conred- 7
tion line W..from the cor. of secs..25 and .36.on' the-E. bdy. ;

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins., in the ground
to bedrock and in a mound of stome, 4 ft. base, to top, with brass
cap mkd. - . S . .

T24S R8W-

. 8261525
$35(536
1959
Land, mountainous.
Soil, sandy loam mixed with lava stone.

Timber, scattered juniper.
Underzrowth, dense sagebrush.

{From the cor.- of secs, 25 and 36 on the E. bdy.

West, be£; secs. 25 and 36,.with a sectional correction line.
Asc. 200 ft. over gentle E. slope.

Spur, slopes N.; desc. 50 ft. over NW. slope.

Point for the % sec. cor. of secs, 25 and 36.
Set an iron post, 30 ins. long, 2% ins. diam., 15 ins. in the ground
and in a mound of stone, 3% ft. base,- to top, with brass cap mkd..

T24S R8W . . - .-
325
% 536
1959

Desc. 20 ft. over.NW. slope.
Draw, drains N.; asc. 250 ft. over E. slope. . :
Spur, slopes N.; desc, 40 ft. over W.- slope.

Head of small draw, drains S.; asc, 10 ft. over gentle E. slope.

Spur, slopes S.; desc. 80 ft. over W. slope.

The cor. of secs. 25, 26, 35 and 36.

Land, mountainous.
Soil, sandy loam mixed with lava stone.
Timber, scattered juniper.

G & COVORTUIEY FONIES SVUIE- 40-~S0000-9




Chaing

14.70
21.40
40.00

40,38

51.45
57.20
77.40

80.38

X Undgrgrowth!‘depse_sagehrugh.

15

Survey, .Poxtion of:Sybdivieion, T, 24 §,, R. 8 W,

From the cor. of secs,.33 and 34, on _the S, bdy, - o
N. 0° 02' w,, bet, gecs, 33 and 34,

Pesc. over Landvcove;gd~wi;h scattered jumiper and pinon and dense

.ksagebrush; desc.;80;f§. over N. slope,

Draw, drains SW.; asc. 30 ft. over §S. slope.

Small spur, slopgs-E.; aesc. 20 ft. over NE. slope.
Bottom of draw, drains SE.

Point for the k sec. cor. of secs. 33 and 34,

<

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins, in the ground,
with brass cap mkd. o )

T24S R8W

%
.833(s36 . .
1959 :

Raise a mound of stone, 2% ft. base, 24 ins. high, w.‘éf-dor.
Asc. 60 ft. over SW. slope. ‘
Spur, siopes‘w;; desc. 30 ft.'bver N;leopé.
Head of draw, drains W.; asc. 110 ft. over §S. élope.
Spur, slopes'w.; desc. éOLft. over N.'élope.
Point for_;ﬁélcbg.'pf(sécs:‘27, 2@, 33 and 34, at a position
calculated to be on a sectional correction line extended W. from the

cor. of secs. 25 and 36 on the E. bdy.

Set an iron post, 30 ins, long, 2% ins. diam., 6 ins. in the ground
and in a mound of stone, 4% ft, base, to top, with brass cap mkd,

T24S R8W
528[827
§33(534
1959
Land, mountainous.

Soil, sandy loam mixed(with lava, stone.
Timber, scattered juniper and pinon.

- « ¢ .

N. 0° 02' W., bet., secs. 27 and 28.
Desc. 120 ft. over N. slope.

Point for the % sec. cor. of secs. 27 and 28, o '

Set an iron Post, 30 ins, lbng;‘Z% ins. diam,, 24 }né. in
with brass cap mkd.

the ground,

T24S R8W

%
. 323|S.2;7 (ORI ! " !
1959 |

Raise a mound of stone, 2% ft. base, 24 ins. high, W. of cor.

3

Desc. 90 ft. over low rolling land, draining NW. ’ .




4—8780

Chains
76.00

80.00

1.00
10.40
36.30

40.00

63.90
75.20

80.00

14.60

1Set an iron post,

16

Surve-. -Poxtion of Subdivision, T, 24 8, R. B8 W,-

Draw, drains W:; asec. 20 -ft. over S. slope.

Point for the cor. of secs. 21, 22, 27 and 28,

30 ins; long; 2% ins. diam., 10 ins. in the ground
and in a mound of stone, 4-ft. base; to top of cap, with brass cap

mkd.

3

T24S R8W

.- . S21[822
528|827

1959

Land, mountainous.

Soil, sandy loam mixed with lava stone.
Timber, scattered juniper and pinon.
Undergrowth, dense sagebrush.

N. 0° 02' W., bet. secs. 21 and 22,

Asc. 40 ft. over S. slope.

Spur, slopes W., desc. 30 ft., over N. slope.

Draw, drains W.; asc. 20 ft. over gentle S. slope.

Small spur, slopes W.
Point for the % sec. cor. of secs. 21 and 22,

Set an iron post, 30 ins. long, 2% ins. dlam., 12 ins. in the ground
and in a-mound of stone, 4-ft.-base, to-top, with brass cap mkd.

T24S R8W

14
: s21|s22
: - < 1959

Desc. 60 ft. over gentle N. slope.
Small draw, drains W.; desc. 30 ft. over N. slope.
Draw, drains W.; asc, 10 ft., along W. slope.

Point for the cor.'of secs, 15,-16, 21 and 22.
Set an iron post, 30 ins. long, 2% ins. d1am.; i4 ins. in the ground
and in a mound of stone, 4 ft. base, to top, with brass cap mkd.

T24S R8W
8161515
§21(522

1959

Land, mountainous. - SR - -
Soil, sandy loam mixed with lava stone.

Timber, scattered juniper and pinon. <
Undergrowth, dense sagebrush. .

N. 0° 02' W., bet, secs, 15 and 16.

Asc. 20 ft. over gentle SW. slope.

< . - .-
N <

Spur, slopes W.; desc. 120 ft, over N. slope.

< - - - .o
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Cliains
29.20

40.00

48.20
67.80

80.00

2.10
5.00
15.90

/3.80

-8.90

.00

43,00

" Potdon: OF Subdtwision, 2. .24 8., R. &H..

Draw, dwxius W.y asci. 70..ft. over S. ®ldpe. . L

Point for the ¥ sec. dor. of .2ecs. 15 and .16. .. o
Set an iron post, 30.ins, lang, 2% ins. diam., .14 ins.. in the ground
and in a mound of stone, 4 ft, base, to top of cap, with brass cap
mied,. . o R : ¢ <l Lo - .

N R : AN . ]

T24S R8W

Co %
C S16|s15
ol 1959

Asc. 20 ft. over S.helope.

Ridge, bears E. and W.; desc. 100 ft, over NW. slope* “r

I3

Draw, drains W.; asc. 40 ft. .over S. slope o -

Point for the cor. of secs. 9, 10, 15 and 16.

with brass cap mkd,

T24S R8W

S 9510
816|s15

.- 1959 . . .
Raise a mound of stane, 3 ft. base, 20 ins. high, W. of cor.

Land, mauntainaus.

Soil, sandy loam mixed with lava stone.

Timber, scattered juniper and pinon.
Undergrowth, dense sagebrush., . . -

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,

N. Q° 02' W., bet. secs. 9 and 1Q. . . §

- ¢ - = . <

Asc. 10 ft, ooer S.‘slope.
Spur, slopes SW.; desc. 50 ft. over N. slope.
Draw, drains SW.; asc. 110 ft. over S. slope,
Spur, slopes NW.; desc. 100 ft. over N. slope...

Unimproved road in bottom of draw, bears SW., and NE.; asce., 50 fe.
over SE. slope.

Spur, slopes E., desc. 50 ft. over N. slope. ‘

Point for the k sec. cor. of secs. 9 and 10, ; g
i

Set an iron post 30 ins. long, 2% ins.. diam., 24 ins 4in the ground

with brass cap mkd.

- T24S R8W

!
{
!
¥ ]

s 9|s10 }‘

- 1959 |

i

Raise a mound of stone, 3 ft, base, 24 ins. high W. of cor.

LL o~ . - [

i

Deesc. 10 ft, over N. slope. ' f t
;

t

Draw, drains W.; asc. 110 ft. over S. slope.




Chains
57.20

79.20

80.00

3.60

8.00

21.30

29,10

40.00

59.00

85.00

18

Survey, Portion of Subdivision, T..24 8., R. 8 W.

Spur, slopes W.; desc. 160 ft. over hroken N. slope. .
Draw, drains NE.; asc. 10 ft. over 8. slope. -

Point for the cor. of secs. 3, 4, 9 and 10.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground
and in a collar of stone, with brass cap mkd.

Land, mountainous.

Soil, gravelly, mixed with lava stome.
Timber, scattered juniper and pinon.
Undergrowth, dense sagebrush. ..

N. 0° 02' W., bet. secs. 3 and 4.

Over land covered with scattered junipér, draining N.
Desc. 20 ft. over NE, slope.

Draw, drains E.; asc., 30 ft. over SE. slope.

Spur, slopes E.; desc, 170 ft. over N. slope.

Base of steep slope, bears E. and W.; desc. 30 ft. over gentle N.
slope. .

Swmall wash, drains NW.; desc. 30 ft. .
Point for the % sec. cor. of secs. 3 and 4,

Set an iron post, 30 ins. long, 2% ins. diam.,. 15 ins. in the ground
and in a collar of stone, with brass cap mkd.

T24S R8W
ok .
s 4]s 3
1959
Desc. 50 ft.. over gentle N. slope. .
Graveled road,. bears E. and W.; desc. 40 ft,
Intersect the S. bdy. of T. 23 S., R. 8 W,

Point for the closing cor. of secs. 3 and 4.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,
with brass cap mkd.

T23S

T24S R8W
1959

Deposit charcoal in bottom of hole,

T G CIDGISENNY FMUNES VIS 10208003



Chains

‘ Par&ionfoquubdtruttan;uTamZé:S.,,RHJBJH-

o

From this cor. the cor. of geca, 3,.4; 33.and 34, s, bdy,; T. 23 s.,
R8 W. bears S. 89° 49' E,, 2.41 chs. dist., monumented with an iron
Post, 3 ins. diam., set,.mkd. and.witnessed in the officidl record;
remarked same cor. for secs. 33 and 34, T. 23 5., R, 8 W., only.
- P O . .o

Land, mountainous.

Seil, graveliy, - . .. St ‘-
Timber, scattered juniper and pinon.

.e PRt e . - Y - -

The point for the sec. éor; 6f secs: 1 and 2, is on the south de.;of

T, 23.8., R, 8 W,.ard at a Proportionate-dist. bet, the NE. cor. of

the Tp. and the closing cor. of secs. 3 and 4.

Set an iron post, 30 ins..long, 2% ing. diam., 24 ins, in the ground,
with brass cap mkd.

PR . I - PR ¢ «-

- . -

© .. . . T238.°
S35

S 2|S 1

T24S R8W
1959

Raise a mound of stone, 2} ft. base, 2 ft, high, S. of iron post.

From this cor. the cor. of secs. 1, 2, 35 and 36 bears S, '89° 49! E,
2,39 chs. dist,, an iron post, 3 ips. diam,, conforming to the record
This cor. was remarked to function as the cor. of secs. 35 and 36,

T. 23 S., R. 8 W. only, .

<
|

t
The ppint for the N., % sec. cor. is on the S. bdy. of T, %3 S., R. 8
W. and at midpoint on the N. bdy. of sec. 2. ‘

Set an iron pbst, 30‘in§. lohg, 2% ins. diém., 24 ins. in the éround,
wirh brass cap mkd. L .
¥s2
. T248 R8W
1959

Raiée a mouhﬁ of shpne, 2%(ft. bése,‘Z fflﬂhith S.vof-irqn post.

From this cor. the % sec. cor. of secs. 2 and 35 bears S. 89° 49' g,
2.40 chs. dist., an iron post, 1 in. diam,, conforming to.the record.
This cor. was remarked to function as the % sec. cor. of sec. 35,

T. 23 s., R. 8 W. only. '

'
i

The point for the cor. of secs. 2 and 3 is'qq“;he §.(bdy‘zof T. 23‘5.
R. 8 W. at proportionate dist. bet, the NE. cor. of the TQ. and the
closing cor. of secs. 3 and 4.

i
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in|the ground,
with brass cap mkd. o C :
T23S 5
$34 i
' S.;3]s,r2‘, . :
T24S R8W
... 1959

From this cor. the cor. of secs. 2, 3, 34 and 35 bears S. 89° 49' d-
2.40 chs. dist., an iron post, 3 ins. diam., conforming tg the
records. This gorx, naq‘qgmqgkedg;o_@pncqion,a§”qhe Gor. of secs. ¥

and 35, T. 23 S., R. 8 W. only.

i
i
i




e

Chains

7.00
28.10

34.40

41,00 -

44.62 -

62.80-

66,30

68.90

-70.90

74.00

77.50

84.62

17.90

20.20

22.50

26.50

|
|
Spur, 810P€S S., desc.<70 ft, over E. slope. ° . ’ ]

20

.8urvev .Portion . of Bubdivision, T. 2438, R.-8'W.
: “lidad I
From the cor. of sees.2 and 3.-

8.-0° 01' E., bet secs. 2 and 3.,~ ce e . ; E
Asc. 10 ft. over gentle N. slope. !
|

< 1

Small wash, drains Nw., asc., 50 ft. over gentle N. slope.
Unimproved road, bears E. and W.; asc. 20 ft.

Small spur, slopes NW.; desc. 20 ft. |

Small wash in bottem of draw, drains Nw y ascs 10. ft. over gentle N?
slope. : . . - .

Point for the ¥ see. cor., of secs. 2 and 3.

Set an irom post, 30 ins. long, 2% ins. diam., 20 ins. in the ground
and in a collar of stene, with brass cap mkd.

T24S R&W

%
s 3]s 2
1959

Asc. 70 ft. over N. slope.

Spur, slopes NE.; desc. 20 ft. over S.-slope.

Draw, drains E.; asc. 30 ft. over N. slope.

Small spur, slopes W.; desc. 30 ft.

Head of- draw, drains NW.;-asc.-20 ft.-over N, slope.

Spur, slopes E.; desc. 20 ft. over S. slope.

Wash, 3 ft., deep, 20 lks. wide, dralns-NE.; asc., 30 ft, over gentle
N. slope.

Point for the cor. of secs. 2, 3, 10 and 11.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground )
and in a collar of stone, with brass cap mkd.

- T24S R8W
- - - 810(s11
.1959

Land, rolling.
Soil, gravelly.
Timber, scattered juniper.

N. 89° 55' E., bet. secs. 2 and 11 on a dine calculated bet. the cor.
of secs. 3, 4, 9 and 10 and the cor. of -secs. 1 and 12 on the E. bdy.

Asc. 100 ft. over W. slope. ' .
Spur, slopes N.; desc. 20 ft. over NE. slope. ! f

Head of draw, bears NW.; asc. 20 ft. over W. slope.

3 - e~

Draw, drains N.; -asc. 110 ft. over W. sldpe., - . : !

Lt
O -

- U S CONCANNONTRMINTING SPISE BE--20580-3



Chains
40.00

40.80
42 ,60. -
50.20
56.00
61.50
70.40

80.00

31.60

40,00

84.27

. Jd Portian ‘oﬁ.&lbdiViSicn,,T. _24 S’;'Rﬁ.’s w.

Point for the % 8ec..cor. of segs. 2.and 1l.., .. -

1
t

Set an iron post, 30 ins. long, .2% ins. diam., 1Q inq,‘ithhe ground
and in a mound of stone, 4 ft, base, to top, with brass cap mkd,

T245 R8W o
I LI ,%.u T e ¢

Ss11 '
. 1959 .. L .
Asc, 10 ft. over W. slope.

Spur, slopes.N.; dese, 20.ft. over E. slope. = - '

Small wash i bottom. of draw; drains N.; asc. 30 ft. over.rolling NW,
slope. ’ .. o .
Spur, slopes N.; desc. 90 ft. over E. slope.

Draw, drains N,; aéc, 60 ft. over W. slope.
Spur, slopes N.; deéé. 100 ft. over E. slope.
-Draw, dgains N.; asc. 30 ft, over W. slope.
Spur, projects NW.

Point for the cor. of secs..1l, 2, 1].and 12.

<

Set an iron post, 30, 1ins, lopg, 2% ins. diam., 12 ins. in the ground
and in a mound of stone, 4 ft, base, to top, with brass cap mkd.

«-

T24S R8W

o . ...82|s1
SI1[s12
. 1959

- M -

(34 ‘o M <

Land, higﬁ; réllingi
Soil, gravelly.
Timber, scattered juniper.

N. 0° 03' E., bet. secs. 1 and 2. L ) j
Desc. 180 ft. over.N:_élopé. R

Surfaced road, bears NW.and éE.; desc. 30 ft. over N. slope.

Point for the % sec. cor. of secs. 1 and 2.

. - .o . ! o
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. inithe ground,
with brass cap mkd. . . . . '

- t
T24S. R8W .
s 251 ;
o1 . L P 1.9:59 N ;
i
Raise a mound of stone, 2% ft. base, 22 ins. high, W. of éor.
Cont. descent along gentle N. slope; désc. 70 ft. - §

The cor. of secs.'l,and‘Z.

& S'




4—678b

--d
[

Chains

20.80
32.20
37.50

40.00

45.40
72.70
75.50

80.00

8.00

40.00

|West, bet., secs. 16 and 21. . . : C

22

. Portion of Subdivis - - T..24 8. R 8 W,

SR

From the cor..of secs. 13, 16, 21 and .22.
Desc. 110 ft. over W. slope.
Draw, drains NW.; asc. 50 ft. over E. slope.
Spur, slopes N.; desc. 20 ft. over W. slope.
Draw, drains NW.; asc. 10 ft. over E. slope. . . i

Point for the-k sec,.cor. of.secs. 16 and 21.

‘|set an iron pesty :30 ins. long, 2% ins. diam., 24 ins, in the ground,

with brass cap mkd.

T245 R8W
: ., sls
¥ 521
1959

Raise a mound of stone, 2% ft. base, .20 ins. high, N, of cor.
Asc. 20 ft. over E. slope.

Spur, slopes N.; desc, 230 ft..over W. slope.

Draw, drains-NwW.; asc. 20 ft. over E. slope.

Small spur, siopes &w.; des;. 70 ft. éver W. slope.

Point for the cor. of secs. 16, 17, 20 and 21.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins. in the ground
and in a mound of stone, 4 ft., base, to top, with brass cap mkd,

T24S5 R8W -

5171816
$20|s21

1959

Land, mountainous.

Soil, sandy loam mixed with lava stone,
Timber, scattered juniper and. pinom..
Undergrowth, dense sagebrush.

N. 0° 03" W., bet. secs, 16 and 17

Desc. 40 ft. along NW. slope,

Base of steep slope; enter basin land, covered with dense sagebrush;
desc. 10 ft. over gentle NW. slope.

t
Point for the % see, cor. of secs. 16 and 17.

Set an dron post, -30 dns. long, 2% ins., diam., 24 ins. in the ground,
with brass cap mkd.

T24S R8W

% .ol
S17|s16 :
1959 :




10.50

16.00

<0.00 .

”".50
’7.10
79,50
33.00
37.00
19.00

'0.02

55.20

" .04

23

- " ’ T. 24 8. R. B WM.

s mopnd of stopey, 3 ft, base, 20 ins. high, W. of cor.
Ase, 80 ft. over gentls §. slope..
Poiat for the cor. of secs. 8, 9, 16 end 17,

Set an irem post, 30 ing, long, 2k ims. diam,, 18 ins. {n the ground
and in a collar of stone, with brass cap mkd.

1248 REW
S 8i8 9
S17|816

1959

Land, mountainous.

Soil, sandy loam mixed with lava.
Timber, scattered juniper.

Prom the cor. of secs. 9, 10, 15 and 16.
N. 89° 59'W, bet. secs., 9 and 16, over a series of draws and 5{urs .,
Desc. 60 ft. over W. slope.

Draw, drains s.} asc, 40 ft. over E. Elope.

Spur, siopes Sl; desc. 30 ft. over W. slope.

Draw, drains S.; asc. 20 ft;. over E. slope.

Spur, slopes S.; desc. 30 ft. over W. slope.

Draw, drains S$.; asc. 20 ft. over E. slope,

Small spur, slopes S,; desc. 20 ft. over W. slope,
Draw, drains S.; asc. 20 ft., over E. slope.

Small spur, slopes S.; desc. 30 ft. over W. slope.
Small draw, drains S,.; asc, 10 ft. over E. slope.
Point for the Y sec. cor. of secs. 9 and l6.

Set an iron post, 30 ins. long, 2k ins. diam., 15 ins. in the ,rcung
and in a collar of stone, with brass cap mkd.

T24S R8W
-k 2_12_
1959
Desc. 50 ft, over gemtle W. slope.
Unimproved road, bears N. and S.; desc. 10 ft. over gentle W. slope,
‘thchcqt. ot'scc_u.._s, 9, 16 and 17,
Land, mountaimous.

Soil, sandy loam wixed with lava stone. H
Timber, scattered juniper.




Chains

9.10 -

24,50

29.90

41.52

50.00

55.00

81.52

42,71

24
§ . .-Portion of Subdivis - -- T. 24 8.
from the:cor. of secs.c32 and 33 on the §. bdy. S

N. 0° 03' W., bet. secs.- 32 and- 33.
Desc. 20 ft. along W. slopes - - . . ’
Small draw, drains-W.; asc. 30 ft. along-W. slope. .
Spur, slopes W.; desc, 20 ft. over N. slope.
Draw, drains W.; asc. 20 ft. over SW. slope.

Point for the % sec. cor. of secs. 32 and 33, 40.00 chs. southing of
sectional correction line.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ing. in the ground
and in a collar of stone, with brass cap mkd.-

T245 R8W

4
$32]s33
1959

Asc. 20 ft, along W. slope.
Top of ascent; desc. 20 ft. over N. slope.
Small draw, dralns w., asc. 50 ft. over SW. slope.

Point for the cor. of secs. 28 29, 32 and 33 on the sectlonal
correction lime W. of the cor. of secs. 25 and 36 on the E. bdy.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins. in the ground
and in a mound of stone, 4 ft. base, to top of cap, with brass cap
mkd . . . .

T245 R8W

529]528
§321833 -

1959

Land, mountainous.

Soil, sandy loam mixed ‘with lava stone. -
Timber, scattered juniper.

Undergrowth, ‘dense sagebrush.

From the cor. of secs. 31 and 32 on the S. bdy. of T. 24 8., R. 8 W.
N. 0° 03' W., bet. secs. 31 and 32.
Asc. 10 ft. along gentle W. slope.

Point for the % sec. cor. of secs.-31 and 32; 40.00.chs. southing 6f
sectional correction line. .

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the ground
;ﬁi in a mound of stone; 4 ft. base,+to-tép of cap,:-with brass cap.
.- % [ . -
§31|s32

1959

- 74, S, SOERNNKNT. FARNTRG SFVCE  $O-20M00-1




Chains

O Fasw
60,90
73.70.
82.71

©.98

:5.00
13.00

9.96

25

Survey,. Poxtion of Spybdivision, T.,24'S., R, 8 W.

Desc..20 . ft. alang M. glopes . .. .- ,1,., . . o ' |

. B T Lades BV O [0 PR Sy uf
Drav, dralos, Ni.; asc, 40 ££. over:gentle SW.. slope. -

S CoL . P e e, w FAS LU |

Small spur, slopes W.; desc. 10 ft. over gentle N. slope,. |

Point for the cor.of secs. 29,30,31 and 32 on the sectiona} correction
line Wy..0f:theiCo¥...0f 9005y .25 aml-3g.on the E. bdy. :

Seé an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the ground
to bedrock and in a mound of stone, 4 ft. base,to top of cap, with
brass cap mkd.

i

T245 R8W .
530829
§31}832

1959

Land, mountainous.

Boil, sandy loam mixed with lava stone.
Timber, scattered juniper.

Undergrowth, dense sagebrush.

From the cor. of secs. 28, 29, 32 and 33.

West, bet. secs. 29 and 32 on calculated sectional correction line.
Over land covered with dense sagebrush.

Desc. 330 ft. over gentle W. slope.

Point for the % sec. cor. of secs. 29 and 32.

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins. in the ground
and in a mound of stone, 4 ft. base, to top of cap, with brass cap
mkd ., ;
T24S R8W
S§2¢
LIEED)
1959

Desc. 10 ft. over W. slope.

Small wash, drains NW.; desc. 20 ft. over W. slope.
Small spur, slopes S.; desc. 100 ft. over W. slope.
The cor. of secs. 29, 30, 31 and 32.

Land, mountainous.

Soil, sandy loam mixed with lava stone.

Timber, none.
Undergrowth, dense sagebrush.

s R

General Description

T. 24 8., R. 8 W, is covered with medium dense to scattbred juniper
and pinon timber with dense underbrush consisting mainly of sagebrugh.
Some June grass clearings were noted. Most of the township is rock
and hilly except the extreme northern portion which is a 1l¢w rollin
desert land covered with gramma grass, The general elevation of th
township ranges from about 5,800 feet to about 6,500 feet &bove sea
level. The South Twin Peak is the highest point in the tovnship an
1s located in the northwestern portion. ‘

—~d
O




4—8780

Chains

26

<+ Township 24 South, 8 West. .

¥ A ]
A graded road enters the township in the northwestern portion
between sections 1 and 6, bears east and west, and leaves the
in the  southeastern portien between sections 7 and 12, bearing east’
and west. There are several unimproved roads and jeep roads that
throughout the township- to sheep camps and water storage ponds..

i

- i

No-permanent~wlter-waa~noted'ehroughouc'thngtounship.A

. 8. SOVERNNENT PRINRING OFTINE LO~-20380-3
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CERTIFICATE OF CADASTRAL ENGINEER

I, Vern E. Lane , HEREBY CERTIFY upon honor that, in

April , 1959

pursuance of special instructions bearing date of the ... 24X day of

I have survsyek supervised the dependent resurvey of the south and west boundaries,

and the survey of a portion of the subdivision of T. 24 S., R. 8 W,

of the Salt Lake  Meridian, in the State of Utah : , which are
under my supervision
represented in the foregoing field notes as having been executed/kopmmeumdnuiax i ; and that

said survey has been made in strict conformity with said instructions, the Manual of Instructions for the

Survey of the Public Lands of the United States, and in the specific manner described in the foregoing

field notes. / '
- = -
Salt Lake City, Utah Fr S . g
June 3, 1960 Vern E. Lane - Cadastral Surveyor

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,
© 70 90 1980
Washington, D.C., 19

The foregoing field notes of the suxwegxsk dependent resurvey of the south and west

boundaries, and the survey of a portion of the subdivision of T. 24 S., R. 8 W.,

Salt Lake Meridian, Utah

executed by Alburn D, Griffin, Cadastral Surveyor, under the supervision of
Vern E. Lane, Cadastral Surveyor
having been critically examined and found correct, are hereby approved.

Cadastral Engineering Staff Officer.

CERTIFICATE OF TRANSCRIPT

o . . e 4 A 1 f s . o
faz - P L ] Glinwlipy v o w - s DRV RUR . ’._5

, is a true copy of the original -~ 3

U. §. GOVERKNENT PRINTING OFFICE  16—53565~3



2 UNITED STATES
(R DEPARTMENT OF THE INTERIOR
N ® BUREAU OF LAND MANAGEMENT
W : ORIGINAL
OF THE
__SURVEY
OF A PQ!!TIONOFTHE SUBDIVISION
OF e
_____________________________ TOWNSHIP 36 SOUTH, RANGE 2 wEST
Of the Salt Lake Meridian,
the Stale Of oo L
EXECUTED BY
George D. Voorhees, Cadastral Surveyor (Chief of Party)
Boyd S. Owens, Cadastral Surveyor
der special instructions dated ........... September 16 . , 19.58 ., which provided
 the surveys included under Group No. 349 , approved October 3, 1958
d assignment instructions dated ........ June 11 . , 19.59
Survey commenced ... July 16 ., 1939

Survey completed .. July 17 , 19.59...
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Chains

" .[ 1938, for .Group No. 349.Utah, . They .are deemed sufficient in extent to

+-:.The west.boundary ef.section 16 was gynveyed. by Nelson iand Bird in

L at latitude 37° 39' 36.6" N. and longitude 112° 00' 16.9" W., as

-+ ¢~ Tovnship.36 Gouth, Range .2 West . -

1945, The following field notes are those of the survey of the south,

east _and north boundgries, of sectian 164 T. 36.5., R. 2 W. of the
Salt Lake Meridian, under special instructions dated September 16,

facikicaue'developmennkofzthe natural resources gnd mark the
boundaries of that section normally considered a state school section.
Ll LUt S Tl [ S

The survey was executed with W. & L. E. Gurley solar transit No.
540614 constructed in accordance . with the standard instrumental
specifications of the Bureau of Land Management. The instrument was
io goad condition prior torthe"begigningtgf the survey and was main-
tained in proper gdjgstment,throughgu; the progress of this survey.

Corners on east-west lines were set on the true latitudinal curve.
Lines connecting previously established corners were run by random
and true method, but for simplification of the record the random
lines are omitted from the field notes. In accordance with the inten
of the special instructions, all subdivisional corners established arj
calculated to be at the positjion they would oceupy if the entire
township were subdivided.

.- - . o . . | - P - - .

Measurements herein contained were made with a narrow steel tape,
8 cheins _in length, graduated every link for the first 100 links and
thereafter at intervals of 10 links. The tape was tested by
comparison with a 1 chain standard steel tape and found to be correct.
Measurements were made. on the slope with the vertical angle of each
interval ascertained by a clinometer in good adjustment; horizontal
equivglents alone are eptered in the field notes. All lines of this
survey were run by direct method where the lines were accessible;
lines ipagcessible were run by traverse or triangulation methods.
Distances to topography on lines run by trayerse or triangulation are
approximately as scaled from U, S. G. S. topographic sheets. The
details of such traverses or triangulations haye been thoroughly
checked and verified, and in order to simplify the record the
diagrams and reductions are omitted from these field notes.

The direction of the lines of this survey were determined by
reference to true meridians established on line by hour angle obser-
vations on Polaris or altitude observations on the sun. The lines
were carried forward by sustained angulation being supplemented by
other numerous altitude observations on the sun taken throughout the
progress of the survey.

The geographic position for the southeast corner of section 16 is

determined by computation from previous values published for the true
point for the SE. corner of the township.

The.ﬁagneéié décliﬁation was read at a number of stations through-
out the township and the average of these readings was found to be
15° 30" East.

Survey of a Portion of the Subdivisign of T. 36 8., R. 2 W.

Beginning at the sec. cor. of secs. 16, 17, 20.and'21, a 2 in. iron
post, set, mkd. and witnessed as described in the official records.

East, bet, secs. l6and 21,

Over steep mountainous land, by triangulation, topography estimated;
desc. about 20 ft,

Ue '8, SOVIRNNENY PRINTING OFFICE 10305802



Chains

3.00 -

19.60

19.75

27.50

40,00

44,80

48.30

58.30
62.80

69.20

80.00

Survey, Portiem of Subdivision, T. 36 8.  R. 2 W.

)

Gully, drains NW. ; ase. 470 te. over l:up clay slops facing W.

.Base-of nearly-vert. ledge fnolng W.; asc. about 50. £:.‘

End of triangulation on mesa rim, belts N, 15° W. and 8. 135° E.; asc,
30 ft. over rolling mess top through moderate scrudb pinen and juniper

Land becomes broken, NW. dtainage, asc. 20 ft.
Point for the ¥ see. eor. of secs. 16 and 21.

Set an iron post, 30 ins. long, 2% f{ns. diam., 18 ins. im the ground
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T368 R2W
y 516 S16

s21
1959

Ase. 110 ft., over NW. slope.

Ledgy rim, bears irregularly NE. and SW.; asc. 30 ft. over NW. slope.

Broken ridge top, bears NE. and SW.; desc, 110 ft. over rolling land

draining SE.
Small wash, drains SE.; asc. 20 ft., over SW. slope,
Spur, slopes S. 15° E.; desc. 90 ft. over E. slope through heavy t

Junction of two small washes, draining S. 15° E. from N. 15° W. and
irregularly W.; asc. 50 ft. over W. slope.

Point for the cor. of secs. 15, 16, 21 and 22,

-] Set an 1iron post, 30 ins., long, 2% ins. diam., 20 ins. in the ground,

with brass cap mkd.
T36S R2W
816(S15
S21{s22
1959
From which

A pinon, 10 ins. diam., bears-N. 14° E., 19 1ks, dist.,,
mkd, T368 RZW 515 BT. -

A pinon, 6 ins. diam., bears S., 64 lks. dist., mkd.
- - T36S R2W BT.

No other suitable bearing trees available.
Cor. is lacated on spur sloping S. 15° E.

Land, rolling and breken. ~

Soil, heavy clay loam, sandstone caps.

Timber, moderate to heavy, E. 60 chs.

Undergrowth, scattered silverleaf, - buekbrush,- blackbrush, grass and
shadscale. - - -- - .

1 Un 'S SOTERNMENT PANSTING QFTIOR 10—38500-3

.




Chains

PRV P

'70

3.80

35.30

45.20
75.50

80.00

| Raise a mound of siﬁne, 3 £t..base,_25 ft. high, W, of cor.

E{ SO U U Colihal .

| sandstone, with brass cap mkd.

« Potit iom tof Subdivisi . 36 S.- .R. 2 W.

Fron the cor. .of secs..l5, .16, 21 aid-22,,. . . . T "

N. 0° 02' E., bet. secs. 15 and 16..

PN ¥ 98 ol o w L 9

Over broken mountainous land, moderate scrub timber.

L Asc. 20 ft;. over sandstone iedée Qﬁ;spﬁrfsiopiﬁg—g.jiSQ E,
Top of ledge; asc. 10 ft..along broken spur.

Begin triangulation over rolling land, E, drainage and exposure; asc.
170 ft. -

End of triangulation.on ledgy outcrap, -about 100 ft. . high, on spur
sloping S. 15° W.

!

Cont. along steep W. slope.

- - - . .-

Point for the % sec: cor, of secs. 15 aﬁ& 16.‘ o

Set an iroﬁ post, 36 ins, loné,~2§‘ins.—diam., 8 ins. in the gfound
and in a.mound of stone, 3% ft. base to. top, with brass cap mkd,

T365 R2W
x.

516|515

L . 1959

Corx, is lécAtéd aﬁ‘Base of;finger épur sloping sharply W.
Asc. 100 ft., over steep SW.'slope. o

Slobe éﬂanges Eo ﬁ,

Slope changes to NW.; desc. 110 ft,

Point for the cor. of secs, 9, 10, 15 and 16.

Set an iron post, 15 ins. long,,l in. diam., 8 ins. in drill hole in

<

T365 R2W

S 9810 -
516|S15

. 1959

Cor. is located on a steep NW. slope about 4 chs., S. of head of
canyon, draining SW. . :

Land, rolling and broken.

Soil, clay and rocky.

Timber, moderate scrub pinon, juniper and ponderosa pine, 5. 30 chs.;
scattered pinon and cedar in remainder.

Undergrowth, scattered silverleaf, buckbrush, blackbrush, grass and
shadscale.

From the cor. of secs. 9, 10, 15 and 16.
West, bet. secs. 9 and 16,
Over mountainous land by triangulation, topography estimated.

Desc, about 150 ft. over steep NW. slope, through scattered scrub
timber.

81

U- 6, SOVERNEZNY FRINTING OFPIOD *  16—28500-2
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Chains
6.00

39.95

56.10

59.40

63.70

73.00

79.90

rﬂtt’.onof Subdi ;2036 8. -2

nivih T2

Bottom of canyon, drains SW.; cont. .along broksn, rolling isnd, 8, '
drainage and exposure.

o

Ll Yy

Point for the t sec. cor. of secs. 9 and 16.

Set an iron post, 30 ins. long, 2k ins, dilm-s 3 118 in the 8’0“3‘

.and in.a mound of stone, 3 ft. base to top, with brass cap mkd.

o - “ JT36S IZW. [ i -

59
% 816 Co .
1959 AV '

.Cont. .by triangulation, topography estimated. .

Desc. about 100 ft. over rolling and broken land.
End of triangulation, spur slopes SW.; desc. 40 ft. over W. slope.
Top of broken white sandstone ledges facing W.; desc. 120 ft.

Base of steep descent desc. 49 ft. over gentle rolling land, through
moderate timber, SW. drainage.

Begin ascent over SE. slope; asc. 40 ft.

The cor. of secs. 8, 9, 16 and 17, a 2 in., iron post firmly set, mkd.
and witnessed as described in the official record.

Land, steep, rough and broken.

Soil, clay and rocky. -

Timber, scattered to moderate scrub juniper and pinon.

Undergrowth, scattered silverleaf, buckbrush, blackbrush and grass.

General Description

The- land in.section-16, T. 36-S., R. 2 W. is extremely rough and
broken, cut by box canyons,. ledgy rims. and steep rocky clay hills,
varying about 1000 ft. in elevation. The southeast portion of the
section drains into Henderson Canyon; the remainder drains south-
westerly into North Canyon.

The timber is mostly scrub juniper and pinon, with a scattering
of Ponderosa pine in the far east portion. The undergrowth consists
of scattered silverleaf, buckbrush, grass, weeds and shadscale. No
continual water supply, or improvements were noted within the sectiond

- [
- . . IS

Coal veins and indications of coal-were found, but due to in-
accessibility no developments were noted.

o PR N V] LAY P Y PR T ST N {
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CERTIFICATE OF CADASTRAL ENGINEER
I George D. Voorhees HEREBY CERTIFY upon honor that, {4
pursuance of special instructions bearing date of the. .16th _ dayof . September 1:2&

I have supweyet supervised the survey of a portion of the subdivision of T, 36 8.,

Riu 2 W e eeaeeemeemeeemeeaseameeoeeameeeotiereeceeeceeeneinsenes

of the .. Salt lLake Meridian, in the State of Utah , which
under my supervision
represented in the foregoing field notes as having been executed

and ¢

said survey has been made in strict conformity with said instructions, the Manual of Instructions for
Survey of the Public Lands of the United States, and in the specific manner described in the

field notes. Lﬁj p
Salt Lake City, Utah ’

I

April 13, 1960 énge D. Voorhees - Cadastral ~

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,

MAY 8 1961

Washington, D. C., 19

The foregoing field notes of the survey of .8 _portion of the subdivision of T. 36 S.

R. 2 W,, Salt Lake Meridian, Utah,

executed by _Boyd S5, Owens, Cadastral Survevor, under the supervision of
George D. Voorhees, Cadastral Surveyor
having been critically examined and found correct, are hereby approved.

Engineering Staff Officer.

CERTIFICATE OF TRANSCRIPT

1 CBRTIFY that the foregoing transcriptef =~ .7 4. * . "t AP

~

, is a true copy of the original -~ -

e

U. 8. GOVERNMENT PRINTING OFFICE  16~-535656-3



UNITED STATES
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT
ORIGINAL

FIELD NOTES

OF THE
DEPENDENT RESURVEY AND SURVEY
| OF A
PORTION OF THE SUBDIVISION
OF

TOWNSHIP 24 SOUTH, RANGE 10 WEST

Of the Salt Lake Meridian,

- State of Utah

EXECUTED BY

Alburn D. Griffin, Cadastral Surveyor

Vern E. Lane, Cadastral Surveyor (Chief of Party)

er special inatructions dated April 27 » 1M which provided
the surveys inoluded under Group No. 411 , approved April 27, 1959

| assignment instructions dated April 30 o, 1959

Survey commenced . May 8 . , 19.59

Survey completed . May 8. .. . ..., 1959..
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Chains

" The direction of the lines of this survey were determined by refer-

s - . Townaship, 24. fouth, Range 10 West .

N

The south bowndary was surveyed by J. Bausman in. 1870. ' The east
boundary was surveyed by J..Bausman in 1870, and resurveyed by A.
Stewart Jr. in 1882. - A portion of the west boundary was ‘surveyed by
J. Bausman in 1870, and dependently resurveyed and surveyed concur-
reptly.and. showgiin, the figld notes Of &s. 26 Biiy R.-LL W, A portion
of the north boundary was surveyed by J, Bausman in 1870 and depen-
dently reswrveyed apd,surveyed.cpncurrently,and shows in the field

notes of T. 23 S., R. 10 W. A portion of the subdivision was surveyefd

by J. Bausman in 1870., .., . . :
+

The following field notes are those of a dependent resyrviey and sur-
vey of a portion of the subdivision of T, 24 S., R. 10 W..

The survey was executed with W. and L. E. Gurley solar transit No.
541330, constructed in accordance with the standard instrumental
specifications of the Bureau of Land Management. The instrument
was in good condition prier to the beginning of the survey and was
maintained in proper adjustment throughout the progress of this sur-
vey.

Corners on east-west lines were set on the true latitudinal curve.
Lines connecting previously establish.d corners were run by random
and true method, but for simplification of the record the random
lines are omitted from the field notes. In accordance with the in-

tent of the special imstructions, all subdivisional corners establishpd

are calculated to be at the position they would occupy if the entire
township were subdivided.

Measurements herein contained were made with a narrow steel tape, 8
chains in length, graduated every.link for the first.100 links and
thereafter at intervals of 10 links. The tape was tested by compari-
son with a 1 chajn standard steel tape and found to be correct. Mea-
surements were made on the slope with the vertical angle of each
interval ascertained by a clinometer in good adjustment; horizontal
equivalents alone are entered in the field notes. .All lines of this
survey were run by direct method.

ence to true meridians established on line by hour angle observations
on Polaris or altitude observations on the sun. The lines were car-
ried forward by sustained angulation being supplemented by other
numerous altitude observations on the sun taken throughout the pro-
gress of the survey.

The geographic position of the southeast corner of section 2 is at
latitude 38° 44' 51.4" North and longitude 112° 56' 01.6" West as
adjusted from traverses to U. S. G. S. triangulation station Standard
G.L.O. brass cap stamped T25S R11-12W SB6|831 1911

S1

The magnetic declinatibn was read and found to be 16° 30' East.

~7 /6
Dependent Resurvey of a Portion of Subdivision of T. 24 S., R. {;/H.

I
1
1
b

Dependent resurvey reestablishing the survey executed by J. Bausman
in 1870. ' ' :

From the cor. of secs. 1, 2, 35 and 36, on the N, bdy. of} the Tp.

8. 1° 23' W., bet. seca., 1 and 2.

¢

Over rolling land covered with shadscale, gréasewood and low sage.

T 'l 8. SOVEANNENT PRINTING OFPUCE- - * 30 —38530—3
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1.20
—2.90
3.10
3.70
28.90

40.98

2,40

14.00
19.10

40.29

%

Dependent Resurv- of Portion of the Subdivision of T- 24 8

Railroad, bears S. 55° 58' V.

Fence, barbed, five-strand, b;nra S. 55° 58' W.

. Beaver River, dry, 2 ft..deep, 2 lks. wide, drains NE,

Telephone line, Eears S, 55° 58' W.,; asc, 170 ft. over N, slope.

Edge of benchland, _.ars E. and W.

The original ¥ sec. cor. of secs. 1 and 2, a lava stone, 12x10x8 1ins.
.mkd. % on.- W, face, firmly set.

At the original cor. point,

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins, in the ground,
in a collar of stone, with brass cap mkd.

T24S R10W

X
s2{s1
1959

Deposit original stone cor. alongside iron post.

8. 0° 22' E., bet. secs. 1 and 2, beginning new measurement.
Cont. over rolling land,
So. rim of bench, bears E. and W.; desc. 140 ft. over steep SW. slope

Bottom of descent; wash, 2 ft, deep, 20 lks. wide, drains NW.; asc.
40 ft. over NW. slope. .

Fence, barbed, five-strand, bears NW. and SE.; asc. 80 ft. over NW.
slope.

The original cor. of secs., 1, 2, 11 and 12, a lava stone, 22x10x6 ins
set, mkd. and witnessed as described in the official record. :

At the cor. point

Set an iron post, 30 ins.long, 2% ins. diam., 10 ins. in the ground,
in a mound of stone, 4 ft. base to top, with brass cap mkd.

T24S R10W
S2|S1
S11}812
1959

Deposit original cornerstone alongside iron post.
Land,. rolling,

Soil, rocky.
Timber, none.

N. 89° 45' W., bet. secs. 2 and 11.

Over rolling land covered with shadscale and~greaseﬁbod; desc. 30 ft.
over NW. slope.

9. 8. GOVERNMENT PRINTING OFPICE 10285003



Chaina
4.80

6.50
11.00

40.32

15.70

22,10

22.20
23.70
26.90

27.10

33.20

41.30

" ndent ' -of Potrtiom of the Subdivision, T, 24'S,. R, 10 W.

Unimproved road, bears 5. 10° W. and N. 10° E.; desc. 10 'ft. over NW,

slope.

[

Small wash drains N., asc, 50 ft over NE. slope.

Top of benchland desc. 10 ft. over W. slope. -

The original k sec. cor,.of secs. 2 and 11, a lava stone, 24x10x3 ins
set, mkd. and witnessed as deacribed in the official recqrd

At the cor, point

§

Set an iron post 30 ins. long, 2% ins. diam., 8 ins. in the ground
in a mound.of stone, 4 ft., base to top, with brass cap mkd.

T24S8 R10W
§ 2

L%y SiT
1959

Deposit original cornerstone alongside iron post,

N. 89° 03' Ww., beginning New measurement.

Over rolling land covered with shadscale and greasewood;

ft. over NW. slope:

desc,

Beaver River, little seepage at time of survey, draine NE.

Asc. 20 ft. over SE. slope.

Fence, barbed, five-strand, bears §. 33° 12! 30" w
Telephone line, bears S. 33° 12' 30" W,

Union Pacific Railroad tracks, bear S. 33° 12' 30" w

Telegraph line, bears §. 33° 12' 30" W.

Fence, five-strand barbed, bears§. 33° 12' 30" W.; asc.

E. slope.

Graded road, bears S. 20° W. and N. 20° E.; asc. 20 ft.

50 ft,

over E. slope

The original cor. of secs. 2, 3, 10 and 11, a cedar post, set,

and witnessed as described in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 22 ins. in the ground,

in a collar of stome, with braas cap mkd.
© T248 R10W
- 83]82
8101811
. 1959

Set the original post alongside iron post,

Land, rolling.

5011, gravelly.
Timber, none,

140

over

mkd,

.y

B S

18]

(-

¢ BE COVEANMENT PRENTING OVAIED: - » 10+-38590-3
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2.70
18.00

40.00

76.30
78.50

80.41

Dependent Resurvey of Portion of the Subdivision, T..d4.8., R, 10 W, ‘

i

5. .
i

Thence \
N, 0° O1' W., bet, secs. 2 and 3, with original survey. ;

Over folling.land covered with shadscale and sage; asc. 20 ft. over
S. slope.

Spur, slopes East; des¢. 50 ft. along E. slope.

Small wash, drains E.; asc. 50 ft, along 5. slope. ;

Point for the % sec. cor. of secs. 2 and 3.

Seé an iron post; 30 ins. long, 2% ins. diam., 20 ins..in the
in a collar of stone, with brass cap mkd.

T24S R1OW

%
s3]s2
1959

Asc. 160 ft. over S. slope.

Spur, slopes SE,; desc. 30 ft. over NE. slope.

Head of draw, drains SE.; asc. 20 ft. along S. slope.
Intersect the S. bdy. of T. 23 §., R, 10 W.

Point for the closing cor. of secs., 2 and 3, T. 24 S., R. 10 W.

Set an iron post, 30 ins. long, 2% ins. diam,, 8 ins, in the ground,
in a mound of stone, 4 ft. base to top, with brass cap mkd.

1238
834
s3[s2

cc

T24S R1OW

1959

From this cor. the cor. of secs, 34 and 35, T. 23 S., R. 10 W, bears
E. 2,39 chs. dist., and is monumented with an iron post, 2% ins.
set, mkd, and witnessed as described in the field notes of T. 23 S.,
R. 10 W. :

Land, rolling,
Soil, gravelly.
Timber, none.

GENERAL DESCRIPTION

Section 2, T. 24 8., R, 10 W. consists of rolling desert 'land. The
east portion of the section drains generally west to the Beaver Riv
which divides the section. The western portion of the section dr °
generally east to the same river. The Beaver River was dry with the

exception of a small amount of seepage in places, :
]

The Union Pacific Railroad enters the section near the northeast cor
ner and leaves it 23,70 chains west of the % section corner of sec~-

tions 2 and 11. A graded gravel road crosses the sectiomn generally

paralleling the railroad. The soil is sandy «clay with gravel spots.
The vegetation consists of shadscale, sagebrush and bunch grass, The
mean elevation is about 4900 feet above sea level. !

e o SOVERNNINT POINTING SFPICE AO—28500-2
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CERTIFICATE OF CADASTRAL ENGINEER

, HEREBY CERTIFY upon honor that, in

I, Yern E, Lane

27th___day of April , 1959,

pursuance of special instructions bearing date of the

and dependently resurveved a portion of the subdivision of T. 24 8.,

I have surveyed

R. 10 W.

of the ___Salt Lake Meridian, in the State of Utah , which are

represented in the foregoing field notes as having been executed by me and under my direction; and that
said survey has been made in strict conformity with said instructions, the Manual of Instructions for the

Survey of the Public Lands of the United States, and in the specific manner described in the foregoing

field notes. // o
Salt Lake City, Utah A e —

Vern E. Lane
June 7, 1960 Cadastral Surveyor (Chief of Party)

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,
PEC 23 1060
Washington, D. C., ,19

The foregoing field notes of the surveyxsf .§.n..d._.QE.RQI}_d_e.IAL_I.e_SuIYﬁy._Qf__L_por.tion..of,_th&-—wb-
division od T. 24 S., R. 10 W., Salt Lake Meridian, Udah

executed by .._Alburn D, Griffin, Cadastral Surveyor, under the supervision of Vern E.
Lane, Cadastral Surveyor (Chief of Party)
having been critically examined and found correct, are hereby approved.

Cadastral Engineering Staff Officer.

I CERTIFY that the foregc » @ - .i.i of the field notes of the above-described surveys in . T._ 24 8

R. 10 W., SLM, Utah ,isatruecopyoftheo -+ = - notes.

U. 8. GOVERNNIKT PRINTING OFFICE  16—53505~3
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UNITED STATES
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT
ORIGINAL

FIELD NOTES

OF THE

.....AND_THE DRPENDENT RESURVEY AND SURVEY =
OF THE EAST BOUNDARY

. OF A PORTION OF THE SUBDIVISION

OF
e TOWNSHIP 24 SOUTH, RANGE 11 wesT
Of the ... ... Salt Lake e . ... Meridian,
the State of ... . Utah .

...Alburn D. Griffin, Cadastral Surveyor .~~~

1der special instructions dated ... ... .. April 27 1959 ., which provided

r the surveys included under Group No. ... 41 . , approved

d assignment instructions dated ... .. . April 30

Survey commenced ... MRY S , 19.59

Survey completed ... ... June2 , 19.59...
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Chains

. 24. South 11 West ..

A portion of the soyth boundary was surveyed. by J..Gorlinski in 1880
and dependently resurveyed and surveyed by A, J. Stewart Jr. in 1882.
A portion of the east boundary was surveyed by J. Bausman in 1870,
The west boundary was surveyed by J. Gorlinski in 1880 and independ~
ently resurveyed. coticurrently and is described in the field notes of
T. 24 8,, R. 12.W. The aorth. boundary wag. surveyed concurrently and
is described in the. field nates of T. 23 S.y R, 1L W, .

The. following field notes are those of a dependent resurvey of the
south boundary. A dependent resurvey and survey of the east boundary,
and survey of a portion of the subdivision of T, 24 S., R. 11 wW.,
deemed sufficient to facilitate the development of the natural
resources and mark the boundaries of those sections that are normally
considered state school sections.

Before restoring the cormers  the lines of the original survey were
retraced and a diligent search made for any evidence of the original
corners. The rules of proportionate measurement and record distance
and bearing were applied to ascertain the position of the lost corners
after every reasonable possibility. of finding direct evidence of the
corner had been exhausted,

The survey was executed with W, & L. E, Gurley Solar TransitsNo,
541330 and No. 461263 constructed in accordance with the standard
instrumental specifications of the Bureau of Land Management, The
instruments were in good condition prior to the beginning of the
survey and were maintained in proper adjustment throughout the progres
af this survey. .

Corners on east-west lines were set on the true latitudinal curve,
Lines connecting previcusly established corners were run by random and
true method, but for simplification of the record the random lines are
omitted from the field notes. In accordance with the intent of the
special instructions, all subdivisional corners established are
calculated to be at the position they would occupy if the entire town-
ship were subdivided.

Measurements herein contained were made with a narrow steel tape, 8
chains in length, graduated every link for the first 100 links and
thereafter at intervals of 10 links. The tape was tested by
comparison with a 1 chain standard steel tape and found to be correct.
Measurements were made on the slope with the vertical angle of each
interval ascertained by a clinometer in good adjustment; horizontal
equivalents alone are entered in the field notes. All lines of this
survey were run by direct method,

The direction of the lines of this survey were determined by reference
to true meridians established on line by hour angle observations on
Polaris or altitude observations on the sun, The lines were carried
forward by sustained angulation being supplemented by other numerous
altitude observations on the sun taken throughout the progress of the
survey. . .

The geographic position for the southeast corner of the township is at
latitude 38° 40' 29,51" N. and longitude 113* OL' 37,10" W. as
adjusted from traverses to U, S. G. S. triangulation stations within
the area.

The magnetic declination was read at a number of stations throughout
the township and the average of these readings was found to be 16° 30!
East, .

o7

U, 5. GOVERNNENY PRINTING OFFICE 16=—28580-2
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P

3%.70 |

40,02

23.40

32.00

Dependent Resurvev, E..8dv., T..24.8.° R. 11 W.

Dependent Resurvey of the East Boundary of T. 24 B.,:R. 11 W.,Rees

.li.shing the . Survey Exgcuﬁed by U. 3 Surveyor, .J.. Bausm, in 1870.

- - N N

|At. the co.}; of secs. 1o 6..31 and 36, Tps. 24 and 25 5., Rs. 10 and.

W.,. a cedar post, 3 ft. long, %4 lms. diam., and a stone 14x10x3 ins,,
mkd. with 6. notches on one edge and 6 notches on Lhe opposite edge.’ '

At the cor. point set an iron post, 30 ins. long, 2% ina. diam., 24
ins. in the ground with the original cedar post and stone deposited

alongSLde the iron posl: _with brass cap mkd. ) "

L. P - -

. .o L Tz4s i
_-R11W R1OW -

§36{S31
.8.1|s 6. .. .

. 1258 A o
L 1959 .

..IN. 6° 08' W., bet. secs. 31 and 36. .

Over rolling desert land, drains SE.
Beaver River, dry, 20 lks. wide, .3 ft. deep,. drains S. 60° W

Point.for the % sec. cor. of secs. 31 and 36, at proportionate dist,
Set an iron post, 30 ins, long, 2% ins. diam,, 22 ins. in the ground,
deposu: charcoal in bottom of hole, with brass cap mkd
. R . TZAS, e .
i ) . . . RIIW RIOW . . .
- : - .. 836[s3L - :
L T 1959 . . 3

No available evidence of original cor. recognized.

Over nearly level .land. . .o P b a2

) Point for the cor. of secs. 25, 30, 31 and 36, at proportionate dist.

Set-.an iron post, 30 ins. long, 2% ins. .diam.,. 24 ins. in the ground,
ideposit charcoal in. bottom .of h.ol.e with hrass cap mkd.
T24S
e .. . - RIIWRIOW . .. _-_ . _
I . -2.8361831 __ - : .

3

| T T T Tiese T

. -~ - R . [N -———

No avallable evidence of origlnal cor,

Land,. nearly level., . _- - - e

|Soil, clay loam. - 1 . .

Tinber, none. -- -=- . . . . = - L

Lo N - U N

N .0° 08! W., bet; ‘secs, -25 and -30, over gently rolli.‘ng hottom land
draining SE. .3

Unimproved road, bears S. 75° W. and N. 75® E.

Leave bottom land; asc. S. slope 50 ft.

. §. GOVERNMENY PRINTING OFFICE 16—38520-2 1



Chains

7117 B

10.90
27.80

40.00

40.00

44,20

'ulmtxmnpoj.nz.w R TR SRR T TOR v e

41.”

3

K, YL 24 9 vksell Mao

40.02': The originel & see. ¢or. of secs. 25 aad 3& .. - . .

A stone 20x12x10! dmk;,. mkd, k ow Wy face.hud in.s cbllar of stone.

et R TIE PIT =T P ATN S T 1 1 il )

8et an irxren poat, 30 ins. long, 2k ins. di.am., 6 ins. in the ground
and in a mound of stona, 4 ft. base,to top of cap, deposit original
k cor. alongside irom: mu, with brass cap mkd,

[
. '..-

T248
R11W R10W

k
s25|s30.. -
o we .. 1959

llort.h bet, secs. 25 nnd 30 beginning new measurement.
Asc. S, slope, 90 £t ' |

Top of spur, slopes NE.; desc. N. slope. 150.ft.. .

Base of N. slope; enter bottom land, .

Point for the cor.. of secs. 19, 24, 25 and 30, at record dist. .

Set an iron post, 30 ins. lomg, 2k ins. dh.m., 24 ins. in the ground,
with brass cap mkd.

T248
R11W R1OW

$24]819

$25(830
Build a mound of stone, 3 ft, base, 24 ins. high, W. of cor. No
evidence of original cor. .

Laad, rolling.

Soil, shallow, gravelly.
} Timber, none.. .

(- L. Ce . . "

North, bet. secs. 19 and 24, over. gcncly rolling bottom land, drain-
ing SE.

Point for the ¥ sec. cor. of secs. 19 and 24, at record dist.

There 13 no remaining gvidence of original cor.

8et an iron post, 30 ins. long, 2k ins. diam., 24 ins. in the ground
with brass cap mkd.

[

T248
R1IW R10W. ‘ {

szaTs19 L
1959

Raise a mound of stone, 3% ft. base, 24 ins. high, W, of cor.
Small drain, course E., 4.00 chs. dist. to earthen tank.

Graded road, bears E. ard W. -




80.00

40.00

8u.00

K. T. 24 §. R. 11 M. ..

Point for the cor. of secs. 13, 18, 19 and 24, at recerd dist. .

There is mo remaining ewvidence of origimal cor.

Set an iron post, 30 ims. long, 2k ins. diam., 16 ins. ia the ground
and in a collar of stone, with brass cap mkd.
{ . . -
\ . T24S -
R11N¥ R1OMW
s13|s18
S$241819

1959

Land, rolling desert.
Soil, sandy loam mixed with gravel.
Timber, none.

Survey of the East Boundary of T. 24 S., R. 11 W.

North, along the E. bdy. of sec. 13.
Over rolling land, draining SE.
{Point for the X sec. cor. of sec. 13, T. 24 S., R, 11 W,, only,.

;Set an Lron post, 30 ins. long, 2% ins, diam., 24 ins. in the ground,

'with brass cap mkd. .

|

I T24S

R11W

: X

S13
1959

Deposit glass in bottom of hole.
IAsc. gentle S, slope, 50 ft,

Top of small rise, slopes E.; desc. gentle N., slope, iO ft.

;Polnt for the cor. of secs. 12 and 13, T. 24 S., R. 11 W,, only
Set an irom post, 30 ins. lomg, 2% ins. diam., 24 ins. in the ground
‘with brass cap mkd. .

| T248

R11wW

s12

S13

| 1959
:Deposit charcoal in bottom of hole.

land, rolling desert,
Sotl, sandy loanm.
Tiaber, none.

!
i
H
f
:
H
i
!
i
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“‘w.w

42.30
80,00

10.50
14,20
32.30
37.30

40,00

68.80
73.00

with braes cap mkd.

PR . . B 24 5. ‘R.4l .

North, along the E, bdy, of sec. 12. . . .
Over ndsvly level Jand, draining 88.. .. _
{ Point for th.«& -sec. oor. qx sec. 12, T. 26 5., R. M W., only.

Set an iroa poct, 30 in- long, Zl; m dn-., 210 Lns in the ground,
with brass cap mkd. :
. 4
. T24S
. R11W
k
sl12
1959

Deposit charcoal in bottom of hole.

Desc. 10 ft. over gentle N. slope.

Small wash, drains SE.; asc. gentle S, slope, 10 ft.

Point for the cor. of secs. 1 and 12, T. 24 S., R. 11 W. only.

Set.an fvon past, 30 ing. long, 2% ins. diam.,.24 ins. in the ground,

R . . . T248 . -
R11lW
s 1
S1i2 . !
1959

Land, slightly rolling.. . ‘ .
Soil, -shallow, gravelly.- . .
Ti.nber, none. .

North, along -the E. bdy., of sec. 1.

North, over rolling lanci draining SE.'

Wash, 3 ft. deep, 10 lks, wide, drains S. 20° E

Road,unimproved, bears NW. and SE.; desc. 10 ft. along NE. slope.
Hash 2 ft. deep, 20 lks. wide, curves from NE. to S. 20° E

Same wash, course SE. ‘ .
Point for the X sec. cor. of sec. 1, T. 24 S,, R, 11 W. only.

Set an iron pt;st,‘.SO‘ix'ls. long, 2'§ Lns; dian'x;, 14 ins. tn the ground

and in a wmound of stome, 4 ft. base, to top of cap, vith brass cap
mkd .
R1lW

X

s1
1959

Desc. N. slope, 30 ft.
Wash, 2 ft. deep, 20 lks. wide, drains SW.; asc. S. slope, 10 ft.

Same wash, drains SE.; asc. gentle S. slope, 10 ft.

5 PARTEED RS AN S-S




Chains
82.18

5.00
39.77

40,11

Sarvey, E. Bdy.,. T. 24 S.. R. 11 W.

Intersect S. bdy. of T. 23 8., R. .10 W., . o
Point for the cor. of Tps..23 and 24 S., Rs. 10 and 11 W.

Set an iron post, .30 ins. long, 2% ins. diam., 20 ins. in the ground
and in a collar of stone, with brass cap mkd.
T23S
R11W R10W
$36]831
S 1|S 6
T24S
1959

Land, rolling.
Soil, sandy loam mixed with gravel. A
Timber, none.

Depéndent Resurvey of the South Boundary of T. 24 S., R. 11 W.

-{Reestablishment .of .the Survey executed by A, J., 8tewart Jr. in 1882.

From the cor. of Tps. 24 and 25 §,, Rs. 10 and 11 W., an iron post,
2% ins, diam., set, mkd. and witnessed as described in the field notes
of the resurvey of the E. bdy.

S. 89° 01' W., bet. secs. 1 and 36,

Over level desert land, covered with greasewood and sagebrush.
Beaver River, dry, bears N. and S., drains S, 20.lks., 3 ft. deep.
The original % sec. cor. of secs..l and 36, a sandstone 3x6x12 ins.,
set, mkd. and witnessed as described in the official record.

At the same point.

Set an iron post, 30 ims. long, 2% ins, diam., 22 ins, in the ground,
in a collar of stone, with brass cap mkd.

T24S R1IW
.536 . .
%57
. T258
1959

Deposit original stone N. of iron post.

N. 89° 57' W., bet. secs. 1 and 36, beéinningAnew me;surement..

-

Cont. over level .desert land. . .

The original cor. of secs. 1, 2, 35 and 36, a sandstone 6x10x12 ins,,
set, mkd. and witnessed as described in the official record,

At the same point.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,
with brass cap mkd.

8- 5. SOVERNMEINY FRINTING OYPICE 16—30500-3 -1



8.20

24,00

~40.00_

40,30

39.70

40,33

.wood gnd sagebrygh, . .o A

- -~

m.,-, va- m., .L 3_4’\.&0' ‘- 411- .'c

s e L L L TRAB RIW
§35|836
5281
T258
1959

PR

ﬁeposiﬁ orl.g(inal cc;t:—!l:.of( 1ron .poét.,
Land, level.

Soil, clay.
Timber, none.

S. 89° 10' W., along the N. bdy. of sec. 2, T. 25 5., R. 11 W.
Over level desert land, co&e;ed with greasewoéq.
Road, bears N. and S.; cont. over level desert land.

Begin ascent of gentle E. slope covered with shadscale; leave grease-

Rolnt . .for the % sec..cor. of sec, 35, T. 24 S., R. 11 W. only.

Set an iron post, 30 ins. long, 2% ins, diaﬁ., 22 ins. in the ground,
with brass cap mkd. = .o
T245 R11W
-k 835,
1959

¢ - D ¢

The original % sec. cor. of secs. 2 and 35, a sandstone 4x8x10 ins.,
set, mkd, and witnessed as described in the official record. This
cor. will now function for the % sec. cor. of sec. 2, T. 25 S., R. 11
W. only.

At. the: same point.
éét an iroﬁ pbét, 30 ins. ibng, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

. k82
" _T258 R1lW
1959

Deposit original cor., N. of iron post.

S. 89° 05' W., beginning new measurement.
Asc. gradual E. slope.
Point for the cor. qf secs. 34 and 35, T. 24 5., R, 11 W. only.

Set an iron post, 30 ins. long, 2% ins. diam,, 22 ins. in the ground,
with a collar of stone, with brass cap mkd,

o s e

T24S RIIW

Asc. gradual E, slope. -

The original cor. of secs. 2, 3, 34 and 35, a sandstone 4x10x16 ins.
set, mkd. and witnessed as described in the official record. This

-
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-« -~

, 8. Bdy., T. 24 Sy R. 11 W.

: Chai : w s
cor. will now function for the cor. of secs. 2 and 3, T. 25 S., R. 11
W. only.

At the same point. -

Set an iron post, 30 ins. long, 2& ins. diam., 22 ins. in the ground,
with brass cap mkd. - z . -

S 3|S 2 S
T25S R11W - .
1959

Deposit original cor. N. of iron post.
Land, level.

Soil, clay, gravel on slopes.
Timber, none.

S. 89° 24' W., along N. bdy. of sec. 3; T. 25 S., R, 11 W.

Over rolling desert land; covered with-shadscale; asc. 25 ft. over
gentle E. slope.

39.37 | Point for the % sec. cor. of sec. 34, T. 24 S., R. 11 W. only.

Set an iron post, 30 ins. long, 2% ins, diam., 22 ins. in the ground,
in a collar of stone, with brass cap mkd.

T248 R11W
. % s34 - -- : .

1959 - - !

40.26 | The original % sec. cor. of secs. 3 and 34, a sandstone 6x12x18, set,
mkd. and witnessed as described in the official record. This cor.
will now function as the % sec., cor. of sec, 3 T. 25 S., R. 11 W.

‘| only, .o <

At the same point.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
and in a collar of stone, with brass cap mkd.

ks 3-
T25S R11W
1959

Deposit original cor. N. of iron post,

S. 89%23'" W., begiming new measurement.
Asc. 50 ft. over E. slope.-
39.11 | Point for the cor. of secs. 33 and 34, T. 24 §., R. 11 W, only,

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
and in a collar of stone, with brass cap mkd.

T24S R11W

833|834 o '

' - 19359

B 4 COVINSUIY FNNTRE VNS . 30—-S0ID0-3 -1




4 -
[ .
8. «% 7 0 RekLW, .
Chains
40.23 [The original cor. of secs., 3, 4, 33 and 34, a sandstone 6x6x10, set,
v+ |mkd. and: whthessed ad described :in the official record. This cor,
will now function as the cor. of secs. 3 and 4, T. 25 S., R, 11 W.
B TAER o emly o o e Ll L L L s i AN .
: B U T T SR L T T A N z
Set an irom post, 30 ins. long, 2% ins. diam., 22 .ins. the ground,
and in a collar of stone, with brass cap mkd,
S '.-A A
S 4|S 3
T25S R11W
1959
-~- - |Deposit original cowi. M. of iron post. . . . . (o et
R oL L L A T S O -
Land, rolling. . S L
Soil, gravel.
Timber, none.
S. 89° 18' W., along the N. bdy. of sec. 4, T. 25.8., R.:11 W.
Over rolling desert lgnq; asc. gentle E, slope.
7.80 [Road, bears NE. and BW.; ase¢. 90 ft. over E. slope.
38.88 |Point for the k sec. cor. of sec. 33, T. 24 8., R. 11 W. only.
Set an iron post, 30 ins, Vlong, 2% ins. diam;, '1-2 i:ns in the ground,
and in a mound of stone, 3 ft. base, to top, with brass cap mkd.
T24S R1IW (
% 833
1959
" 40,59 |Yhe otfg'ﬁi]:.f.';se:g.:”:‘t‘:dfj'of secs. 4 and 33, d granite stone 4x8x10 ing
set, mkd. and witnessed as described in the official record. This
cor. will now function as the % sec. cor. of sec, 4, T. 25 S,, R. 11
W. only. . e O . Lo
At the same point,. .o S u, - -
-Bet an iron post, .30.ins. long,.2% .ins. diam., 14 ins. in the ground,
and in a mound of stone, 3 ft, base, 14 ins. high, with brass cap mkd.|
o ks 4. . .
T255 R11W
. Lo - . ..11959. et L
i~ [8.-89% 2%' W., beginning .mew measurement. Ll
Asc. gentle E. slope.
. .o B . VRS e L L .
2.30 |Base of ascent, bears N. and S.; asc. 125 ft, over E. slope of
: - rolling hills... .. ... . . . - U
e S S T S . - P
9.20 |S8pur, slopes 5., 8,00 chs. to end; desc. 80 ft. over W. slope.
]
|
14.20 |Small wash, drains S. 8.00 chs. to junction, thence E.; asc. E. slope,
17.30 |Small spur, slopes S.; dese. over gentle SW. slope. ,
31.40 | Small wash, drains S. 80° E.; asc. 230 ft. over NE. slope.

L W65 GOVERNNENT PRINTING OPPICE 10-—2B500—3



1 4=—BTE D

Chains

.38.29

40.08

1.80

8.80

21.60

31.00

35.30

38.21

10

Dependent Resurvevy S. Bdv. T 24 8. R. 11 M.

Point for the cor. of secs. 32 and 33, T. 24 §., R. 1L W, only.

§ét an iron\post, 36 ins. long, 2% ins., diam., 10 ins. in the ground,
to bedrock, and in a mound of stone, 3 ft. base, to top, with brass

cap mkd. . .o )
' T245 R11W

$32|533

1959

The original cor. of secs. 4, 5, 32 and 33, a granite stone 1l4x16x12
ins., set, mkd. and witnessed as described in the official record.
This cor. will now function for the cor. of secs. 4 and 5, T. 25 §.,
R. 11 W. only. .

At the same point.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the ground
to bedrock, and in a mound of stone, 3 ft. base, to top, with brass

cap mkd.

S SIS 4
.I255 R11W
1959

Deposit original cor. N. of iron post.
Land, rolling and hilly.

Soil, sand and rocks.
Timber, none.

Indepénderit Resurvey.of the South JBqundary,of‘,:l?m_24 ,S.’l, R. 11 W.
) P, - .- — - - . - PR S [ UL IS VR . .

Superseding the survey executed gy A, J, Stewart Jr. in 1882,
From the cor. of secs. 4 and 5, T. 25 S., R. 11 W. .

West, along the S. boundary of sec. 32..

1 Over mountainous desert land, covered with shadscale; asc. S. slope.

Spur, siopes é., 6 chs., to élat; desc: 65 ft. over W. slope.

Small draw, drains S.; asc. 240 ft, over E. slope.

Rocky spur, slopes S., 8 chs, to end; desc. 160 ft. over S. slope.
Draw, drains SE. from N.; asc. 60 ft, over E. slope.

Low spur, slopes.S.; desc. 30 ft. along S. slope; enter .scattered
juniper and pinon.

Point for the % sec. cor. of sec. 32, T. 24 S., é. 11 W. only.
Set an iron post, 30 ins. long, 2% ins. diam., 10 ims. in the ground

to bedrock, and in a mound of stone, 3 ft, base, to top, with brass
cap mkd, .. .- o oo e

<
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Chains

75.50

78.21

13.30

22.06
28.90
39.00
40.00

1 T

T . U8y ' '. Tu.24°8. -Ri1LW,

- - T24S R11W
- k 832

1959

From this cor. the original k sec, cor. of secs., 5 and 32, bears S.
75°W., 1.07 chs, -dist., a.sandstone 12x8x6 1ne., plainly mkd,. and
firmly set. Cor. destroyed.

Cont. along S. slope. ° .- o . ‘

‘| Small wash, drains 6E.; asc, 50 ft. over NE. slope.

Lav‘nput, sdopea S. desc.<50 ft.. over W. slope. -

Draw, drains SE. from N., asc. 150 ft., over E. slope..

¢

Ridge, bears N. and S. irregularly; asc. 110 ft, along S. slope on
top of ridge.

Small draw on mountain top, drains S. 8 chs., thence W., asc, 20 ft.
along S. slope. . .

Top of ascent on spur sloping S.; desc., 40 ft. along S. slope..
Point for the cor. of secs. 31 and 32, T. 24 S., R. 11 W. only.

Set an iron post, 8 ins. in the ground to bedrock, and in a mound of
stone, 3} ft, base, to top, with brass cap mkd.

T24S R11W

S3l|S32

1959

From this cor. the original cor. of secs, 5 and 6, 31 and 32, bears
8. 76°-51' W., 1,42 chs, dist., a sandstone 14x12x6 ins., set, mkd.
and witnessed as described in the official record. Cor. destroyed.

Land, broken mountain.
Soil, rocky.
Timber, scattered juniper and pinom.

Wast, along the 8. bdy. of sec. 31.

Over mountainous desert land, covered with scattered juniper and
pinon; desc. 220 ft, alqng 8. slope,-

Draw, drains SW., 8 chs. to junction; thence W.; asc. 130 ft. over SE
slope,

Spuf, slopes S. 10 éha. to'énd'Adesc.VISO ft. over W. slope.

Draw, drains S8.; asc. 180 ft. over SE. alope. (

Spur, slopes S.; desc. 40 ft. along ledgy S. slope.

Point for the.k cor. of sec. 31, T. 24 S.;.R. 11 W., only.

Set an iron post, 30 ins. long, 2% ins. diam., 5 ins. in the ground

to bedrock, and in a mpund of stone, 4 ft. base, to top, with brass
cap mkd.

.6, SOVERNIINT PRINYING OP/IUR ' T0n-S3800-0



Chains

63.20

79.40

80.00

87.89

22.10

42.75

81.20

12

T Resurvey, S,.Bdy., T, 24 8., Ry 11 W.

. T245 R11W

x s31
1959

Desc. 310 ft. along ledgy S. slope.

Wash, 50 lks. wide, 1 ft. deep, drains N. 60° W.; asc. 250 ft. over
steep E. slope. . .

Spur, slopes N. 18° W.; desc., over W. slope,

Point for the 1/16 cor. of sec. 31, T. 24 5., R, 11 W., only,

Set an iron post, 30 ins. long,. 2% ins. diam., on solid rock, over an
X, and in a mound of stone, 4 ft. base, 28 ins, high, with brass cap
mkd ..

T24S R11W
1/16 531 80
1959

Desc. 140 ft.'over W. slope.
Intersect the E. bdy. of IT. 25 S., R. 12 W.
At the intersection.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins. in the ground
to bedrock, and in a mound of stone, 3 ft. base, to top, with brass
cap mkd.

T255 T24S R11W
R12W|[S31 CC
S1

From this cor. the cor. af Tps. 24 and 25 S., R. 12 W., bears N. 2,17
chs. dist., an iron post, 2% ins, diam., set, mkd. and witnessed as
described in the field notes of the survey of T. 25 S., R. 12 W.

Land, broken mountain.
Soil, rocky.
Timber, scattered juniper.

Survey of a Portion of the Subdivision of T. 24 §., R. 11 W.

From the cor. of secs. 33 and 34,von.the S. hdy.

N. 0° 04' .W,, bet., secs. 33 and 34.

Over rolling desert land; asc. 30 ft, along gentle'E. slope.
Road, bears 8. 20° ﬁ., N. 20° E. A .

Point for tge X seé. cor. of secs. 33 and.34.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the.ground
} and in a collar.of stone, with brass.cap mkd. .

T248 R11W

3
833|834
1959

Asc., 80 ft. along gentle E. slope.

Small spur, slopes E.; cont. along E. slope.

& & pyIioumt featias eE M—S0EB-3 -}



Chains

82.75

. {in .a collar .of qtone, with brass cep mkd, = .

32.80

40,00

54.70

80.00

32,30

40,00

rand) zolitss dgsere.” .

13
vis SR - 1 1 W

Point for the cor. of secs. Zf, 28, 33 and 34 on a calculated
.aectiqnal corregtioen line.-.. . .

. . . ’ ¢ -

Set an iron post, 30 ins. long, 2% ins. diaﬁ., 22 ins, in the ground
T24S R11W
s281s27

. 8331834 .
1959

ce

Soil, sand.
Timber, none.

i

N. 0° 04' W., bet. secs. 27 and 28.

Over rolling desert land, draining E.; asc. 80 ft. along E. slope.

Spur, slopes E.; desc., 60 ft. along E..éldpe; \

Set an iron post, 30 ins. long, 2% ins. diam., 5 ins. in the ground
to bedrock, and in a mound of stone, 3 ft. base, to top, with brass
cap mkd, . . . ! ‘

- e e e

. _T248 R1lW

¥
528|527
1959

Asc. 40 ft. along rolling SE, slope,
Graded road, bears E, and.W,; asc. over SE. slope.
Point for the cor. of secs, 21, 22, 27 and 28.

Set an iron pést; 30 iné; léﬁg, 2% ins. diam., 12 ins. in the ground
and in a mound of stone, 2% ft, base, to top, with brass cap mkd.

T24S8 R11W

S21)822
528(s27

1959

Land, rolling desers.
Soil, sand and rocks.
Timber, none..

[ . L e v . <

N. 0° 04' W,, bet. secs. 21 and 22.
Over rolling.deseft ian&; asc. 60 ft, o@érvSE:ﬂsiobe:“

o s e aaa [PV e

Wagh, drains S. 30°.E,; asc, 90 ft. over SE. slope.

Point for the % sec. cor. of secs. 21 and 22.

Set an iron post, 30‘iné.‘iong, 2% ins. diam., 6 ins. in the ground
to bedrock, and in a mound of stonme, 3 ft, base, to top, with brass
cap mkd.

T24S R11W

%
s21|s22
1359

.y
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i Chlms

52.80

59.50
78.70

80.00

22.20

36.40

40.00

' 51.00

1 62.30

74.30

80.00

}

14

e

lAsc. 100 ft. over SE. slope.

Spur, slopes S. 20° E., also déainage csanéesnéﬁ-ﬁ.;-d;;c. IOd.ft.
over N. slope. _ o |
Hasﬂ, 40 lk;: wide; 4 fe, deep, érains W;; asc. 280 .-ft. over SW, sl
Spur, slopes S. 60° W, from N. 30° E.; desc. NW. slope.

Point for the cor. of secs, 15, 16, 21 and 22,

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in the ground
to bedrock, and in a mound of stone, -3-ft. base, to top, with brass
cap mkd. . ¢

T24S R11W
S16]S15
S21|s22
1959 .- ¢
Land, broken to rolling mountain.

Soil, sand and rocks.
Timber, none. :

N. 0° 04' W., bet, secs. 15 and 16.
Over mountainous desert land; desc. 300 ft. over NW. slope.

Wash, 30 lks. wide, 3 ft, deep, drains N.70° W.; asc. 150 ft. over
slope.

Spur, slopes N. 60° W.; desc, 100 ft, over NE.-slope.--
Point for the % sec. cor. of secs. 15 and- 16, - e

Set an iron-post, 30 ins. long; 2% ins.-diam., 12 ins. in the
and in a mound of stone, 3 ft. base, to top, with brass cap mkd.

T24S R11W

3
816|515
1959

Desc, 100 ft. over NE. slope.

Small wash, drains W.; asc. 120 ft. over S. slope, -

!

Spur, slopes S. 60° W.; desc. 120 ft. over NW. slope,

Wash, 50 lks. wide, 3 ft. deep, drains S, 30° W.; asc. 40 ft. over
slope.

i

Point for the cor. of secs. 9, 10, 15 and 16.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the ground,
and in a mound of stone, 3 ft. basé; to top, with brass cap mhd.

T248 -R11W
S 9]s10
816|815 c-
: 1959 . -
Land, broken and rolling mountain.

Soil, sand and rocks.
Timber, none.

& 6. CENSLREIY SISTING VYIS 30~—S0EN0-9
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1541

cer . e "ol 28585, LA W,
. N' 0*& 04")‘“‘4‘2“‘“‘.,“." 9’.%10- s . PR 0.

eda - . dal Lo PO

p302 {ni0ver.nountainous . desert. land; age. 130 ft.. over irregular.S. slope.

14.00 |Spur, slopes W.; desc. 150 ft‘:.' .o;rer NW. slope.

DR T R ATy VR A N .
31.10 [Wash, 20 lks. wide, 3 ft. deep, drains N, 80° W.; desc. 70 ft, along
‘-demha‘ - Pl (. YT, L T .
40.00 |Point for the. § sec. cor. of segs. 9.and 10, .. . S
st .{Set an . iron post, 30 dns. long, 2k ins. diem., 4 ins. in the ground,
and in & mound of stone, 3 ft. base, to. tep, with brass_cap mkd.
_T24S R11W
X
s 9|s10
1959

Desc. 80 ft, along W. slope, .. .
47.40 |Wash, 20 lks. wide, 2 ft, deep, drains NW.; ase. 30 ft. over SW. slope
53.20 |Spur, slopes W.; desc. 160 ft. over NW. slope.
70.30 |Wash, 20 1lks. wide, 2 ft. deep, drains W.; asc. 40 ft. over S. slope.
73.50 |Spur, slopes W.; desc. 100 ft. over N, slppe.
80.00 [Point for the cor., of secs. 3, 4, 9 and 10,
. - N ¢

Set an iron post, 30 ins. long, 2% ins. diam., 12 ips. in the ground,
to bedrock, and in a mound of stone, 3 ft, base, to top, with brass
cap mkd.

T24S R11W ..

S 4is 3
. .8 9isl9p . !

1959

Land, brpoken meuntaim. .

Soil, sand and rocks.
Timber, nonme..

i ‘. - e

N. 0° 07' B., bet. secs’ 3 and &, |
Over mountainous desert land; desc, 100 ft. over N. slope.

23.50 |[Road, bears E. and W.j desc., 20 ft. over N. slope,

28.40 |Wash, 20 1lks. wide, 2 ft. deep, drains SW.; asc., 120 ft. over SW.slope
40.00 |Point for the X sec. cor. of secs. 3 and 4,

.- . .- . v .. ol . e L, . Ve
Set an iron post, 30 ins. long, 2% ins. diam., 15 ins. in the ground,
to bedrock, and in a&.mound of stope, 3 ft. base, £o top, with brass
cap mkd.

T248 RIIW

AR T .

- 84|s3 ..
1959

Asc. 500 ft. over 1::5:1:.:5‘1. slope.

74.00 |Top of long spur, slopss. ii. irregularly; desc. 180 ft, ovef N. slope.

82,42 |The cor. of secs. 3, 4, 33 and 34 on the N. bdy.

Uyl oVERNNERY PAINTING OPPIIR°  10~-S0400-3




Chains

28.00
29.50

39.92

65.90
67.00
75.60

79.84

15.70

40.71

43.70

80.71

16.

< - . Portion of Subdivis T. 248, R.. 11.W.

'Prom the cor. of secs. 25, 30,. 31 and 36.on. the E. bdy. .

. {West, bet. secs..25 and 36, along a-sectional correction line; aSeaq.

over low, rolling desert land, 10 ft.

R . .-

Unimproved road, bears N. and S.

Unimproved road, bears N. and S.; asc. . SE.. slope, 10 ft.
Point for the )% sec. cor., of secs, 25 and 36. .- - . -

Set an iron post, 30 ims. long, 2% ins. diam., 24 ins. in the ground,
with brass cap mkd. . - e . - .

-T24S RI1IW
k5%
1959

Raise a mound of stone, 3 ft. base, 2. ft, high,-N. of. iron post.
Unimproved. road,- bears N. and S.
Small wash, drains SE.
Small wash,.drains SE.-. ¢
The cor. of secs. 25, 26, 35.and 36.
Land, low, rolling desert,

Soil, sandy, mixed with light gravel.
Timbexr, none.:

From the cor. of secs. 1, 2, 35 and 36 on the S. bdy.

N. 0° 03' W., bet. secs. 35 and 36, over rolling desert land draining
SE.

Unimproved road, bears SW. and NE.; asc.-gentle 8. slope, 30 ft.
Point for the % sec. cor. of secs. 35 and 36.
Set an iron post, 30 ins. long, 2% ins., diam., 6 ins. in the ground
to bedrock and in a mound of stone, 3% ft. base, to top of cap, with
brass cap mkd. - .

T24S R11W

L 4
835|536
1959

Asé. S. slépe 10 ft.

Ridge bears E. and W.; desc N. slope 20 ft,
Intersect the sectional cotrection line.

At point of intersection.

Set an ironm post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,
with brass cap mkd.

T24S R1lW

5261825 -
$35|s36

. 1959

®. 5. COVESNEEY FRLETING VVISE A—S0000-3 -1
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3.50
39.50

42.34

57.70
70.50
72.00
75.80
82.34

13.10

17

o Boweioy . 21k$2#ﬁ8L rlugil:wt

o other accessories available.

S 3 T T U SR I
Land, rolling desert.
Soil, sandy, mixed with .ldght.grawel.: . PPN
Timber, none.
R T S PR U P Ces

< e

. i P
From the cor. of secs, 2, 3, 34 and 35 on the N. bdy.

S. 0° 03' E., béf. secs,

I

2 and 3.

L T o P Z

Over rolling desert land covered with scattered Juniper, shadscale,
Junegrass, gramma grass and scrub sage; desc. over broken E. slope,
30 ft. c -

Small wash, drains S.; .desc. E. slope, 230 ft.

ash, 2 ft. deep, 20 lks. wide, drains W.; asc. N. slope, 10 ft.
R S LA 2 T VO P RN .

Point for the ¥ sec. cor. of secs. 2 and 3.

Set an iron post, 30 ins. long, 2% iné; diam,, 22 ins.‘in the ground,
and in a .collar of stone, .with brass cap mkd., _ . .

-~ - .o .T24S RLIW .

. - - w - (k L
s 3]s 2
© 1959

Asc. N. slope, 80 ft.. '
Spur, slopes W.; desc. S. slope, 140 ft,

€

Unimproved road, bears NW. and SE. . -

¢

Wash, 2 ft, deep, 30 lks, wide, drains SW.; asc. ﬁ:-slopé, 10 ft.
Unimproved road, bears NW. and SE.; asc. N. slope, 30 ft.
Point for the cor. of seéé. 2, 3,.16 an&ull." .

At a poéitidn calculétéd to_be Bet; thévcors. of secs, 1, 6, 7 and 12
on the E. bdy., and the cor. of seos. 3, 4, 9 and 10..

Set an irom post, 30 ins. long, :2% ins. diam., 18 ins, in the ground
and in a collar of stone, with brass cap mkd.

(S

T24S R11W

e e o .- 8 3182 Lo ol
¢ L. . . .o .:..810|s11._ . .

1959

Land, rolling desert. . . =
Soil, rocky. ‘
Timber, scattered junipér,

e ¢ - B EW . L
N. 89° 57' E., bet. secs, 2 and 11 on a line calculated to be bet, - .
the .corner.of secs, .k and 12 on. tbe E, bdy, and the gor, of secs. 3,
4, 9 and 10,

L3 . N I . .
Over rolling land cévered with gramma grass; desc. NE. slope, 10 ft.

N ..
Unimproved road, bears NW. and SE.

P R L N U B

te
(

—d
ba

Sk
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_ Survev . Portion of-Subdivision.. T. 2k - LI W. -
Chains : bty
NP RS o . TOOoDLL XBLIS {'1 '
16.00 |Wash, 2 ft. deep, 20 lks. wide, drains NW. t
oS S S R BT 1% ¢
19,50 | Unimproved road, bears NW. and SE. ... ce el M E X
PV SNy

30.90 {wash, 2 ft. deep, 20 lks. wide, drains S.

31.30 Unimproved road bears N. and S.

¥
e et e et s o et

40.00 Polnt for the % sec. cor. of secs. 2 and 11

1 v

Set an iron post, 30 ins. 1ong, 2% ins. diam., 24 1ns. in the .
- - pwith brass cap mkd. .. . - . AR i

P L. e L0 . . e s

T24S Rllw ’ c.e -

% Sll e e e S ..

1959

Ralse a mound of stone, 3% ft base, 2% ft high N. of cot. ‘ :
Asc. W. slope, 90 ft. ' ' )

[ B . K Lol uee -

80.00 | Point for tha sec,.cor, of"secs. 1, 2, ll and 12,

Set an iron post, 30 ims..léng, 2% ins. diam., 18 ins,., in.the ground
and in a collar of stone, with brass cap mkd.

o T245 R11W

s2|s1
S11[s12: . C
1959 ‘

. ¢ . .~ T . ¢ Ve s

1
'

Land, rolling.
Soil, light grawvel. . U D L T
Timber, none.

.« oo - ' - . . et i L. EX y : i
¢ L ¢ ¢ « - PR PR s 4 [N

N. 0° 06' W., bet. secs. 1 and 2

_ad ¢ . PR - . U

Over rolllng desert land covered with sprase Junlper.

. L CL e o ow L T

Asc. -along W slope, 140 S -

34.80--1 Smallxwash,eraLns Wr, asc« w. slope, 20 £, oo . 2.

A

- -4 ORI = i .0 D e+ s

40.00 | Point for the % sec. cor. of secs. 1 and 2.

oo .
Set an iron post, 30 ins; long, 2% ins. diam., 10 ins. in the ground
and in a mound of stome, 4 ft. base, to top of cap, with brass cap
mkd .

i

T245 R11W. e e

y A
8.218-1- . iiii. oLl
1959

Desc. along W. slope, 20 ft.

54,30 | Draw; drains. w,, asa, S-«sLope, 30 fn.. et LoD oLl l.lal

n

. o i i
62.00 | Small spur, slopes W., desc. N. slope, 20 ft. é

69.70 Draw, drains W.; asc. SW. slope, 30 ft,
T oBfe JWE L o d

75.00 | Small spur, slopes W.; desc. NW. slope, 70 ft.

TE WL 1 RN

79.30 | Draw, drains W.; asc. S, slope 80 ft, |




Chaina

82.24

'woso.“_
14.00
40.00

50.00

80.00

4,00

25,50

37.00
40.00

—d
—3

1%
- Tw.%.'_:. “"_11 W.

v A

The cor. of secs. 1, 2,.35 and 36.
LSRN

Land, rolling. ‘

Soil, gravelly.

Timber, sparse juniper.

. ' . R - P
St riastriamecgtadh o e

From the cor, of segs. 135, 16,21 and.22... . ..

West, bets; seca, 16-and 21,

Over mountainous desert land; Jesc. 50 £t..alomg S. slope.
Wesh, draing 8Wi; ssc. 40 ft. over SE. slepe.
Spur, alopel.sk.; d;sé.'dio'fﬁ. 6vér;irregular SW. slope.
Point for the % sec. cor. of secs. 16 and 21,

Set an iron post, 30 tns; long, 2% ins., diam.,8 ins. in the ground,
to bedrock, and in a mound of stone, 3 ft. base, to top, with brass
cap mkd.

4

T24S R1IW
S16

¥ 51
1959

Desc. 90 ft. over SW. slope.'
Wash, drains W. irregularly; desc. 90 £t. over NW. slope.
Point for the cor. of secs. 16, 17, 20 and 21.

Set an iron bost, 30 1ins. loﬁg, 2% ins. di;m., 22 ins. in the ground,
and in a collar of stone, with brass cap mkd.

T24S R11W
S17[S16
s520|s21
1959
Land, broken mountain.

Soil, sand and rocks,
Timber, none.

N. 0° 05' W., bet. secs. 16 and 17.
Over moyntainous desert land; des¢, 30 ft. over NW. slope.
Wash, draing W.; desc, 10 fg, along rolling W. slope,

Wash, 50 lks, wide, 3 ft, deep, drains W, irregularly; cont, along
rolling W. slope.

Road, bears NE. and SW.; cont. aloné?W,ZE}ope.
Point for the % sec. cor. of secs. 16 and 17,

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground,
with a mound of stone, 3 ft. base, to top, with brass cap mkd.

o)

b S 8. SOTRRNNENT PRINTING-AFPIOD - -+ 1 Go~B0000-2
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- .Portion of Subdivision, T.-24 8. & V<11 W.

- -

Chains

T24S R1IW
517|516

1959 R

Cont. along rolling W. slope. . . -
47.00 |Road, bears NW. and SE.; cont. along W. slope.

51.50 |Wash, drains W.; -asc.-50 ft: aleng SW., slope.- - -
61.00 |Low spur, slopes W.; desc. 90 ft. over NW. éloper - <
80.00 |[Point for the cor. of séecs, 8, 9, 16 and 17, -

Set an iron post; 30 ins. long; 2% iAs$. diam.; 22 .ins. in the greund,
and in a collar of stone, with brass cap mkd.

- . P ol N < - e

T24S R11W

- .S 818-9.< et w2 Ll
817516
e e .- . 1959 . .- e

Land, rolling. .- <
Soil, sand, clay and rocks.
Timber, none., :

From the cor. of secs. 9, 10, 15 and 16.

West, bet., secs., 9 and 16.
Over broken mountain 1and desc. 60 ft. over SW. slope.

P S <~ . .- .

5.00 |Wash, dralns S.; asc. 440 ft. over SE. slope.
23.50 Spur, slopes SW.; dese. 250 ft, over- W. slepe. ~
39.99 | Point for the % sec. cor. of seecs, 9 and 16.

Set an iron post, 30 ing, long, 2% ins. diam., 12 ins. in the ground
to bedrock, and in a meund of stone, 3 ft. base, to top, with brass

cap mkd.
1248 RIW - .
% :12 e
1959
Desc. 10 ft. over W. slope. . ce o e

41.00 |Drain, drains NW.; conty along-irregular N. slope.
55.00 |Spur; slopes NW.; desc. - 300 ft. over-W. slepe,- - ..
79.98--| The cor. of sees. 8, 9,-16.and 17+ L e
Land, broken mountain. . |

Soil, sand and recks, N . <
Timber, none.

B B SOVEANMENT PRHITING OPFICE . 10~—2B5N0—2
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Portiod of: Subklivia’ Te 26 8. R, 11 W,

P

' tv .J¥vom the cor. of sess. 32 and 33 on. tha S. bdy.
. e P T S T : i

N.‘ 0° 05" W., bet. secs. 32 and 3;. co

Over mountainous desert land: asc, 50 ft. over SE. slope.
5.20 |Spur, slopes SE.; deac. 40 ft. along E. slope

11,20 [Slope changes; desc, 1‘3.0‘4&. over NE. slope.

23.00 |Wash, 4 ft. deep, 30 lks, wide,' drains Sé.;. asc. 110 ft. over SW.
slope. . Entex .scattered Juniper. .

N
34.00 |Spur, slopes R.jl descs:300: S&. oven 8. slape, .
39.80 |Small .wesh, drains E.; asc. 30 ft, .over. S, slaope,
43.75 |Point for the k .smec. cor. of secg. 32 and .33,

*- - -{8et an ivom post, 30 ins. long, 2% ins. diam., 18 ins, in the ground
to bedroeck, and in a mound of stane, 2k ft. base, to top, with brass

cap mkd.
T A Tt R T .
X
§32|s33
1959

Asc. 110 ft. over §. slope.
51.80 | Ridge, bears NE. and SW. sharply; desc. 70 ft. over NW. slope.
59.00 |Small wash, drains NE.; asc., 50 ft.'ovar SE. élope.

83.75 | Point for the cor. of secs. 28, '29, 32 and 33 at a{position calculated
to intersect a sectional correction line.

Set an iron post, 30 ins. long, 2% fns. diam,, 15 ins. in the ground
to bedrock, and in a mound of stone, 3 ft. base, to top, with brass
cap mkd.

T24S R11W

529828
832|833
1959
Land, broken mountain. N h

Soil, sand and rocks.

Timber, scattered juniper.

From the cor. of secs. 31 and 32.on the S. bdy,

N. 0° 05' W., bet..secs. 3] and 32.

t

'Overy mountai..ncv)us'deqse‘rt land, aéc: ‘156 f.t:. over S. slope.
16.40 | Spur, slopes W.; desc. 170 ft. over N. slope.

32,10 | Slope changes; desc. 120 ft. over NE. slope.

40.80 | Slope changes; desc. 40.ft. over N. slope..

43.73 | Poimt for the ¥ sec. Sor of secs. 3L apd 32..

- B S SOTARNNENT SRUNWING WWIISN  10=-00500~0
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Chains

4450
59.80
67.90
78.40

83.73

12,50
20.40
25.10

34.80

40,04

45.20

72.60

22

Survey,. Portion of Subdivision, T. 24 S., R. 11 W,

Set an iron post, 30 ins. long, 2% ins. diam., 3 ins.. in the ground,
to bedrock, and in a mound of stone, 5 ft. base, to top, with brass

cap mkd. : : : e
T24S R11W -

%
$31|832
1959

Desc. 20 ft. 6ver N.'slope.

Sﬁ;il wasﬂ, drains W.; asc: 140 ft. over éw. siope..’
Spur, slopes SW.; dedsy M £t. along W. slape.

Saddle, bears N. and 8.; asc. 120 ft. over 8. slope.
Ridge, bears NE. and SW.; desc. 120 ft. over N. slope.

Point for the cor. .of secs. 29, 30, 31 and 32, at intersection with
sectional corraction line. . :

Set an iron post, 30 ins. long, 2% ins. diam., 5 ins. in the ground
to bedrock, and in a mound of stone, 5 ft. base, to top, with brass
cap mkd.
T24S R11W
5304829
$31|832.
1959
Land, broken mountain,

Soil, sand and rocks.
Timber, scattered juniper.

From the eor. of secs. 28,.29, 32 and 33,.-

Wést, bet: secs; 29 aﬁd 32, along sectional coérection line.
Over mountainous desert land; asc. 170 ft. over E. slope.
Ridge, bears N. and SW.; desc. 200 ft. over NW. slope.

Small draw, drains N.;>asc. 30 ft. over E. slope.

Spur, slopes N.; desc., 160 ft. over W. slope.

Base of steep slope, bears N. and S.; desc. 10 ft. over rolling N.
slope in bottom of wide draw.

Point for the %.sec. cor. of secs. 29._and 32.

Set an iron post, 30 ins. long, 2% ins..diam,, 16 ins. in the ground
and in a mound of stone, 3 ft, base, to top, with brass cap mkd.

T24S R11W
- $29.:< . .
%532
e . .2.1959 . _
Desc. 20 ft. over N. slope in bottom of draw., .. ..

Wash, 30 lks.-wide;-3 ft. deep, drains-N.; asc, 580 ft. over steep
and rocky E. slope.

Ridge, bears NE, and SW.; desc. 200 ft. over NW. slope.

¥, §. SOTERNNENT PRINTING OFFICE - 10388302



Chains

80.08

23

Survev Portion of Subdivision, T. 24 S., R. 11 W.

The cor. of sescs. 29, 30, 31 and 32,

Land, broken mountain.,
Soil, sand and rocks,
Timber, very scattered juniper.

General Description

A varlety of land and soil is found in T. 24 S., R. 11 W. The
township 1s located in the northern portion of the Beaver Mountains
which bear through the eentral portion of the township, and are
covered with scattered juniper and pinon. The low lands are covered
with shadscale and greasewood, The northwestern portion is located
in the Sevier Lake bed where there is no vegetation due to the large
quantity of salt deposit. The elevation varies from 4519 feet, on
the lake bed, to 6200 feet above sea level.

The Crystal Peak Road bears through the township, entering on the
eastern boundary between sections 19 and 24, bears E. and W., and
leaves the township on the western boundary between sections 25 and
30. There are also several unimproved roads that branch from the
Crystal Peak Road and wind throughout the township to sheep camps,
water storage ponds, etc. ‘

No permanent water was noted at the time of the survey,

AETa —8
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Chains

i

24 South ? Mest. -..

- A-portien of the east -boundary was surveyed by J. Gorlinski in
1880. Th& pouthr boundary was -gifveyed by A, -J, Stewart Jr. in 1882.
The west boundary was surveyed by A. J. Stewart Jr. in 1882, and
independently -resurveyad by -R.:Gentry in 1925. :The north boundary
was surveyed and independently resurveyed concurrently and shows in
‘the field notes .éf.T. 23 S.; R. 12 W. el
e R S . . e

- The following field notes are those of an independent resurvey
and survey of the east boundary, an independent resurvey of the
south boundary, and the survey of .a portion.of the subdivision
deemed sufficient to facilitate the development of the natural
“resources and mark the boundaries of those sections that are normally
considered state school sections.

-The survey was executed.with'a W. and L. E. Gurley solar transit
No. 461263 constructed in accordance with the standard instrumental
specifications of the Bureau of Land Management. The instrument was
in good condition prior to the beginning ‘of the survey and was .
maintained in proper adjustment throughout th<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>